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Attachments:
1. Overall Description
RAN2 would like to thank SA3 for the LS NR V2X Security for user plane data and PDCP SN size (S3-193854). Regarding to the PDCP SN size, RAN2 has made the following agreements:

1:
For SL groupcast and broadcast, only 18bits pdcp-SN-Size is used for the SL DRB. For SL unicast, 12bits and 18bits pdcp-SN-Size are used for the SL DRB.

2:
For SL unicast, only 12bits pdcp-SN-Size is used for the SL SRB including SL SRBs which carrying PC5 Signalling and PC5 RRC message. FFS on how to handle initial PC5-S signaling for unicast link.

RAN2 also discuss the NR V2X Security issues about AS ciphering and integrity protection for unicast, groupcast and broadcast. RAN2 realize that more detail aspects, e.g., security related field used in AS layer, are needed to make a progress on AS ciphering and integrity protection issues.
2. Actions:

RAN2 respectfully asks SA3 to take the above agreements on PDCP SN size into account and provide the required AS fields/parameters about AS ciphering and integrity protection as soon as possible.
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #109
24 - 28 February 2020                 Athens      
TSG-RAN2 Meeting #109bis
20 - 24 April 2020     
   Japan      
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