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[bookmark: _GoBack]1	Introduction
So far coexistence between LTE-M and NR has mostly been discussed in RAN1. Some of the agreements in RAN1#98 will require actions in RAN2. Agreements in RAN1#98bis [1] are:
	R1-1910872	Feature lead summary for Coexistence of LTE-MTC with NR	Ericsson
Resource reservation
Agreement [36.331]
For resource reservation for LTE eMTC in Rel-16, the configuration is independent from legacy subframe level resource reservation.

Agreement [36.211 or 36.213]
For LTE-MTC resource reservation, for unicast, symbols of MPDCCH/PDSCH scrambled by C-RNTI or SPS-C-RNTI that would fall into the reserved resource are dropped for symbol-level and slot-level reserved resources.
· Dropped means punctured
· FFS: CSI-RS

Agreement [36.211 or 36.213]
For LTE-MTC resource reservation, UL resource reservation for LTE eMTC with slot-level and symbol(s)-level granularity in addition to subframe-level granularity is supported.

Agreement [36.212]
For LTE-MTC resource reservation, for unicast transmission, dynamic DCI signalling can be used to [indicate or override] which reserved resources are used for the scheduled LTE eMTC transmission

Agreement [36.331]
For LTE-MTC resource reservation, the higher-layer configuration is cell-specific

Agreement [36.211 or 36.213]
LTE-MTC DL frequency-domain resource reservation is supported
· FFS: granularity of resource reservation

Subcarrier puncturing

Agreement [36.331]
The puncturing feature is configured by higher layers via SIB (details FFS)

Agreement [36.211 or 36.213]
From UE point of view, if one RE of the SFBC RE pair is configured as the punctured subcarrier, the SFBC pair is assumed to be punctured.

Agreement [36.211 or 36.213]
LTE MTC DL subcarrier puncturing applies to CSI-RS 




[bookmark: _Ref178064866]2	Discussion
Agreements that require action from RAN2 are the ones on resource reservation [2], since these requirements need corresponding UE capabilities. In the coming RAN1 meeting details about configuration will be discussed. Therefore, remaining RAN2 work on higher-layer configurations can wait until RAN1 have concluded the discussion.
[bookmark: _Toc347823621][bookmark: _Toc347824073][bookmark: _Toc347824246][bookmark: _Toc24065695]Add UE capabilities for resource reservation in UL and DL to enable coexistence between LTE-M and NR according to the text proposal.
[bookmark: _Ref189046994]3	Text Proposal
[36.306] 
[bookmark: _Toc12698040]4.3.4.x	ce-DL-resourceReservation-CE-ModeA-r16
[bookmark: _Toc12698041]This field defines whether the UE when operating in CE Mode A supports DL resource reservation as specified in TS 36.211 [17] for improved NR coexistence performance.  A UE indicating support of ce-DL-resourceReservation-CE-ModeA-r16 shall also indicate support of ce-ModeA-r13.
4.3.4.y	ce-DL-resourceReservation-CE-ModeB-r16
This field defines whether the UE when operating in CE Mode B supports DL resource reservation as specified in TS 36.211 [17] for improved NR coexistence performance. A UE indicating support of ce-DL-resourceReservation-CE-ModeB-r16 shall also indicate support of ce-ModeB-r13.
4.3.4.xx	ce-UL-resourceReservation-CE-ModeA-r16
This field defines whether the UE when operating in CE Mode A supports UL resource reservation as specified in TS 36.211 [17] for improved NR coexistence performance. A UE indicating support of ce-UL-resourceReservation-CE-ModeA-r16 shall also indicate support of ce-ModeA-r13.
4.3.29.yy	ce-UL-resourceReservation-CE-ModeB-r16
This field defines whether the UE when operating in CE Mode B supports UL resource reservation as specified in TS 36.211 [17] for improved NR coexistence performance. A UE indicating support of ce-UL-resourceReservation-CE-ModeB-r16 shall also indicate support of ce-ModeB-r13.

 [36.331]
[bookmark: _Toc12746044]–	UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.
NOTE 0:	For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.
UE-EUTRA-Capability information element
-- ASN1START

[bookmark: OLE_LINK112][bookmark: OLE_LINK113]UE-EUTRA-Capability ::=			SEQUENCE {
	accessStratumRelease			AccessStratumRelease,
	ue-Category						INTEGER (1..5),
	pdcp-Parameters					PDCP-Parameters,
	phyLayerParameters				PhyLayerParameters,
	rf-Parameters					RF-Parameters,
	measParameters					MeasParameters,
	featureGroupIndicators			BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-Parameters				SEQUENCE {
		utraFDD							IRAT-ParametersUTRA-FDD				OPTIONAL,
		utraTDD128						IRAT-ParametersUTRA-TDD128			OPTIONAL,
		utraTDD384						IRAT-ParametersUTRA-TDD384			OPTIONAL,
		utraTDD768						IRAT-ParametersUTRA-TDD768			OPTIONAL,
		geran							IRAT-ParametersGERAN				OPTIONAL,
		cdma2000-HRPD					IRAT-ParametersCDMA2000-HRPD		OPTIONAL,
		cdma2000-1xRTT					IRAT-ParametersCDMA2000-1XRTT		OPTIONAL
	},
	nonCriticalExtension			UE-EUTRA-Capability-v920-IEs			OPTIONAL
}

-- Late non critical extensions
UE-EUTRA-Capability-v9a0-IEs ::=	SEQUENCE {
	featureGroupIndRel9Add-r9			BIT STRING (SIZE (32))				OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-r9	UE-EUTRA-CapabilityAddXDD-Mode-r9	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-r9	UE-EUTRA-CapabilityAddXDD-Mode-r9	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9c0-IEs		OPTIONAL
}

UE-EUTRA-Capability-v9c0-IEs ::=	SEQUENCE {
	interRAT-ParametersUTRA-v9c0		IRAT-ParametersUTRA-v9c0		OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9d0-IEs	OPTIONAL
}

UE-EUTRA-Capability-v9d0-IEs ::=	SEQUENCE {
	phyLayerParameters-v9d0				PhyLayerParameters-v9d0			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9e0-IEs	OPTIONAL
}

UE-EUTRA-Capability-v9e0-IEs ::=	SEQUENCE {
	rf-Parameters-v9e0					RF-Parameters-v9e0						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9h0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v9h0-IEs ::=	SEQUENCE {
	interRAT-ParametersUTRA-v9h0		IRAT-ParametersUTRA-v9h0				OPTIONAL,
	-- Following field is only to be used for late REL-9 extensions
	lateNonCriticalExtension			OCTET STRING							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v10c0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v10c0-IEs ::=	SEQUENCE {
	otdoa-PositioningCapabilities-r10	OTDOA-PositioningCapabilities-r10		OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v10f0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v10f0-IEs ::=	SEQUENCE {
	rf-Parameters-v10f0					RF-Parameters-v10f0						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v10i0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v10i0-IEs ::=	SEQUENCE {
	rf-Parameters-v10i0					RF-Parameters-v10i0						OPTIONAL,
	-- Following field is only to be used for late REL-10 extensions
	lateNonCriticalExtension			OCTET STRING (CONTAINING UE-EUTRA-Capability-v10j0-IEs)	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v11d0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v10j0-IEs ::=	SEQUENCE {
	rf-Parameters-v10j0					RF-Parameters-v10j0						OPTIONAL,
	nonCriticalExtension				SEQUENCE {}								OPTIONAL
}

UE-EUTRA-Capability-v11d0-IEs ::=	SEQUENCE {
	rf-Parameters-v11d0					RF-Parameters-v11d0						OPTIONAL,
	otherParameters-v11d0				Other-Parameters-v11d0					OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v11x0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v11x0-IEs ::=	SEQUENCE {
	-- Following field is only to be used for late REL-11 extensions
	lateNonCriticalExtension			OCTET STRING								OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v12b0-IEs				OPTIONAL
}

UE-EUTRA-Capability-v12b0-IEs ::= SEQUENCE {
	rf-Parameters-v12b0					RF-Parameters-v12b0						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v12x0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v12x0-IEs ::= SEQUENCE {
	-- Following field is only to be used for late REL-12 extensions
	lateNonCriticalExtension			OCTET STRING							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1370-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1370-IEs ::= SEQUENCE {
	ce-Parameters-v1370					CE-Parameters-v1370						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1370	UE-EUTRA-CapabilityAddXDD-Mode-v1370	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1370	UE-EUTRA-CapabilityAddXDD-Mode-v1370	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1380-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1380-IEs ::= SEQUENCE {
	rf-Parameters-v1380					RF-Parameters-v1380						OPTIONAL,
	ce-Parameters-v1380					CE-Parameters-v1380,
	fdd-Add-UE-EUTRA-Capabilities-v1380	UE-EUTRA-CapabilityAddXDD-Mode-v1380,
	tdd-Add-UE-EUTRA-Capabilities-v1380	UE-EUTRA-CapabilityAddXDD-Mode-v1380,
	nonCriticalExtension				UE-EUTRA-Capability-v1390-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1390-IEs ::= SEQUENCE {
	rf-Parameters-v1390					RF-Parameters-v1390						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v13x0-IEs 			OPTIONAL
}

UE-EUTRA-Capability-v13x0-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING UE-EUTRA-Capability-v13e0-IEs)							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1470-IEs			OPTIONAL
}

UE-EUTRA-Capability-v13e0-IEs ::= SEQUENCE {
	phyLayerParameters-v13e0			PhyLayerParameters-v13e0,
	-- Following field is only to be used for late REL-13 extensions
	nonCriticalExtension				SEQUENCE {}								OPTIONAL
}

UE-EUTRA-Capability-v1470-IEs ::= SEQUENCE {
	mbms-Parameters-v1470				MBMS-Parameters-v1470					OPTIONAL,
	phyLayerParameters-v1470			PhyLayerParameters-v1470				OPTIONAL,
	rf-Parameters-v1470					RF-Parameters-v1470						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v14a0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v14a0-IEs ::= SEQUENCE {
	phyLayerParameters-v14a0				PhyLayerParameters-v14a0,
	-- Following field is only to be used for late REL-14 extensions
	nonCriticalExtension					UE-EUTRA-Capability-v14b0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v14b0-IEs ::= SEQUENCE {
	rf-Parameters-v14b0				RF-Parameters-v14b0				OPTIONAL,
	nonCriticalExtension				SEQUENCE {}					OPTIONAL
}
UE-EUTRA-Capability-v16xy-IEs ::= SEQUENCE {
	phyLayerParameters-v16xy				PhyLayerParameters-v16xy,
	nonCriticalExtension					UE-EUTRA-Capability-v16xz-IEs			OPTIONAL
}


-- Regular non critical extensions
UE-EUTRA-Capability-v920-IEs ::=		SEQUENCE {
	phyLayerParameters-v920					PhyLayerParameters-v920,
	interRAT-ParametersGERAN-v920			IRAT-ParametersGERAN-v920,
	interRAT-ParametersUTRA-v920			IRAT-ParametersUTRA-v920			OPTIONAL,
	interRAT-ParametersCDMA2000-v920		IRAT-ParametersCDMA2000-1XRTT-v920	OPTIONAL,
	deviceType-r9							ENUMERATED {noBenFromBatConsumpOpt}	OPTIONAL,
	csg-ProximityIndicationParameters-r9	CSG-ProximityIndicationParameters-r9,
	neighCellSI-AcquisitionParameters-r9	NeighCellSI-AcquisitionParameters-r9,
	son-Parameters-r9						SON-Parameters-r9,
	nonCriticalExtension					UE-EUTRA-Capability-v940-IEs		OPTIONAL
}

UE-EUTRA-Capability-v940-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING UE-EUTRA-Capability-v9a0-IEs)			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1020-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1020-IEs ::=	SEQUENCE {
	ue-Category-v1020					INTEGER (6..8)							OPTIONAL,
	phyLayerParameters-v1020			PhyLayerParameters-v1020				OPTIONAL,
	rf-Parameters-v1020					RF-Parameters-v1020						OPTIONAL,
	measParameters-v1020				MeasParameters-v1020					OPTIONAL,
	featureGroupIndRel10-r10			BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-ParametersCDMA2000-v1020	IRAT-ParametersCDMA2000-1XRTT-v1020		OPTIONAL,
	ue-BasedNetwPerfMeasParameters-r10	UE-BasedNetwPerfMeasParameters-r10		OPTIONAL,
	interRAT-ParametersUTRA-TDD-v1020	IRAT-ParametersUTRA-TDD-v1020			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1060-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1060-IEs ::=	SEQUENCE {
	fdd-Add-UE-EUTRA-Capabilities-v1060	UE-EUTRA-CapabilityAddXDD-Mode-v1060	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1060	UE-EUTRA-CapabilityAddXDD-Mode-v1060	OPTIONAL,
	rf-Parameters-v1060					RF-Parameters-v1060						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1090-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1090-IEs ::=	SEQUENCE {
	rf-Parameters-v1090					RF-Parameters-v1090						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1130-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1130-IEs ::=	SEQUENCE {
	pdcp-Parameters-v1130				PDCP-Parameters-v1130,
	phyLayerParameters-v1130			PhyLayerParameters-v1130				OPTIONAL,
	rf-Parameters-v1130					RF-Parameters-v1130,
	measParameters-v1130				MeasParameters-v1130,
	interRAT-ParametersCDMA2000-v1130	IRAT-ParametersCDMA2000-v1130,
	otherParameters-r11					Other-Parameters-r11,
	fdd-Add-UE-EUTRA-Capabilities-v1130	UE-EUTRA-CapabilityAddXDD-Mode-v1130	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1130	UE-EUTRA-CapabilityAddXDD-Mode-v1130	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1170-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1170-IEs ::=	SEQUENCE {
	phyLayerParameters-v1170			PhyLayerParameters-v1170				OPTIONAL,
	ue-Category-v1170					INTEGER (9..10)							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1180-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1180-IEs ::=	SEQUENCE {
	rf-Parameters-v1180					RF-Parameters-v1180						OPTIONAL,
	mbms-Parameters-r11					MBMS-Parameters-r11						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1180	UE-EUTRA-CapabilityAddXDD-Mode-v1180	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1180	UE-EUTRA-CapabilityAddXDD-Mode-v1180	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v11a0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v11a0-IEs ::=	SEQUENCE {
	ue-Category-v11a0					INTEGER (11..12)						OPTIONAL,
	measParameters-v11a0				MeasParameters-v11a0					OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1250-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1250-IEs ::=	SEQUENCE {
	phyLayerParameters-v1250				PhyLayerParameters-v1250				OPTIONAL,
	rf-Parameters-v1250						RF-Parameters-v1250						OPTIONAL,
	rlc-Parameters-r12						RLC-Parameters-r12						OPTIONAL,
	ue-BasedNetwPerfMeasParameters-v1250	UE-BasedNetwPerfMeasParameters-v1250	OPTIONAL,
	ue-CategoryDL-r12						INTEGER (0..14)							OPTIONAL,
	ue-CategoryUL-r12						INTEGER (0..13)							OPTIONAL,
	wlan-IW-Parameters-r12					WLAN-IW-Parameters-r12					OPTIONAL,
	measParameters-v1250					MeasParameters-v1250					OPTIONAL,
	dc-Parameters-r12						DC-Parameters-r12						OPTIONAL,
	mbms-Parameters-v1250					MBMS-Parameters-v1250					OPTIONAL,
	mac-Parameters-r12						MAC-Parameters-r12						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1250		UE-EUTRA-CapabilityAddXDD-Mode-v1250	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1250		UE-EUTRA-CapabilityAddXDD-Mode-v1250	OPTIONAL,
	sl-Parameters-r12						SL-Parameters-r12						OPTIONAL,
	nonCriticalExtension					UE-EUTRA-Capability-v1260-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1260-IEs ::=	SEQUENCE {
	ue-CategoryDL-v1260					INTEGER (15..16)						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1270-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1270-IEs ::= SEQUENCE {
	rf-Parameters-v1270					RF-Parameters-v1270						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1280-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1280-IEs ::= SEQUENCE {
	phyLayerParameters-v1280			PhyLayerParameters-v1280				OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1310-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1310-IEs ::= SEQUENCE {
	ue-CategoryDL-v1310					ENUMERATED {n17, m1}					OPTIONAL,
	ue-CategoryUL-v1310					ENUMERATED {n14, m1}					OPTIONAL,
	pdcp-Parameters-v1310				PDCP-Parameters-v1310,
	rlc-Parameters-v1310				RLC-Parameters-v1310,
	mac-Parameters-v1310				MAC-Parameters-v1310					OPTIONAL,
	phyLayerParameters-v1310			PhyLayerParameters-v1310				OPTIONAL,
	rf-Parameters-v1310					RF-Parameters-v1310						OPTIONAL,
	measParameters-v1310				MeasParameters-v1310					OPTIONAL,
	dc-Parameters-v1310					DC-Parameters-v1310						OPTIONAL,
	sl-Parameters-v1310					SL-Parameters-v1310						OPTIONAL,
	scptm-Parameters-r13				SCPTM-Parameters-r13					OPTIONAL,
	ce-Parameters-r13					CE-Parameters-r13						OPTIONAL,
	interRAT-ParametersWLAN-r13			IRAT-ParametersWLAN-r13,
	laa-Parameters-r13					LAA-Parameters-r13						OPTIONAL,
	lwa-Parameters-r13					LWA-Parameters-r13						OPTIONAL,
	wlan-IW-Parameters-v1310			WLAN-IW-Parameters-v1310,
	lwip-Parameters-r13					LWIP-Parameters-r13,
	fdd-Add-UE-EUTRA-Capabilities-v1310	UE-EUTRA-CapabilityAddXDD-Mode-v1310	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1310	UE-EUTRA-CapabilityAddXDD-Mode-v1310	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1320-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1320-IEs ::= SEQUENCE {
	ce-Parameters-v1320					CE-Parameters-v1320						OPTIONAL,
	phyLayerParameters-v1320			PhyLayerParameters-v1320				OPTIONAL,
	rf-Parameters-v1320					RF-Parameters-v1320						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1320	UE-EUTRA-CapabilityAddXDD-Mode-v1320	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1320	UE-EUTRA-CapabilityAddXDD-Mode-v1320	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1330-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1330-IEs ::= SEQUENCE {
	ue-CategoryDL-v1330					INTEGER (18..19)						OPTIONAL,
	phyLayerParameters-v1330			PhyLayerParameters-v1330				OPTIONAL,
	ue-CE-NeedULGaps-r13				ENUMERATED {true}						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1340-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1340-IEs ::= SEQUENCE {
	ue-CategoryUL-v1340					INTEGER (15)							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1350-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1350-IEs ::= SEQUENCE {
	ue-CategoryDL-v1350					ENUMERATED {oneBis}						OPTIONAL,
	ue-CategoryUL-v1350					ENUMERATED {oneBis}						OPTIONAL,
	ce-Parameters-v1350					CE-Parameters-v1350,
	nonCriticalExtension				UE-EUTRA-Capability-v1360-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1360-IEs ::= SEQUENCE {
	other-Parameters-v1360				Other-Parameters-v1360					OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1430-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1430-IEs ::= SEQUENCE {
	phyLayerParameters-v1430			PhyLayerParameters-v1430,
	ue-CategoryDL-v1430					ENUMERATED {m2}								OPTIONAL,
	ue-CategoryUL-v1430					ENUMERATED {n16, n17, n18, n19, n20, m2}	OPTIONAL,
	ue-CategoryUL-v1430b				ENUMERATED {n21}							OPTIONAL,
	mac-Parameters-v1430				MAC-Parameters-v1430						OPTIONAL,
	measParameters-v1430				MeasParameters-v1430						OPTIONAL,
	pdcp-Parameters-v1430				PDCP-Parameters-v1430						OPTIONAL,
	rlc-Parameters-v1430				RLC-Parameters-v1430,
	rf-Parameters-v1430					RF-Parameters-v1430							OPTIONAL,
	laa-Parameters-v1430				LAA-Parameters-v1430						OPTIONAL,
	lwa-Parameters-v1430				LWA-Parameters-v1430						OPTIONAL,
	lwip-Parameters-v1430				LWIP-Parameters-v1430						OPTIONAL,
	otherParameters-v1430				Other-Parameters-v1430,
	mmtel-Parameters-r14				MMTEL-Parameters-r14						OPTIONAL,
	mobilityParameters-r14				MobilityParameters-r14						OPTIONAL,
	ce-Parameters-v1430					CE-Parameters-v1430,
	fdd-Add-UE-EUTRA-Capabilities-v1430	UE-EUTRA-CapabilityAddXDD-Mode-v1430		OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1430	UE-EUTRA-CapabilityAddXDD-Mode-v1430		OPTIONAL,
	mbms-Parameters-v1430				MBMS-Parameters-v1430						OPTIONAL,
	sl-Parameters-v1430					SL-Parameters-v1430							OPTIONAL,
	ue-BasedNetwPerfMeasParameters-v1430	UE-BasedNetwPerfMeasParameters-v1430	OPTIONAL,
	highSpeedEnhParameters-r14			HighSpeedEnhParameters-r14					OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1440-IEs				OPTIONAL
}

UE-EUTRA-Capability-v1440-IEs ::= SEQUENCE {
	lwa-Parameters-v1440				LWA-Parameters-v1440,
	mac-Parameters-v1440				MAC-Parameters-v1440,
	nonCriticalExtension				UE-EUTRA-Capability-v1450-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1450-IEs ::= SEQUENCE {
	phyLayerParameters-v1450			PhyLayerParameters-v1450		OPTIONAL,
	rf-Parameters-v1450					RF-Parameters-v1450			OPTIONAL,
	otherParameters-v1450				OtherParameters-v1450,
	ue-CategoryDL-v1450					INTEGER (20)					OPTIONAL,
	nonCriticalExtension					UE-EUTRA-Capability-v1460-IEs	OPTIONAL
}

UE-EUTRA-Capability-v1460-IEs ::= SEQUENCE {
	ue-CategoryDL-v1460				INTEGER (21)							OPTIONAL,
	otherParameters-v1460				Other-Parameters-v1460,
	nonCriticalExtension				UE-EUTRA-Capability-v1510-IEs		OPTIONAL
}

UE-EUTRA-Capability-v1510-IEs ::= SEQUENCE {
	irat-ParametersNR-r15					IRAT-ParametersNR-r15					OPTIONAL,
	featureSetsEUTRA-r15					FeatureSetsEUTRA-r15					OPTIONAL,
	pdcp-ParametersNR-r15					PDCP-ParametersNR-r15					OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1510		UE-EUTRA-CapabilityAddXDD-Mode-v1510	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1510		UE-EUTRA-CapabilityAddXDD-Mode-v1510	OPTIONAL,
	nonCriticalExtension					UE-EUTRA-Capability-v1520-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1520-IEs ::= SEQUENCE {
	measParameters-v1520					MeasParameters-v1520,
	nonCriticalExtension					UE-EUTRA-Capability-v1530-IEs	OPTIONAL
}

UE-EUTRA-Capability-v1530-IEs ::= SEQUENCE {
	measParameters-v1530					MeasParameters-v1530					OPTIONAL,
	otherParameters-v1530					Other-Parameters-v1530					OPTIONAL,
	neighCellSI-AcquisitionParameters-v1530	NeighCellSI-AcquisitionParameters-v1530	OPTIONAL,
	mac-Parameters-v1530					MAC-Parameters-v1530					OPTIONAL,
	phyLayerParameters-v1530				PhyLayerParameters-v1530				OPTIONAL,
	rf-Parameters-v1530						RF-Parameters-v1530						OPTIONAL,
	pdcp-Parameters-v1530					PDCP-Parameters-v1530					OPTIONAL,
	ue-CategoryDL-v1530						INTEGER (22..26)						OPTIONAL,
	ue-BasedNetwPerfMeasParameters-v1530	UE-BasedNetwPerfMeasParameters-v1530	OPTIONAL,
	rlc-Parameters-v1530					RLC-Parameters-v1530					OPTIONAL,
	sl-Parameters-v1530						SL-Parameters-v1530						OPTIONAL,
	extendedNumberOfDRBs-r15				ENUMERATED {supported}					OPTIONAL,
	reducedCP-Latency-r15					ENUMERATED {supported}					OPTIONAL,
	laa-Parameters-v1530					LAA-Parameters-v1530					OPTIONAL,
	ue-CategoryUL-v1530						INTEGER (22..26)						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1530		UE-EUTRA-CapabilityAddXDD-Mode-v1530	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1530		UE-EUTRA-CapabilityAddXDD-Mode-v1530	OPTIONAL,
	nonCriticalExtension					UE-EUTRA-Capability-v1540-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1540-IEs ::= SEQUENCE {
	phyLayerParameters-v1540				PhyLayerParameters-v1540				OPTIONAL,
	otherParameters-v1540					Other-Parameters-v1540,
	fdd-Add-UE-EUTRA-Capabilities-v1540		UE-EUTRA-CapabilityAddXDD-Mode-v1540	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1540		UE-EUTRA-CapabilityAddXDD-Mode-v1540	OPTIONAL,
	sl-Parameters-v1540						SL-Parameters-v1540						OPTIONAL,
	irat-ParametersNR-v1540					IRAT-ParametersNR-v1540					OPTIONAL,
	nonCriticalExtension					UE-EUTRA-Capability-v1550-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1550-IEs ::= SEQUENCE {
	neighCellSI-AcquisitionParameters-v1550	NeighCellSI-AcquisitionParameters-v1550	OPTIONAL,
	phyLayerParameters-v1550				PhyLayerParameters-v1550,
	mac-Parameters-v1550					MAC-Parameters-v1550,
	fdd-Add-UE-EUTRA-Capabilities-v1550		UE-EUTRA-CapabilityAddXDD-Mode-v1550,
	tdd-Add-UE-EUTRA-Capabilities-v1550		UE-EUTRA-CapabilityAddXDD-Mode-v1550,
	nonCriticalExtension					UE-EUTRA-Capability-v1560-IEs	OPTIONAL
}

UE-EUTRA-Capability-v1560-IEs ::= SEQUENCE {
	pdcp-ParametersNR-v1560				PDCP-ParametersNR-v1560,
	irat-ParametersNR-v1560				IRAT-ParametersNR-v1560,
	appliedCapabilityFilterCommon-r15		OCTET STRING							OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1560	UE-EUTRA-CapabilityAddXDD-Mode-v1560,
	tdd-Add-UE-EUTRA-Capabilities-v1560	UE-EUTRA-CapabilityAddXDD-Mode-v1560,
	nonCriticalExtension					SEQUENCE {}								OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=	SEQUENCE {
	phyLayerParameters-r9					PhyLayerParameters						OPTIONAL,
	featureGroupIndicators-r9				BIT STRING (SIZE (32))					OPTIONAL,
	featureGroupIndRel9Add-r9				BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-ParametersGERAN-r9				IRAT-ParametersGERAN					OPTIONAL,
	interRAT-ParametersUTRA-r9				IRAT-ParametersUTRA-v920				OPTIONAL,
	interRAT-ParametersCDMA2000-r9			IRAT-ParametersCDMA2000-1XRTT-v920		OPTIONAL,
	neighCellSI-AcquisitionParameters-r9	NeighCellSI-AcquisitionParameters-r9	OPTIONAL,
	...
}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=	SEQUENCE {
	phyLayerParameters-v1060				PhyLayerParameters-v1020				OPTIONAL,
	featureGroupIndRel10-v1060				BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-ParametersCDMA2000-v1060		IRAT-ParametersCDMA2000-1XRTT-v1020		OPTIONAL,
	interRAT-ParametersUTRA-TDD-v1060		IRAT-ParametersUTRA-TDD-v1020			OPTIONAL,
	...,
	[[	otdoa-PositioningCapabilities-r10	OTDOA-PositioningCapabilities-r10		OPTIONAL
	]]
}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=	SEQUENCE {
	phyLayerParameters-v1130					PhyLayerParameters-v1130			OPTIONAL,
	measParameters-v1130						MeasParameters-v1130				OPTIONAL,
	otherParameters-r11							Other-Parameters-r11				OPTIONAL,
	...
}

UE-EUTRA-CapabilityAddXDD-Mode-v1180 ::=	SEQUENCE {
	mbms-Parameters-r11					MBMS-Parameters-r11
}

UE-EUTRA-CapabilityAddXDD-Mode-v1250 ::=	SEQUENCE {
	phyLayerParameters-v1250			PhyLayerParameters-v1250			OPTIONAL,
	measParameters-v1250				MeasParameters-v1250				OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1310 ::=	SEQUENCE {
	phyLayerParameters-v1310			PhyLayerParameters-v1310			OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1320 ::=	SEQUENCE {
	phyLayerParameters-v1320			PhyLayerParameters-v1320			OPTIONAL,
	scptm-Parameters-r13				SCPTM-Parameters-r13				OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1370 ::=	SEQUENCE {
	ce-Parameters-v1370					CE-Parameters-v1370					OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1380 ::=	SEQUENCE {
	ce-Parameters-v1380					CE-Parameters-v1380
}

UE-EUTRA-CapabilityAddXDD-Mode-v1430 ::=	SEQUENCE {
	phyLayerParameters-v1430			PhyLayerParameters-v1430			OPTIONAL,
	mmtel-Parameters-r14				MMTEL-Parameters-r14				OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1510 ::=	SEQUENCE {
	pdcp-ParametersNR-r15						PDCP-ParametersNR-r15		OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1530 ::=	SEQUENCE {
	neighCellSI-AcquisitionParameters-v1530	NeighCellSI-AcquisitionParameters-v1530	OPTIONAL,
	reducedCP-Latency-r15			ENUMERATED {supported}					OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1540 ::=	SEQUENCE {
	eutra-5GC-Parameters-r15					EUTRA-5GC-Parameters-r15		OPTIONAL,
	irat-ParametersNR-v1540						IRAT-ParametersNR-v1540			OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1550 ::=	SEQUENCE {
	neighCellSI-AcquisitionParameters-v1550	NeighCellSI-AcquisitionParameters-v1550	OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-v1560 ::=	SEQUENCE {
	pdcp-ParametersNR-v1560					PDCP-ParametersNR-v1560
}

AccessStratumRelease ::=			ENUMERATED {
										rel8, rel9, rel10, rel11, rel12, rel13,
										rel14, rel15, ...}

FeatureSetsEUTRA-r15 ::=	SEQUENCE {
	featureSetsDL-r15			SEQUENCE (SIZE (1..maxFeatureSets-r15)) OF FeatureSetDL-r15		OPTIONAL,
	featureSetsDL-PerCC-r15		SEQUENCE (SIZE (1..maxPerCC-FeatureSets-r15)) OF FeatureSetDL-PerCC-r15		OPTIONAL,
	featureSetsUL-r15			SEQUENCE (SIZE (1..maxFeatureSets-r15)) OF FeatureSetUL-r15		OPTIONAL,
	featureSetsUL-PerCC-r15		SEQUENCE (SIZE (1..maxPerCC-FeatureSets-r15)) OF FeatureSetUL-PerCC-r15		OPTIONAL,
	...,
	[[	featureSetsDL-v1550		SEQUENCE (SIZE (1..maxFeatureSets-r15)) OF FeatureSetDL-v1550	OPTIONAL
	]]

}

MobilityParameters-r14 ::=			SEQUENCE {
	makeBeforeBreak-r14					ENUMERATED {supported}					OPTIONAL,
	rach-Less-r14						ENUMERATED {supported}					OPTIONAL
}

DC-Parameters-r12 ::=			SEQUENCE {
	drb-TypeSplit-r12						ENUMERATED {supported}			OPTIONAL,
	drb-TypeSCG-r12							ENUMERATED {supported}			OPTIONAL
}

DC-Parameters-v1310 ::=			SEQUENCE {
	pdcp-TransferSplitUL-r13				ENUMERATED {supported}			OPTIONAL,
	ue-SSTD-Meas-r13						ENUMERATED {supported}			OPTIONAL
}

MAC-Parameters-r12 ::=				SEQUENCE {
	logicalChannelSR-ProhibitTimer-r12	ENUMERATED {supported}					OPTIONAL,
	longDRX-Command-r12					ENUMERATED {supported}					OPTIONAL
}

MAC-Parameters-v1310 ::=				SEQUENCE {
	extendedMAC-LengthField-r13		ENUMERATED {supported}				OPTIONAL,
	extendedLongDRX-r13				ENUMERATED {supported}				OPTIONAL
}

MAC-Parameters-v1430 ::=				SEQUENCE {
	shortSPS-IntervalFDD-r14			ENUMERATED {supported}				OPTIONAL,
	shortSPS-IntervalTDD-r14			ENUMERATED {supported}				OPTIONAL,
	skipUplinkDynamic-r14				ENUMERATED {supported}				OPTIONAL,
	skipUplinkSPS-r14					ENUMERATED {supported}				OPTIONAL,
	multipleUplinkSPS-r14				ENUMERATED {supported}				OPTIONAL,
	dataInactMon-r14					ENUMERATED {supported}				OPTIONAL
}

MAC-Parameters-v1440 ::=				SEQUENCE {
	rai-Support-r14					ENUMERATED {supported}			OPTIONAL
}

MAC-Parameters-v1530 ::=		SEQUENCE {
	min-Proc-TimelineSubslot-r15	SEQUENCE (SIZE(1..3)) OF ProcessingTimelineSet-r15	OPTIONAL,
	skipSubframeProcessing-r15			SkipSubframeProcessing-r15						OPTIONAL,
	earlyData-UP-r15					ENUMERATED {supported}							OPTIONAL,
	dormantSCellState-r15				ENUMERATED {supported}							OPTIONAL,
	directSCellActivation-r15			ENUMERATED {supported}							OPTIONAL,
	directSCellHibernation-r15			ENUMERATED {supported}							OPTIONAL,
	extendedLCID-Duplication-r15		ENUMERATED {supported}							OPTIONAL,
	sps-ServingCell-r15					ENUMERATED {supported}							OPTIONAL
}

MAC-Parameters-v1550 ::=				SEQUENCE {
	eLCID-Support-r15					ENUMERATED {supported}			OPTIONAL
}

ProcessingTimelineSet-r15 ::=		ENUMERATED {set1, set2}

RLC-Parameters-r12 ::=				SEQUENCE {
	extended-RLC-LI-Field-r12			ENUMERATED {supported}
}

RLC-Parameters-v1310 ::=				SEQUENCE {
	extendedRLC-SN-SO-Field-r13				ENUMERATED {supported}				OPTIONAL
}

RLC-Parameters-v1430 ::=				SEQUENCE {
	extendedPollByte-r14						ENUMERATED {supported}			OPTIONAL
}

RLC-Parameters-v1530 ::=				SEQUENCE {
	flexibleUM-AM-Combinations-r15			ENUMERATED {supported}			OPTIONAL,
	rlc-AM-Ooo-Delivery-r15					ENUMERATED {supported}			OPTIONAL,
	rlc-UM-Ooo-Delivery-r15					ENUMERATED {supported}			OPTIONAL
}

PDCP-Parameters ::=				SEQUENCE {
	supportedROHC-Profiles				ROHC-ProfileSupportList-r15,
	maxNumberROHC-ContextSessions		ENUMERATED {
											cs2, cs4, cs8, cs12, cs16, cs24, cs32,
											cs48, cs64, cs128, cs256, cs512, cs1024,
											cs16384, spare2, spare1}				DEFAULT cs16,
	...
}

PDCP-Parameters-v1130 ::=		SEQUENCE {
	pdcp-SN-Extension-r11					ENUMERATED {supported}			OPTIONAL,
	supportRohcContextContinue-r11			ENUMERATED {supported}			OPTIONAL
}

PDCP-Parameters-v1310 ::=				SEQUENCE {
	pdcp-SN-Extension-18bits-r13			ENUMERATED {supported}	OPTIONAL
}

PDCP-Parameters-v1430 ::=				SEQUENCE {
	supportedUplinkOnlyROHC-Profiles-r14		SEQUENCE {
		profile0x0006-r14						BOOLEAN
	},
	maxNumberROHC-ContextSessions-r14		ENUMERATED {
											cs2, cs4, cs8, cs12, cs16, cs24, cs32,
											cs48, cs64, cs128, cs256, cs512, cs1024,
											cs16384, spare2, spare1}				DEFAULT cs16
}

PDCP-Parameters-v1530 ::=			SEQUENCE {
	supportedUDC-r15					SupportedUDC-r15				OPTIONAL,
	pdcp-Duplication-r15				ENUMERATED {supported}		OPTIONAL
}

SupportedUDC-r15 ::=				SEQUENCE {
	supportedStandardDic-r15			ENUMERATED {supported}		OPTIONAL,
	supportedOperatorDic-r15			SupportedOperatorDic-r15	OPTIONAL
}

SupportedOperatorDic-r15 ::=		SEQUENCE {
	versionOfDictionary-r15				INTEGER (0..15),
	associatedPLMN-ID-r15				PLMN-Identity
}

PhyLayerParameters ::=				SEQUENCE {
	ue-TxAntennaSelectionSupported		BOOLEAN,
	ue-SpecificRefSigsSupported		BOOLEAN
}

PhyLayerParameters-v920 ::=		SEQUENCE {
	enhancedDualLayerFDD-r9			ENUMERATED {supported}			OPTIONAL,
	enhancedDualLayerTDD-r9			ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v9d0 ::=			SEQUENCE {
	tm5-FDD-r9						ENUMERATED {supported}			OPTIONAL,
	tm5-TDD-r9						ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v1020 ::=			SEQUENCE {
	twoAntennaPortsForPUCCH-r10				ENUMERATED {supported}					OPTIONAL,
	tm9-With-8Tx-FDD-r10					ENUMERATED {supported}					OPTIONAL,
	pmi-Disabling-r10						ENUMERATED {supported}					OPTIONAL,
	crossCarrierScheduling-r10				ENUMERATED {supported}					OPTIONAL,
	simultaneousPUCCH-PUSCH-r10				ENUMERATED {supported}					OPTIONAL,
	multiClusterPUSCH-WithinCC-r10			ENUMERATED {supported}					OPTIONAL,
	nonContiguousUL-RA-WithinCC-List-r10	NonContiguousUL-RA-WithinCC-List-r10	OPTIONAL
}

PhyLayerParameters-v1130 ::=			SEQUENCE {
	crs-InterfHandl-r11						ENUMERATED {supported}					OPTIONAL,
	ePDCCH-r11								ENUMERATED {supported}					OPTIONAL,
	multiACK-CSI-Reporting-r11				ENUMERATED {supported}					OPTIONAL,
	ss-CCH-InterfHandl-r11					ENUMERATED {supported}					OPTIONAL,
	tdd-SpecialSubframe-r11					ENUMERATED {supported}					OPTIONAL,
	txDiv-PUCCH1b-ChSelect-r11				ENUMERATED {supported}					OPTIONAL,
	ul-CoMP-r11								ENUMERATED {supported}					OPTIONAL
}

PhyLayerParameters-v1170 ::=			SEQUENCE {
	interBandTDD-CA-WithDifferentConfig-r11	BIT STRING (SIZE (2))			OPTIONAL
}

PhyLayerParameters-v1250 ::=			SEQUENCE {
	e-HARQ-Pattern-FDD-r12					ENUMERATED {supported}			OPTIONAL,
	enhanced-4TxCodebook-r12				ENUMERATED {supported}			OPTIONAL,
	tdd-FDD-CA-PCellDuplex-r12				BIT STRING (SIZE (2))			OPTIONAL,
	phy-TDD-ReConfig-TDD-PCell-r12			ENUMERATED {supported}			OPTIONAL,
	phy-TDD-ReConfig-FDD-PCell-r12			ENUMERATED {supported}			OPTIONAL,
	pusch-FeedbackMode-r12					ENUMERATED {supported}			OPTIONAL,
	pusch-SRS-PowerControl-SubframeSet-r12	ENUMERATED {supported}			OPTIONAL,
	csi-SubframeSet-r12						ENUMERATED {supported}			OPTIONAL,
	noResourceRestrictionForTTIBundling-r12	ENUMERATED {supported}			OPTIONAL,
	discoverySignalsInDeactSCell-r12		ENUMERATED {supported}			OPTIONAL,
	naics-Capability-List-r12				NAICS-Capability-List-r12		OPTIONAL
}

PhyLayerParameters-v1280 ::=			SEQUENCE {
	alternativeTBS-Indices-r12				ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v1310 ::=			SEQUENCE {
	aperiodicCSI-Reporting-r13				BIT STRING (SIZE (2))			OPTIONAL,
	codebook-HARQ-ACK-r13					BIT STRING (SIZE (2))			OPTIONAL,
	crossCarrierScheduling-B5C-r13			ENUMERATED {supported}			OPTIONAL,
	fdd-HARQ-TimingTDD-r13					ENUMERATED {supported}			OPTIONAL,
	maxNumberUpdatedCSI-Proc-r13			INTEGER(5..32)					OPTIONAL,
	pucch-Format4-r13						ENUMERATED {supported}			OPTIONAL,
	pucch-Format5-r13						ENUMERATED {supported}			OPTIONAL,
	pucch-SCell-r13							ENUMERATED {supported}			OPTIONAL,
	spatialBundling-HARQ-ACK-r13			ENUMERATED {supported}			OPTIONAL,
	supportedBlindDecoding-r13				SEQUENCE {
		maxNumberDecoding-r13					INTEGER(1..32)				OPTIONAL,
		pdcch-CandidateReductions-r13			ENUMERATED {supported}		OPTIONAL,
		skipMonitoringDCI-Format0-1A-r13		ENUMERATED {supported}		OPTIONAL
	}																		OPTIONAL,
	uci-PUSCH-Ext-r13						ENUMERATED {supported}			OPTIONAL,
	crs-InterfMitigationTM10-r13			ENUMERATED {supported}			OPTIONAL,
	pdsch-CollisionHandling-r13				ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v1320 ::=			SEQUENCE {
	mimo-UE-Parameters-r13					MIMO-UE-Parameters-r13			OPTIONAL
}

PhyLayerParameters-v1330 ::=			SEQUENCE {
	cch-InterfMitigation-RefRecTypeA-r13	ENUMERATED {supported}			OPTIONAL,
	cch-InterfMitigation-RefRecTypeB-r13	ENUMERATED {supported}			OPTIONAL,
	cch-InterfMitigation-MaxNumCCs-r13		INTEGER (1.. maxServCell-r13)	OPTIONAL,
	crs-InterfMitigationTM1toTM9-r13		INTEGER (1.. maxServCell-r13)	OPTIONAL
}
[bookmark: _Hlk6667976]
PhyLayerParameters-v13e0 ::=			SEQUENCE {
	mimo-UE-Parameters-v13e0				MIMO-UE-Parameters-v13e0	
}

PhyLayerParameters-v1430 ::=			SEQUENCE {
	ce-PUSCH-NB-MaxTBS-r14					ENUMERATED {supported}			OPTIONAL,
	ce-PDSCH-PUSCH-MaxBandwidth-r14			ENUMERATED {bw5, bw20}			OPTIONAL,
	ce-HARQ-AckBundling-r14					ENUMERATED {supported}			OPTIONAL,
	ce-PDSCH-TenProcesses-r14				ENUMERATED {supported}			OPTIONAL,
	ce-RetuningSymbols-r14					ENUMERATED {n0, n1}				OPTIONAL,
	ce-PDSCH-PUSCH-Enhancement-r14			ENUMERATED {supported}			OPTIONAL,
	ce-SchedulingEnhancement-r14			ENUMERATED {supported}			OPTIONAL,
	ce-SRS-Enhancement-r14					ENUMERATED {supported}			OPTIONAL,
	ce-PUCCH-Enhancement-r14				ENUMERATED {supported}			OPTIONAL,
	ce-ClosedLoopTxAntennaSelection-r14		ENUMERATED {supported}			OPTIONAL,
	tdd-SpecialSubframe-r14					ENUMERATED {supported}			OPTIONAL,
	tdd-TTI-Bundling-r14					ENUMERATED {supported}			OPTIONAL,
	dmrs-LessUpPTS-r14						ENUMERATED {supported}			OPTIONAL,
	mimo-UE-Parameters-v1430				MIMO-UE-Parameters-v1430		OPTIONAL,
	alternativeTBS-Index-r14				ENUMERATED {supported}			OPTIONAL,
	feMBMS-Unicast-Parameters-r14			FeMBMS-Unicast-Parameters-r14	OPTIONAL
}

PhyLayerParameters-v1450 ::=			SEQUENCE {
	ce-SRS-EnhancementWithoutComb4-r14		ENUMERATED {supported}			OPTIONAL,
	crs-LessDwPTS-r14						ENUMERATED {supported}			OPTIONAL}

PhyLayerParameters-v1470 ::=			SEQUENCE {
	mimo-UE-Parameters-v1470				MIMO-UE-Parameters-v1470		OPTIONAL,
	srs-UpPTS-6sym-r14						ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v14a0 ::=			SEQUENCE {
	ssp10-TDD-Only-r14						ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v1530 ::=			SEQUENCE {
	stti-SPT-Capabilities-r15 				SEQUENCE {
		aperiodicCsi-ReportingSTTI-r15			ENUMERATED {supported}			OPTIONAL,
		dmrs-BasedSPDCCH-MBSFN-r15				ENUMERATED {supported}			OPTIONAL,
		dmrs-BasedSPDCCH-nonMBSFN-r15			ENUMERATED {supported}			OPTIONAL,
		dmrs-PositionPattern-r15				ENUMERATED {supported}			OPTIONAL,
		dmrs-SharingSubslotPDSCH-r15			ENUMERATED {supported}			OPTIONAL,
		dmrs-RepetitionSubslotPDSCH-r15			ENUMERATED {supported}			OPTIONAL,
		epdcch-SPT-differentCells-r15			ENUMERATED {supported}			OPTIONAL,
		epdcch-STTI-differentCells-r15			ENUMERATED {supported}			OPTIONAL,
		maxLayersSlotOrSubslotPUSCH-r15			ENUMERATED {oneLayer,twoLayers,fourLayers}
		OPTIONAL,
		maxNumberUpdatedCSI-Proc-SPT-r15		INTEGER(5..32)					OPTIONAL,
		maxNumberUpdatedCSI-Proc-STTI-Comb77-r15		INTEGER(1..32)			OPTIONAL,
		maxNumberUpdatedCSI-Proc-STTI-Comb27-r15		INTEGER(1..32)			OPTIONAL,
		maxNumberUpdatedCSI-Proc-STTI-Comb22-Set1-r15	INTEGER(1..32)			OPTIONAL,
		maxNumberUpdatedCSI-Proc-STTI-Comb22-Set2-r15	INTEGER(1..32)			OPTIONAL,
		mimo-UE-ParametersSTTI-r15 				MIMO-UE-Parameters-r13			OPTIONAL,
		mimo-UE-ParametersSTTI-v1530			MIMO-UE-Parameters-v1430		OPTIONAL,
		numberOfBlindDecodesUSS-r15				INTEGER(4..32)					OPTIONAL,
		pdsch-SlotSubslotPDSCH-Decoding-r15		ENUMERATED {supported}			OPTIONAL,
		powerUCI-SlotPUSCH						ENUMERATED {supported}			OPTIONAL,
		powerUCI-SubslotPUSCH					ENUMERATED {supported}			OPTIONAL,
		slotPDSCH-TxDiv-TM9and10				ENUMERATED {supported}			OPTIONAL,
		subslotPDSCH-TxDiv-TM9and10				ENUMERATED {supported}			OPTIONAL,
		spdcch-differentRS-types-r15			ENUMERATED {supported}			OPTIONAL,
		srs-DCI7-TriggeringFS2-r15				ENUMERATED {supported}			OPTIONAL,
		sps-cyclicShift-r15						ENUMERATED {supported}			OPTIONAL,
		spdcch-Reuse-r15						ENUMERATED {supported}			OPTIONAL,
		sps-STTI-r15							ENUMERATED {slot, subslot, slotAndSubslot}
		OPTIONAL,
		tm8-slotPDSCH-r15						ENUMERATED {supported}			OPTIONAL,
		tm9-slotSubslot-r15						ENUMERATED {supported}			OPTIONAL,
		tm9-slotSubslotMBSFN-r15				ENUMERATED {supported}			OPTIONAL,
		tm10-slotSubslot-r15					ENUMERATED {supported}			OPTIONAL,
		tm10-slotSubslotMBSFN-r15				ENUMERATED {supported}			OPTIONAL,
		txDiv-SPUCCH-r15						ENUMERATED {supported}			OPTIONAL,
		ul-AsyncHarqSharingDiff-TTI-Lengths-r15	ENUMERATED {supported}			OPTIONAL
	}		

																OPTIONAL,
	PhyLayerParameters-v16xy ::=			SEQUENCE {
		ce-DL-resourceReservation-CE-ModeA-r16 ENUMERATED {supported}			OPTIONAL,
		ce-UL-resourceReservation-CE-ModeA-r16 ENUMERATED {supported}			OPTIONAL,
		ce-DL-resourceReservation-CE-ModeB-r16 ENUMERATED {supported}			OPTIONAL,
		ce-UL-resourceReservation-CE-ModeB-r16 ENUMERATED {supported}			OPTIONAL,
	}
									OPTIONAL,

	ce-Capabilities-r15					SEQUENCE {
		ce-CRS-IntfMitig-r15					ENUMERATED {supported}			OPTIONAL,
		ce-CQI-AlternativeTable-r15				ENUMERATED {supported}			OPTIONAL,
		ce-PDSCH-FlexibleStartPRB-CE-ModeA-r15	ENUMERATED {supported}			OPTIONAL,
		ce-PDSCH-FlexibleStartPRB-CE-ModeB-r15	ENUMERATED {supported}			OPTIONAL,
		ce-PDSCH-64QAM-r15						ENUMERATED {supported}			OPTIONAL,
		ce-PUSCH-FlexibleStartPRB-CE-ModeA-r15	ENUMERATED {supported}			OPTIONAL,
		ce-PUSCH-FlexibleStartPRB-CE-ModeB-r15	ENUMERATED {supported}			OPTIONAL,
		ce-PUSCH-SubPRB-Allocation-r15			ENUMERATED {supported}			OPTIONAL,
		ce-UL-HARQ-ACK-Feedback-r15				ENUMERATED {supported}			OPTIONAL
	}	OPTIONAL,

[text omitted]
	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease
Set to rel15 in this version of the specification. NOTE 7.
	-

	additionalRx-Tx-PerformanceReq
Indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [42].
	-

	alternativeTBS-Indices
Indicates whether the UE supports alternative TBS indices ITBS 26A and 33A as specified in TS 36.213 [23].
	-

	alternativeTBS-Index
Indicates whether the UE supports alternative TBS index ITBS 33B as specified in TS 36.213 [23].
	No

	alternativeTimeToTrigger
Indicates whether the UE supports alternativeTimeToTrigger.
	No

	altMCS-Table
Indicates whether the UE supports the 6-bit MCS table as specified in TS 36.212 [22] and TS 36.213 [23].
	-

	aperiodicCSI-Reporting
Indicates whether the UE supports aperiodic CSI reporting with 3 bits of the CSI request field size as specified in TS 36.213 [23], clause 7.2.1 and/or aperiodic CSI reporting mode 1-0 and mode 1-1 as specified in TS 36.213 [23], clause 7.2.1. The first bit is set to "1" if the UE supports the aperiodic CSI reporting with 3 bits of the CSI request field size. The second bit is set to "1" if the UE supports the aperiodic CSI reporting mode 1-0 and mode 1-1.
	No

	aperiodicCsi-ReportingSTTI
Indicates whether the UE supports aperiodic CSI reporting for short TTI as specified in TS 36.213 [23], clause 7.2.1.
	No

	appliedCapabilityFilterCommon
Contains the filter, applied by the UE, common for all MR-DC related capability containers that are requested and as defined by UE-CapabilityRequestFilterCommon IE in TS 38.331 [82].
	-

	assistInfoBitForLC
Indicates whether the UE supports assistance information bit for local cache.
	-

	aul
Indicates whether the UE supports AUL as specified n TS 36.321 [6].
	-

	bandCombinationListEUTRA
One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 
	-

	BandCombinationParameters-v1090, BandCombinationParameters-v10i0, BandCombinationParameters-v1270
If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	BandCombinationParameters-v1130
The field is applicable to each supported CA bandwidth class combination (i.e. CA configuration in TS 36.101 [42], clause 5.6A.1) indicated in the corresponding band combination. If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	bandEUTRA
E‑UTRA band as defined in TS 36.101 [42]. In case the UE includes bandEUTRA-v9e0 or bandEUTRA-v1090, the UE shall set the corresponding entry of bandEUTRA (i.e. without suffix) or bandEUTRA-r10 respectively to maxFBI.
	-

	bandListEUTRA
One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	bandParameterList-v1380
If included, the UE shall include the same number of entries listed in the same order as the band entries in the corresponding band combination.
	-

	bandParametersUL, bandParametersDL
Indicates the supported parameters for the band. Each of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL can be included only once for one band in a single band combination entry.
	-

	beamformed (in MIMO-CA-ParametersPerBoBCPerTM)
If signalled, the field indicates for a particular transmission mode, the UE capabilities concerning beamformed EBF/ FD-MIMO operation (class B) applicable for the concerned band combination.
	-

	beamformed (in MIMO-UE-ParametersPerTM)
Indicates for a particular transmission mode, the UE capabilities concerning beamformed EBF/ FD-MIMO operation (class B) applicable for band combinations for which the concerned capabilities are not signalled.
	TBD

	benefitsFromInterruption
Indicates whether the UE power consumption would benefit from being allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16].
	No

	bwPrefInd
Indicates whether the UE supports maximum PDSCH/PUSCH bandwidth preference indication.
	-

	ca-BandwidthClass
The CA bandwidth class supported by the UE as defined in TS 36.101 [42], Table 5.6A-1.
The UE explicitly includes all the supported CA bandwidth class combinations in the band combination signalling. Support for one CA bandwidth class does not implicitly indicate support for another CA bandwidth class.
	-

	ca-IdleModeMeasurements
Indicates whether UE supports reporting measurements performed during RRC_IDLE.
	-

	ca-IdleModeValidityArea
Indicates whether UE supports validity area for IDLE measurements during RRC_IDLE.
	-

	cch-IM-RefRecTypeA-OneRX-Port
This field defines whether the DL Category 1bis or the DL Category M2 UE supports Type A downlink control channel interference mitigation (CCH-IM) receiver "LMMSE-IRC + CRS-IC" for PDCCH/PCFICH/PHICH/EPDCCH receive processing (Enhanced downlink control channel performance requirements Type A in TS 36.101 [6]).
	-

	cch-InterfMitigation-RefRecTypeA, cch-InterfMitigation-RefRecTypeB, cch-InterfMitigation-MaxNumCCs
The field cch-InterfMitigation-RefRecTypeA defines whether the UE supports Type A downlink control channel interference mitigation (CCH-IM) receiver "LMMSE-IRC + CRS-IC" for PDCCH/PCFICH/PHICH/EPDCCH receive processing (Enhanced downlink control channel performance requirements Type A in the TS 36.101 [6]). The field cch-InterfMitigation-RefRecTypeB defines whether the UE supports Type B downlink CCH-IM receiver "E-LMMSE-IRC + CRS-IC" for PDCCH/PCFICH/PHICH receive processing in synchronous networks (Enhanced downlink control channel performance requirements Type B in the TS 36.101 [6]). The UE supporting the capability defined by cch-InterfMitigation-RefRecTypeB-r13 shall also support the capability defined by cch-InterfMitigation-RefRecTypeA-r13.

If the UE sets one or more of the fields cch-InterfMitigation-RefRecTypeA and cch-InterfMitigation-RefRecTypeB to "supported", the UE shall include the parameter cch-InterfMitigation-MaxNumCCs to indicate that the UE supports CCH-IM on at least one arbitrary downlink CC for up to cch-InterfMitigation-MaxNumCCs downlink CC CA configuration. The UE shall not include the parameter cch-InterfMitigation-MaxNumCCs if neither cch-InterfMitigation-RefRecTypeA nor cch-InterfMitigation-RefRecTypeB is present. The UE may not perform CCH-IM on more than 1 DL CCs. For example, the UE sets "cch-InterfMitigation-MaxNumCCs = 3" to indicate that UE supports CCH-IM on at least one DL CC for supported non-CA, 2DL CA and 3DL CA configurations. For CA scenarios, the CCH-IM is guaranteed to be supported on at least one arbitrary component carrier.
	-

	cdma2000-NW-Sharing
Indicates whether the UE supports network sharing for CDMA2000.
	-

	ce-ClosedLoopTxAntennaSelection
Indicates whether the UE supports UL closed-loop Tx antenna selection in CE mode A, as specified in TS 36.212 [22].
	Yes

	ce-CQI-AlternativeTable
Indicates whether the UE supports alternative CQI table in CE mode A. See TS 36.213 [22].
	-

	ce-CRS-IntfMitig
Indicates whether UE supports CRS interference mitigation, i.e., value supported indicates UE does not rely on the CRS outside certain PRBs and subframes as defined in TS 36.133 [16], subclauses 3.6.1.2 and 3.6.1.3, and TS 36.213 [23] when operating in coverage enhancement mode.
	-

	ce-DL-resourceReservation-CE-Mode-A, ce-DL-resourceReservation-CE-Mode-B
Indicates whether UE in CE Mode A and B supports DL resource reservation to improve NR coexistence performance.
	Yes

	ce-HARQ-AckBundling
Indicates whether the UE supports HARQ-ACK bundling in half duplex FDD in CE mode A, as specified in TS 36.212 [22] and TS 36.213 [23].
	Yes

	ce-ModeA, ce-ModeB
Indicates whether the UE supports operation in CE mode A and/or B, as specified in TS 36.211 [21] and TS 36.213 [23].
	-

	ceMeasurements
Indicates whether the UE supports intra-frequency RSRQ measurements and inter-frequency RSRP and RSRQ measurements in RRC_CONNECTED, as specified in TS 36.133 [16] and TS 36.304 [4].
	-

	ce-PDSCH-64QAM
Indicates whether the UE supports 64QAM for non-repeated unicast PDSCH in CE mode A.
	-

	ce-PDSCH-FlexibleStartPRB-CE-ModeA, ce-PDSCH-FlexibleStartPRB-CE-ModeB,
ce-PUSCH-FlexibleStartPRB-CE-ModeA, ce-PUSCH-FlexibleStartPRB-CE-ModeB
This field indicates whether UE supports flexible starting PRB for PDSCH/PUSCH when operating in coverage enhancement mode A/B, as specified in TS 36.211 [21] and TS 36.213 [22].
	-

	ce-PDSCH-PUSCH-Enhancement
Indicates whether the UE supports new numbers of repetitions for PUSCH and modulation restrictions for PDSCH/PUSCH in CE mode A as specified in TS 36.212 [22] and TS 36.213 [23].
	No

	ce-PDSCH-PUSCH-MaxBandwidth
Indicates the maximum supported PDSCH/PUSCH channel bandwidth in CE mode A and B, as specified in TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz and value bw20 corresponds to 20 MHz. If the field is absent the maximum PDSCH/PUSCH channel bandwidth in CE mode A and B is 1.4 MHz. If the setting of this parameter is 20 MHz, the max supported PUSCH channel bandwidth in CE mode A is 5 MHz. The maximum PUSCH channel bandwidth in CE mode B is 1.4 MHz regardless of the setting of this parameter. Parameter: transmission bandwidth configuration, see TS 36.101 [42], table 5.6-1.
	Yes

	ce-PDSCH-TenProcesses
Indicates whether the UE supports 10 DL HARQ processes in FDD in CE mode A.
	Yes

	ce-PUCCH-Enhancement
Indicates whether the UE supports repetition levels 64 and 128 for PUCCH in CE Mode B, as specified in TS 36.211 [21] and in TS 36.213 [23].
	No

	ce-PUSCH-NB-MaxTBS
Indicates whether the UE supports 2984 bits max UL TBS in 1.4 MHz in CE mode A operation, as specified in TS 36.212 [22] and TS 36.213 [23].
	Yes

	[bookmark: _Hlk509241096]ce-PUSCH-SubPRB-Allocation
Indicates whether the UE supports sub-PRB resource allocation for PUSCH in CE mode A or B, as specified in TS 36.211 [21], TS 36.212 [22] and TS 36.213 [23].
	-

	ce-UL-resourceReservation-CE-Mode-A, ce-UL-resourceReservation-CE-Mode-B
Indicates whether UE in CE Mode A and B supports UL resource reservation to improve NR coexistence performance. UL resource reservation comprises slot-level and symbol(s)-level granularity in addition to subframe-level granularity.
	Yes

	
	


[text omitted]
Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	Add UE capabilities for resource reservation in UL and DL to enable coexistence between LTE-M and NR according to the text proposal.
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