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	Reason for change:
	This CR adresses the following issues:
1) UE capabilities can be huge and the per BC capabilities are a large contributor. Hence, the traditional non-critical extension approach is used for this information (with a parallel list for each version in which an extension is introduced). The principle is applied for all subfields of BandCombination with the exception of mrdc-Parameters. I.e. for IE MRDC-Parameters we actually do use the extension marker

The approach is used for all subfields of the BandCombination, however 
BandCombination ::=        SEQUENCE {
    bandList                  SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters,
   featureSetCombination      FeatureSetCombinationId,
    ca-ParametersEUTRA        CA-ParametersEUTRA          OPTIONAL,
    ca-ParametersNR           CA-ParametersNR             OPTIONAL,
    mrdc-Parameters           MRDC-Parameters             OPTIONAL,
[bookmark: _Hlk535846965]    supportedBandwidthCombinationSet BIT STRING (SIZE (1..32))       OPTIONAL,
    powerClass-v1530          ENUMERATED {pc2}            OPTIONAL
}



	
	

	Summary of change:
	This CR includes the following changes:
1) A comment is added to avoid the extension marker is used for any extension introduced in future (assume too late to maka any changes to the extensions introduced in v1540)

Impact analysis
Impacted 5G architecture options: None
		 
Impacted functionality: None
		 
Inter-operability: 
No interoperability issue. CR does not result in any actual changes but merely introduces a guideline.


	
	

	Consequences if not approved:
	Signalling overhead may result when introducing future extensions for MRDC-Parameters 
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START OF SECOND CHANGE
[bookmark: _Toc20426144][bookmark: _Toc20426177][bookmark: _Toc20425929][bookmark: _Toc20426069][bookmark: _Toc20426256]6.3.3	UE capability information elements
–	MRDC-Parameters
The IE MRDC-Parameters contains the band combination parameters specific to MR-DC for a given MR-DC band combination.
MRDC-Parameters information element
-- ASN1START
-- TAG-MRDC-PARAMETERS-START

MRDC-Parameters ::= SEQUENCE {
    singleUL-Transmission               ENUMERATED {supported}              OPTIONAL,
    dynamicPowerSharing                 ENUMERATED {supported}              OPTIONAL,
    tdm-Pattern                         ENUMERATED {supported}              OPTIONAL,
    ul-SharingEUTRA-NR                  ENUMERATED {tdm, fdm, both}         OPTIONAL,
    ul-SwitchingTimeEUTRA-NR            ENUMERATED {type1, type2}           OPTIONAL,
    simultaneousRxTxInterBandENDC       ENUMERATED {supported}              OPTIONAL,
    asyncIntraBandENDC                  ENUMERATED {supported}              OPTIONAL,
    ...,
    [[
    dualPA-Architecture                 ENUMERATED {supported}              OPTIONAL,
    intraBandENDC-Support-v1540         ENUMERATED {non-contiguous, both}   OPTIONAL,
    ul-TimingAlignmentEUTRA-NR          ENUMERATED {required}               OPTIONAL
    ]]
[bookmark: _GoBack]	-- Extensions should by default be placed at level of BandCombination (alike for other subfields of that IE)
}

-- TAG-MRDC-PARAMETERS-STOP
-- ASN1STOP

