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1. Overall Description:
As part of UE-CLI WI, RAN2 defined two new measurements for CLI CLI-RSSI and SRS-RSRP. RAN2 agreed that measurement objects and reporting configurations defined for UE-CLI measurements can also be reused for multi-connectivity configurations including EN-DC. Support of UE-CLI measurements for EN-DC may require additional coordination between eNB and gNB to configure the measurement resources for UE-CLI.
Exchange of the intended UL/DL configurations of neighbouring gNBs which forms the basis for configuring UE-CLI measurements in the serving cell was agreed and the changes were already considered for RAN3 specifications changes for Rel-16. Similar information exchange across neighbouring gNBs may also be needed for EN-DC deployments [1]. 
[bookmark: _GoBack]Hence RAN2 respectfully ask RAN3 to consider the information exchange of UL/DL configuration of neighbouring NR nodes via X2 interface to support UE-CLI measurements for EN-DC configuration. 

2. Actions:
To RAN WG3
ACTION: RAN2 respectfully ask RAN3 to consider the information exchange of UL/DL configuration of neighbouring NR nodes via X2 interface.

3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN2#109bis		20 – 24 April 2020			Sapporo, Japan
3GPP RAN2#110		25 – 29 May 2020			Athens, Greece

Reference
[1] R2-2000556 UE-CLI measurements for EN-DC, RAN2-109e.
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