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	Reason for change:
	The way UE shoud use the IE SSBtoMearure is not clear in the RRC specification.A clarification to this was agreed during RAN2#108, but is not reflected in the specifications.

	
	

	Summary of change:
	It is clarified in the specification that SSB-ToMeasure is based on the absolute SSB-Indexes and not the position within SMTC
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First Modified Subclause
[bookmark: _Toc29321325][bookmark: _Toc20425929]6.3.2	Radio resource control information elements
<UNNECESSARY PARTS OMITTED>
[bookmark: _Toc29321519][bookmark: _Toc20426123]–	SSB-ToMeasure
The IE SSB-ToMeasure is used to configure a pattern of SSBs. SSB-ToMeasure is based on the absolute SSB-Indexes, not the position with SMTC.

SSB-ToMeasure information element
-- ASN1START
-- TAG-SSB-TOMEASURE-START

SSB-ToMeasure ::=                   CHOICE {
    shortBitmap                         BIT STRING (SIZE (4)),
    mediumBitmap                        BIT STRING (SIZE (8)),
    longBitmap                          BIT STRING (SIZE (64))
}

-- TAG-SSB-TOMEASURE-STOP
-- ASN1STOP

	SSB-ToMeasure field descriptions

	longBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 64 as defined in TS 38.213 [13], clause 4.1.

	mediumBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 8 as defined in TS 38.213 [13], clause 4.1.

	shortBitmap
Bitmap when maximum number of SS/PBCH blocks per half frame equals to 4 as defined in TS 38.213 [13], clause 4.1.



