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[bookmark: _Toc12750892]4.2.7	Physical layer parameters
[bookmark: _Toc12750893]4.2.7.1	BandCombinationList parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	asyncDAPS
Indicates whether the UE supports asynchronous DAPS handover .
	BC
	No
	No
	No

	bandEUTRA
Defines supported EUTRA frequency band by NR frequency band number, as specified in TS 36.101.
	Band
	Yes
	No
	No

	bandList
Each entry of the list should include at least one bandwidth class for UL or DL.
	BC
	Yes
	No
	No

	bandNR
Defines supported NR frequency band by NR frequency band number, as specified in TS 38.101-1 [2] and TS 38.101-2 [3].
	Band
	Yes
	No
	No

	ca-BandwidthClassDL-EUTRA
Defines for DL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 36.101. When all FeatureSetEUTRA-DownlinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	No
	No

	ca-BandwidthClassDL-NR
Defines for DL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 38.101-1 [2] and TS 38.101-2 [3]. When all FeatureSetDownlinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	No
	No

	ca-BandwidthClassUL-EUTRA
Defines for UL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 36.101. When all FeatureSetEUTRA-UplinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	No
	No

	ca-BandwidthClassUL-NR
Defines for UL, the class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by the UE, as specified in TS 38.101-1 [2] and TS 38.101-2 [3]. When all FeatureSetUplinkId:s in the corresponding FeatureSetsPerBand are zero, this field is absent.
	Band
	No
	No
	No

	ca-ParametersEUTRA
Contains the EUTRA part of band combination parameters for a given EN-DC band combination.
	BC
	No
	No
	No

	ca-ParametersNR
Contains the NR band combination parameters for a given EN-DC and/or NR CA band combination.
	BC
	No
	No
	No

	ca-ParametersNRDC
Indicates whether the UE supports NR-DC for the band combination. It contains the NR band combination parameters applicable across MCG and SCG.
	BC
	No
	No
	No

	featureSetCombination
Indicates the feature set that the UE supports on the NR and/or MR-DC band combination by FeatureSetCombinationId.
	BC
	N/A
	No
	No

	inter-FreqDAPS
Indicates whether the UE supports DAPS in source PCell and inter-frequency target PCell.
	BC
	No
	No
	FR1 only

	mrdc-Parameters
Contains the band combination parameters for a given EN-DC band combination.
	BC
	No
	No
	No

	ne-DC-BC
Indicates whether the UE supports NE-DC for the band combination.
	BC
	No
	No
	No

	pdcch-BlindDetectionSource
Indicates the UE PDCCH blind decoding capability supported in source PCell during DAPS handover. The UE supporting DAPS should report this capability.
	BC
	CY
	No
	No

	pdcch-BlindDetectionTarget
Indicates the UE PDCCH blind decoding capability supported in target PCell during DAPS handover. The UE supporting DAPS should report this capability.
	BC
	CY
	No
	No

	powerClass
Indicates power class the UE supports when operating according to this band combination. If the field is absent, the UE supports the default power class. If this power class is higher than the power class that the UE supports on the individual bands of this band combination (ue-PowerClass in BandNR), the latter determines maximum TX power available in each band. The UE sets the power class parameter only in band combinations with two FR1 uplink serving cells.
	BC
	No
	No
	FR1 only

	singleUL-TransmissionDAPS
Indicates that the UE only support single UL transmission when in DAPS handover.
	BC
	No
	No
	No

	srs-SwitchingTimeNR
Indicates the interruption time on DL/UL reception within a NR band pair during the RF retuning for switching between a carrier on one band and another (PUSCH-less) carrier on the other band to transmit SRS. switchingTimeDL/ switchingTimeUL : n0 represents 0 us, n30us represents 30us, and so on. switchingTimeDL/ switchingTimeDL is mandatory present if switching between the NR band pair is supported, otherwise the field is absent. It is signalled per pair of bands per band combination.
	FD
	No
	No
	No

	srs-SwitchingTimeEUTRA
indicates the interruption time on DL/UL reception within a EUTRA band pair during the RF retuning for switching between a carrier on one band and another (PUSCH-less) carrier on the other band to transmit SRS. switchingTimeDL/ switchingTimeUL: n0 represents 0 OFDM symbols, n0dot5 represents 0.5 OFDM symbols, n1 represents 1 OFDM symbol and so on. switchingTimeDL/ switchingTimeUL is mandatory present if switching between the EUTRA band pair is supported, otherwise the field is absent. It is signalled per pair of bands per band combination.
	FD
	No
	No
	No

	SRS-TxSwitch
Defines whether UE supports SRS for DL CSI acquisition as defined in clause 6.2.1.2 of TS 38.214 [12]. The capability signalling comprises of the following parameters:
-	supportedSRS-TxPortSwitch indicates SRS Tx port switching pattern supported by the UE. The indicated UE antenna switching capability of ′xTyR′ corresponds to a UE, capable of SRS transmission on ′x′ antenna ports over total of ′y′ antennas, where ′y′ corresponds to all or subset of UE receive antennas, where 2T4R is two pairs of antennas;
-	txSwitchImpactToRx indicates the entry number of the first-listed band with UL in the band combination that affects this DL;
-	txSwitchWithAnotherBand indicates the entry number of the first-listed band with UL in the band combination that switches together with this UL.
For txSwitchImpactToRx and txSwitchWithAnotherBand, value 1 means first entry, value 2 means second entry and so on. All DL and UL that switch together indicate the same entry number.
The UE is restricted not to include fallback band combinations for the purpose of indicating different SRS antenna switching capabilities.
	BC
	Yes
	No
	No

	supportedBandwidthCombinationSet
Defines the supported bandwidth combination for the band combination set as defined in the TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4]. Field encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination as defined in the TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. It is mandatory if the band combination has more than one NR carrier (at least one SCell in an NR cell group) or is an intra-band EN-DC combination or both.
	BC
	CY
	No
	No

	supportedNumberTAG-DAPS
Defines the number of timing advance groups supported by the UE when in DAPS handover.
	BC
	No
	No
	No

	uplinkPowerSharingDAPS
Indicates whether the UE supports UL power sharing during DAPS handover, i.e. semi-static or dynamic.
	BC
	No
	No
	No



[bookmark: _Toc12750894]4.2.7.2	BandNR parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	additionalActiveTCI-StatePDCCH
Indicates whether the UE supports one additional active TCI-State for control in addition to the supported number of active TCI-States for PDSCH. The UE can include this field only if maxNumberActiveTCI-PerBWP in tci-StatePDSCH is set to n1. Otherwise, the UE does not include this field.
	Band
	Yes
	No
	No

	aperiodicBeamReport
Indicates whether the UE supports aperiodic 'CRI/RSRP' or 'SSBRI/RSRP' reporting on PUSCH. The UE provides the capability for the band number for which the report is provided (where the measurement is performed).
	Band
	Yes
	No
	No

	aperiodicTRS
Indicates whether the UE supports DCI triggering aperiodic TRS associated with periodic TRS.
	Band
	No
	No
	Yes

	bandNR
Defines supported NR frequency band by NR frequency band number, as specified in TS 38.101-1 [2] and TS 38.101-2 [3].
	Band
	Yes
	No
	No

	beamCorrespondenceWithoutUL-BeamSweeping
Indicates how UE supports FR2 beam correspondence as specified in TS 38.101-2 [3], clause 6.6. The UE that fulfils the beam correspondence requirement without the uplink beam sweeping (as specified inTS 38.101-2 [3], clause 6.6) shall set the bit to 1. The UE that fulfils the beam correspondence requirement with the uplink beam sweeping (as specified inTS 38.101-2 [3], clause 6.6) shall set the bit to 0.
	Band
	Yes
	No
	FR2 only

	beamManagementSSB-CSI-RS
Defines support of SS/PBCH and CSI-RS based RSRP measurements. The capability comprises signalling of
-	maxNumberSSB-CSI-RS-ResourceOneTx indicates maximum total number of configured one port NZP CSI-RS resources and SS/PBCH blocks that are supported by the UE for 'CRI/RSRP' and 'SSBRI/RSRP' reporting within a slot and across all serving cells (see NOTE). On FR2, it is mandatory to report >=8; On FR1, it is mandatory with capability signalling to report >=8.
-	maxNumberCSI-RS-Resource indicates maximum total number of configured NZP-CSI-RS resources that are supported by the UE for 'CRI/RSRP' reporting across all serving cells (see NOTE). It is mandated to report at least n8 for FR1.
-	maxNumberCSI-RS-ResourceTwoTx indicates maximum total number of two ports NZP CSI-RS resources that are supported by the UE for 'CRI/RSRP' reporting within a slot and across all serving cells (see NOTE).
-	supportedCSI-RS-Density indicates density of one RE per PRB for one port NZP CSI-RS resource for RSRP reporting, if supported. On FR2, it is mandatory to report either "three" or "oneAndThree"; On FR1, it is mandatory with capability signalling to report either "three" or "oneAndThree".
-	maxNumberAperiodicCSI-RS-Resource indicates maximum number of configured aperiodic CSI-RS resources across all serving cells (see NOTE). For FR1 and FR2, the UE is mandated to report at least n4.
NOTE:	If the UE sets a value other than n0 in an FR1 band, it shall set that same value in all FR1 bands. If the UE sets a value other than n0 in an FR2 band, it shall set that same value in all FR2 bands. The UE supports a total number of resources equal to the maximum of the FR1 and FR2 value, but no more than the FR1 value across all FR1 serving cells and no more than the FR2 value across all FR2 serving cells.
	Band
	Yes
	No
	Yes

	beamReportTiming
Indicates the number of OFDM symbols between the last symbol of SSB/CSI-RS and the first symbol of the transmission channel containing beam report. The UE provides the capability for the band number for which the report is provided (where the measurement is performed). The UE includes this field for each supported sub-carrier spacing.
	Band
	Yes
	No
	No

	beamSwitchTiming
Indicates the minimum number of OFDM symbols between the DCI triggering of aperiodic CSI-RS and aperiodic CSI-RS transmission. The number of OFDM symbols is measured from the last symbol containing the indication to the first symbol of CSI-RS. The UE includes this field for each supported sub-carrier spacing.
	Band
	No
	No
	FR2 only

	bwp-DiffNumerology
Indicates whether the UE supports BWP adaptation up to 4 BWPs with the different numerologies, via DCI and timer. For the UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP includes the bandwidth of the CORESET#0 (if CORESET#0 is present) and SSB for PCell and PSCell (if configured). For SCell(s), the bandwidth of the UE-specific RRC configured DL BWP includes SSB, if there is SSB on SCell(s).
	Band
	No
	No
	No

	bwp-SameNumerology
Defines type A/B BWP adaptation (up to 2/4 BWPs) with the same numerology, via DCI and timer. For the UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP includes the bandwidth of the CORESET#0 (if CORESET#0 is present) and SSB for PCell and PSCell (if configured). For SCell(s), the bandwidth of the UE-specific RRC configured DL BWP includes SSB, if there is SSB on SCell(s).
	Band
	No
	No
	No

	bwp-WithoutRestriction
Indicates support of BWP operation without bandwidth restriction. The Bandwidth restriction in terms of DL BWP for PCell and PSCell means that the bandwidth of a UE-specific RRC configured DL BWP may not include the bandwidth of CORESET #0 (if configured) and SSB. For SCell(s), it means that the bandwidth of DL BWP may not include SSB.
	Band
	No
	No
	No

	channelBWs-DL
Indicates for each subcarrier spacing the UE supported channel bandwidths.
Absence of the channelBWs-DL for a band or absence of specific scs-XXkHz entry for a supported subcarrier spacing means that the UE supports the channel bandwidths among [5, 10, 15, 20, 25, 30, 40, 50, 60, 80, 100] and [50, 100, 200] that were defined in clause 5.3.5 of TS 38.101-1 version 15.7.0 [2] and TS 38.101-2 version 15.7.0 [3] for the given band or the specific SCS entry.
For FR1, the bits starting from the leading / leftmost bit indicate 5, 10, 15, 20, 25, 30, 40, 50, 60 and 80MHz. For FR2, the bits starting from the leading / leftmost bit indicate 50, 100 and 200MHz. The third / rightmost bit (for 200MHz) shall be set to 1.

NOTE:	To determine whether the UE supports a specific SCS for a given band, the network validates the supportedSubCarrierSpacingDL and the scs-60kHz.
To determine whether the UE supports a channel bandwidth of 90 MHz, the network may ignore this capability for and validate instead the channelBW-90mhz and the supportedBandwidthCombinationSet. For serving cells with other channel bandwidths the network validates the channelBWs-DL, the supportedBandwidthCombinationSet and supportedBandwidthDL.
	Band
	Yes
	No
	No

	channelBWs-UL
Indicates for each subcarrier spacing the UE supported channel bandwidths.
Absence of the channelBWs-UL for a band or absence of specific scs-XXkHz entry for a supported subcarrier spacing means that the UE supports the channel bandwidths among [5, 10, 15, 20, 25, 30, 40, 50, 60, 80, 100] and [50, 100, 200] that were defined in clause 5.3.5 of TS 38.101-1 version 15.7.0 [2] and TS 38.101-2 version 15.7.0 [3] for the given band or the specific SCS entry.
For FR1, the bits starting from the leading / leftmost bit indicate 5, 10, 15, 20, 25, 30, 40, 50, 60 and 80MHz. For FR2, the bits starting from the leading / leftmost bit indicate 50, 100 and 200MHz. The third / rightmost bit (for 200MHz) shall be set to 1.

NOTE:	To determine whether the UE supports a specific SCS for a given band, the network validates the supportedSubCarrierSpacingUL and the scs-60kHz.
To determine whether the UE supports a channel bandwidth of 90 MHz the network may ignore this capability for and validate instead the channelBW-90mhz and the supportedBandwidthCombiantionSet. For serving cells with other channel bandwidths the network validates the channelBWs-UL, the supportedBandwidthCombinationSet and supportedBandwidthUL.
	Band
	Yes
	No
	No

	codebookParameters
Indicates the codebooks and the corresponding parameters supported by the UE.

Parameters for type I single panel codebook (type1 singlePanel) supported by the UE, which is mandatory to report:
-	supportedCSI-RS-ResourceList;
-	modes indicates supported codebook modes (mode 1, both mode 1 and mode 2);
-	maxNumberCSI-RS-PerResourceSet indicates the maximum number of CSI-RS resource in a resource set.
Parameters for type I multi-panel codebook (type1 multiPanel) supported by the UE, which is optional:
-	supportedCSI-RS-ResourceList;
-	modes indicates supported codebook modes (mode 1, mode 2, or both mode 1 and mode 2);
-	maxNumberCSI-RS-PerResourceSet indicates the maximum number of CSI-RS resource in a resource set;
-	nrofPanels indicates supported number of panels.
Parameters for type II codebook (type2) supported by the UE, which is optional:
-	supportedCSI-RS-ResourceList;
-	parameterLx indicates the parameter "Lx" in codebook generation where x is an index of Tx ports indicated by maxNumberTxPortsPerResource;
-	amplitudeScalingType indicates the amplitude scaling type supported by the UE (wideband or both wideband and sub-band);
-	amplitudeSubsetRestriction indicates whether amplitude subset restriction is supported for the UE.
Parameters for type II codebook with port selection (type2-PortSelection) supported by the UE, which is optional:
-	supportedCSI-RS-ResourceList;
-	parameterLx indicates the parameter "Lx" in codebook generation where x is an index of Tx ports indicated by maxNumberTxPortsPerResource;
-	amplitudeScalingType indicates the amplitude scaling type supported by the UE (wideband or both wideband and sub-band).
supportedCSI-RS-ResourceList includes list of the following parameters:
-	maxNumberTxPortsPerResource indicates the maximum number of Tx ports in a resource;
-	maxNumberResourcesPerBand indicates the maximum number of resources across all CCs within a band simultaneously;
-	totalNumberTxPortsPerBand indicates the total number of Tx ports across all CCs within a band simultaneously.

	Band
	FD
	No
	No

	crossCarrierScheduling-SameSCS
Indicates whether the UE supports cross carrier scheduling for the same numerology with carrier indicator field (CIF) in carrier aggregation where numerologies for the scheduling cell and scheduled cell are same.
	Band
	No
	No
	No

	csi-ReportFramework
Indicates whether the UE supports CSI report framework. This capability signalling comprises the following parameters:
-	maxNumberPeriodicCSI-PerBWP- ForCSI-Report indicates the maximum number of periodic CSI report setting per BWP for CSI report;
-	maxNumberPeriodicCSI-PerBWP-ForBeamReport indicates the maximum number of periodic CSI report setting per BWP for beam report.
-	maxNumberAperiodicCSI-PerBWP-ForCSI-Report indicates the maximum number of aperiodic CSI report setting per BWP for CSI report;
-	maxNumberAperiodicCSI-PerBWP-ForBeamReport indicates the maximum number of aperiodic CSI report setting per BWP for beam report;
-	maxNumberAperiodicCSI-triggeringStatePerCC indicates the maximum number of aperiodic CSI triggering states in CSI-AperiodicTriggerStateList per CC;
-	maxNumberSemiPersistentCSI-PerBWP-ForCSI-Report indicates the maximum number of semi-persistent CSI report setting per BWP for CSI report;
-	maxNumberSemiPersistentCSI-PerBWP-ForBeamReport indicates the maximum number of semi-persistent CSI report setting per BWP for beam report;
-	simultaneousCSI-ReportsPerCC indicates the number of CSI report(s) for which the UE can measure and process reference signals simultaneously in a CC of the band for which this capability is provided. The CSI report comprises periodic, semi-persistent and aperiodic CSI and any latency classes and codebook types. The CSI report in simultaneousCSI-ReportsPerCC includes the beam report and CSI report.
	Band or UE
	Yes
	No
	No

	csi-RS-ForTracking
Indicates support of CSI-RS for tracking (i.e. TRS). This capability signalling comprises the following parameters:
-	maxBurstLength indicates the TRS burst length. Value 1 indicates 1 slot and value 2 indicates both of 1 slot and 2 slots. In this release UE is mandated to report value 2;
-	maxSimultaneousResourceSetsPerCC indicates the maximum number of TRS resource sets per CC which the UE can track simultaneously;
-	maxConfiguredResourceSetsPerCC indicates the maximum number of TRS resource sets configured to UE per CC. It is mandated to report at least 8 for FR1 and 16 for FR2;
-	maxConfiguredResourceSetsAllCC indicates the maximum number of TRS resource sets configured to UE across CCs. If the UE includes the field in an FR1 band, it shall set the same value in all FR1 bands. If the UE includes the field in an FR2 band, it shall set the same value in all FR2 bands. The UE supports a total number of resources equal to the maximum of the FR1 and FR2 value, but no more than the FR1 value across all FR1 serving cells and no more than the FR2 value across all FR2 serving cells. The UE is mandated to report at least 16 for FR1 and 32 for FR2.
	Band
	Yes
	No
	No

	csi-RS-IM-ReceptionForFeedback
Indicates support of CSI-RS and CSI-IM reception for CSI feedback. This capability signalling comprises the following parameters:
-	maxConfigNumberNZP-CSI-RS-PerCC indicates the maximum number of configured NZP-CSI-RS resources per CC;
-	maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC indicates the maximum number of ports across all configured NZP-CSI-RS resources per CC;
-	maxConfigNumberCSI-IM-PerCC indicates the maximum number of configured CSI-IM resources per CC;
-	maxNumberSimultaneousNZP-CSI-RS-PerCC indicates the maximum number of simultaneous CSI-RS-resources per CC;
-	totalNumberPortsSimultaneousNZP-CSI-RS-PerCC indicates the total number of CSI-RS ports in simultaneous CSI-RS resources per CC.
	Band or UE
	Yes
	No
	No

	csi-RS-ProcFrameworkForSRS
Indicates support of CSI-RS processing framework for SRS. This capability signalling comprises the following parameters:
-	maxNumberPeriodicSRS-AssocCSI-RS-PerBWP indicates the maximum number of periodic SRS resources associated with CSI-RS per BWP;
-	maxNumberAperiodicSRS-AssocCSI-RS-PerBWP indicates the maximum number of aperiodic SRS resources associated with CSI-RS per BWP;
-	maxNumberSP-SRS-AssocCSI-RS-PerBWP indicates the maximum number of semi-persistent SRS resources associated with CSI-RS per BWP;
-	simultaneousSRS-AssocCSI-RS-PerCC indicates the number of SRS resources that the UE can process simultaneously in a CC, including periodic, aperiodic and semi-persistent SRS.
	Band or UE
	No
	No
	No

	extendedCP
Indicates whether the UE supports 60 kHz subcarrier spacing with extended CP length for reception of PDCCH, and PDSCH, and transmission of PUCCH, PUSCH, and SRS.
	Band
	No
	No
	No

	groupBeamReporting
Indicates whether UE supports RSRP reporting for the group of two reference signals.
	Band
	No
	No
	No

	intraBandDiffSCS-DAPS
Indicates whether UE supports different SCS in source PCell and intra-frequency target PCell in DPAS handover.
	Band
	No
	No
	No

	intraFreq-DAPS
Indicates whether UE supports DAPS handover in source PCell and intra-frequency target PCell.
	Band
	No
	No
	FR1 only

	maxNumberCSI-RS-BFD
Indicates maximal number of CSI-RS resources across all CCs, and across MCG and SCG in case of NR-DC, for UE to monitor PDCCH quality. In this release, the maximum value that can be signalled is 16. If the UE includes the field in an FR1 band, it shall set the same value in all FR1 bands. If the UE includes the field in an FR2 band, it shall set the same value in all FR2 bands. The UE supports a total number of resources equal to the maximum of the FR1 and FR2 value, but no more than the FR1 value across all FR1 serving cells and no more than the FR2 value across all FR2 serving cells. It is mandatory with capability signalling for FR2 and optional for FR1.
	Band
	CY
	No
	No

	maxNumberCSI-RS-SSB-CBD
Defines maximal number of different CSI-RS [and/or SSB] resources across all CCs, and across MCG and SCG in case of NR-DC, for new beam identifications. In this release, the maximum value that can be signalled is 128. If the UE includes the field in an FR1 band, it shall set the same value in all FR1 bands. If the UE includes the field in an FR2 band, it shall set the same value in all FR2 bands. The UE supports a total number of resources equal to the maximum of the FR1 and FR2 value, but no more than the FR1 value across all FR1 serving cells and no more than the FR2 value across all FR2 serving cells. It is mandatory with capability signalling for FR2 and optional for FR1. The UE is mandated to report at least 32 for FR2.
	Band
	CY
	No
	No

	maxNumberNonGroupBeamReporting
Defines support of non-group based RSRP reporting using N_max RSRP values reported.
	Band
	Yes
	No
	No

	maxNumberRxBeam
Defines whether UE supports receive beamforming switching using NZP CSI-RS resource. UE shall indicate a single value for the preferred number of NZP CSI-RS resource repetitions per CSI-RS resource set. Support of Rx beam switching is mandatory for FR2.
	Band
	CY
	No
	No

	maxNumberRxTxBeamSwitchDL
Defines the number of Tx and Rx beam changes UE can perform on this band within a slot. UE shall report one value per each subcarrier spacing supported by the UE. In this release, the number of Tx and Rx beam changes for scs-15kHz and scs-30kHz are not included.
	Band
	No
	No
	FR2 only

	maxNumberSSB-BFD
Defines maximal number of different SSBs across all CCs, and across MCG and SCG in case of NR-DC, for UE to monitor PDCCH quality. In this release, the maximum value that can be signalled is 16. If the UE includes the field in an FR1 band, it shall set the same value in all FR1 bands. If the UE includes the field in an FR2 band, it shall set the same value in all FR2 bands. The UE supports a total number of resources equal to the maximum of the FR1 and FR2 value, but no more than the FR1 value across all FR1 serving cells and no more than the FR2 value across all FR2 serving cells. It is mandatory with capability signalling for FR2 and optional for FR1.
	Band
	CY
	No
	No

	maxUplinkDutyCycle-PC2-FR1
Indicates the maximum percentage of symbols during a certain evaluation period that can be scheduled for uplink transmission so as to ensure compliance with applicable electromagnetic energy absorption requirements provided by regulatory bodies. This field is only applicable for FR1 power class 2 UE as specified in clause 6.2.1 of TS 38.101-1 [2]. If the field is absent, 50% shall be applied. Value n60 corresponds to 60%, value n70 corresponds to 70% and so on.
	Band
	No
	No
	FR1 only

	maxUplinkDutyCycle-FR2
Indicates the maximum percentage of symbols during 1s that can be scheduled for uplink transmission so as to ensure compliance with applicable electromagnetic power density exposure requirements provided by regulatory bodies. This field is applicable for all power classes UE in FR2 as specified in TS 38.101-2 [3]. Value n15 corresponds to 15%, value n20 corresponds to 20% and so on. If the field is absent or the percentage of uplink symbols transmitted within any 1s evaluation period is larger than maxUplinkDutyCycle-FR2, the UE behaviour is specified in TS 38.101-2 [3].
	Band
	No
	No
	FR2 only

	modifiedMPR-Behaviour
Indicates whether UE supports modified MPR behaviour defined in TS 38.101-1 [2] and TS 38.101-2 [3].
	Band
	No
	No
	No

	multipleTCI
Indicates whether UE supports more than one TCI state configurations per CORESET. UE is only required to track one active TCI state per CORESET. UE is required to support minimum between 64 and number of configured TCI states indicated by tci-StatePDSCH. This field shall be set to supported.
	Band
	Yes
	No
	No

	pdsch-256QAM-FR2
Indicates whether the UE supports 256QAM modulation scheme for PDSCH for FR2 as defined in 7.3.1.2 of TS 38.211 [6].
	Band
	No
	No
	FR2 only

	periodicBeamReport
Indicates whether UE supports periodic 'CRI/RSRP' or 'SSBRI/RSRP' reporting using PUCCH formats 2, 3 and 4 in one slot.
	Band
	Yes
	No
	No

	powerBoosting-pi2BPSK
Indicates whether UE supports power boosting for pi/2 BPSK, when applicable as defined in 6.2 of TS 38.101-1 [2].
	Band
	No
	TDD only
	FR1 only

	ptrs-DensityRecommendationSetDL
For each supported sub-carrier spacing, indicates preferred threshold sets for determining DL PTRS density. It is mandated for FR2. For each supported sub-carrier spacing, this field comprises:
-	two values of frequencyDensity;
-	three values of timeDensity.
	Band
	CY
	No
	No

	[bookmark: _Hlk533941701]ptrs-DensityRecommendationSetUL
For each supported sub-carrier spacing, indicates preferred threshold sets for determining UL PTRS density. For each supported sub-carrier spacing, this field comprises:
-	two values of frequencyDensity;
-	three values of timeDensity;
-	five values of sampleDensity.
	Band
	No
	No
	No

	pucch-SpatialRelInfoMAC-CE
Indicates whether the UE supports indication of PUCCH-spatialrelationinfo by a MAC CE per PUCCH resource. It is mandatory for FR2 and optional for FR1.
	Band
	CY
	No
	No

	pusch-256QAM
Indicates whether the UE supports 256QAM modulation scheme for PUSCH as defined in 6.3.1.2 of TS 38.211 [6].
	Band
	No
	No
	No

	pusch-TransCoherence
Defines support of the uplink codebook subset by the UE for UL precoding for PUSCH transmission as described in clause 6.1.1.1 of TS 38.214 [12]. UE indicated support of partial coherent codebook subset shall also support non-coherent codebook subset. UE indicated support of full coherent codebook subset shall also support partial and non-coherent codebook subset.
	Band
	No
	No
	No

	rateMatchingLTE-CRS
Indicates whether the UE supports receiving PDSCH with resource mapping that excludes the REs determined by the higher layer configuration LTE-carrier configuring common RS, as specified in TS 38.214 [12].
	Band
	Yes
	No
	No

	spatialRelations
Indicates whether the UE supports spatial relations. The capability signalling comprises the following parameters.
-	maxNumberConfiguredSpatialRelations indicates the maximum number of configures spatial relations per CC for PUCCH and SRS. It is not applicable to FR1 and applicable to FR2 only. The UE is mandated to report 16 or higher values;
-	maxNumberActiveSpatialRelations indicates the maximum number of active spatial relations with regarding to PUCCH and SRS for PUSCH, per BWP per CC. It is not applicable to FR1 and applicable and mandatory to report for FR2 only;
-	additionalActiveSpatialRelationPUCCH indicates support of one additional active spatial relations for PUCCH. It is mandatory with capability signalling if maxNumberActiveSpatialRelations is set to 1;
-	maxNumberDL-RS-QCL-TypeD indicates the maximum number of downlink RS resources used for QCL type D in the active TCI states and active spatial relation information, which is optional.
	Band
	FD
	No
	FD

	sp-BeamReportPUCCH
Indicates support of semi-persistent 'CRI/RSRP' or 'SSBRI/RSRP' reporting using PUCCH formats 2, 3 and 4 in one slot.
	Band
	No
	No
	Yes

	sp-BeamReportPUSCH
Indicates support of semi-persistent 'CRI/RSRP' or 'SSBRI/RSRP' reporting on PUSCH.
	Band
	No
	No
	Yes

	srs-AssocCSI-RS
Parameters for the calculation of the precoder for SRS transmission based on channel measurements using associated NZP CSI-RS resource (srs-AssocCSI-RS) as described in clause 6.1.1.2 of TS 38.214 [12]. UE supporting this feature shall also indicate support of non-codebook based PUSCH transmission.
This capability signalling includes list of the following parameters:
-	maxNumberTxPortsPerResource indicates the maximum number of Tx ports in a resource;
-	maxNumberResourcesPerBand indicates the maximum number of resources across all CCs within a band simultaneously;
-	totalNumberTxPortsPerBand indicates the total number of Tx ports across all CCs within a band simultaneously.
	Band
	No
	No
	No

	tci-StatePDSCH
Defines support of TCI-States for PDSCH. The capability signalling comprises the following parameters:
-	maxNumberConfiguredTCIstatesPerCC indicates the maximum number of configured TCI-states per CC for PDSCH. For FR2, the UE is mandated to set the value to 64. For FR1, the UE is mandated to set these values to the maximum number of allowed SSBs in the supported band;
-	maxNumberActiveTCI-PerBWP indicates the maximum number of activated TCI-states per BWP per CC, including control and data. If a UE reports X active TCI state(s), it is not expected that more than X active QCL type D assumption(s) for any PDSCH and any CORESETs for a given BWP of a serving cell become active for the UE. The UE shall include this field.
Note the UE is required to track only the active TCI states.
	Band
	Yes
	No
	No

	twoPortsPTRS-UL
Defines whether UE supports PT-RS with 2 antenna ports for UL transmission.
	Band
	No
	No
	No

	ue-PowerClass
For FR1, if the UE supports the different UE power class than the default UE power class as defined in clause 6.2 of TS 38.101-1 [2], the UE shall report the supported UE power class in this field. For FR2, UE shall report the supported UE power class as defined in clause 6 and 7 of TS 38.101-2 [3] in this field.
	Band
	Yes
	No
	No

	uplinkBeamManagement
Defines support of beam management for UL. The capability include indication of the
- Maximum number of SRS resources per SRS resource set configurable for beam management, supported by the UE.
- Maximum number of SRS resource sets configurable for beam management, supported by the UE.
If the UE sets beamCorrespondenceWithoutUL-BeamSweeping to 0, the UE shall set this field to 1. This feature is optional for the UE supports beam correspondence without uplink beam sweeping as defined in clause 6.6, TS 38.101-2 [3]. 
NOTE:	The network uses maxNumberSRS-ResourceSet to determine on the maximum number of SRS resource sets that can be configured to the UE for periodic/semi-persistent/aperiodic configurations as below:

	Maximum number of SRS resource sets across all time domain behaviour (periodic/semi-persistent/aperiodic) reported in maxNumberSRS-ResourceSet
	Additional constraint on the maximum number of SRS resource sets configured to the UE for each supported time domain behaviour (periodic/semi-persistent/aperiodic)

	1
	1

	2
	1

	3
	1

	4
	2

	5
	2

	6
	2

	7
	4

	8
	4



	Band
	No
	No
	FR2 only


[bookmark: _Toc12750895][bookmark: _Hlk32527263]4.2.7.3	CA-ParametersEUTRA
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	additionalRx-Tx-PerformanceReq
additionalRx-Tx-PerformanceReq defined in 4.3.5.22, TS 36.306 [15].
	BC
	No
	No
	No

	dl-1024QAM-TotalWeightedLayers
Indicates total number of weighted layers for the LTE part of the concerned EN-DC band combination the UE can process for 1024QAM, as described in TS 36.306 [15] equation 4.3.5.31-1. Actual value = (10 + indicated value x 2), i.e. value 0 indicates 10 layers, value 1 indicates 12 layers and so on. For an EN-DC band combination for which this field is not included, dl-1024QAM-TotalWeightedLayers-r15 as described in TS 36.331 [17] applies, if included.
	BC
	No
	No
	No

	multipleTimingAdvance
multipleTimingAdvance defined in 4.3.5.3, TS 36.306 [15].
	BC
	No
	No
	No

	simultaneousRx-Tx
simultaneousRx-Tx defined in 4.3.5.4, TS 36.306 [15].
	BC
	No
	No
	No

	supportedBandwidthCombinationSetEUTRA
Indicates the set of supported bandwidth combinations for the LTE part for inter-band EN-DC. The field is encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. The UE shall neither include the field for a EN-DC combination which has only one LTE carrier, nor for a EN-DC combination which has more than one LTE carrier for which the UE only supports Bandwidth Combination Set 0 for the LTE part. If the inter-band EN-DC has more than one LTE carrier, the UE shall support at least one bandwidth combination for the supported LTE part.

	BC
	CY
	No
	No

	supportedNAICS-2CRS-AP
supportedNAICS-2CRS-AP defined in 4.3.5.8, TS 36.306 [15].
	BC
	No
	No
	No

	fd-MIMO-TotalWeightedLayers
Indicates total number of weighted layers for the LTE part of the concerned EN-DC band combination the UE can process for FD-MIMO, as described in TS 36.306 [15] equation 4.3.28.13-1 and TS 36.331 [17] clause 6.3.6, NOTE 8 in UE-EUTRA-Capability field descriptions. For an EN-DC band combination for which this field is not included, totalWeightedLayers-r13 as described in TS 36.331 [17] applies, if included.
	BC
	No
	No
	No

	ue-CA-PowerClass-N
ue-CA-PowerClass-N defined in 4.3.5.1.3, TS 36.306 [15].
	BC
	No
	No
	No



[bookmark: _Toc12750896]4.2.7.4	CA-ParametersNR
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	csi-RS-IM-ReceptionForFeedbackPerBandComb
Indicates support of CSI-RS and CSI-IM reception for CSI feedback. This capability signalling comprises the following parameters:
-	maxNumberSimultaneousNZP-CSI-RS-ActBWP-AllCC indicates the maximum number of simultaneous CSI-RS resources in active BWPs across all CCs, and across MCG and SCG in case of NR-DC. This parameter limits the total number of NZP-CSI-RS resources that the NW may configure across all CCs, and across MCG and SCG in case of NR-DC (irrespective of the associated codebook type). The network applies this limit in addition to the limits signalled in MIMO-ParametersPerBand-> maxNumberSimultaneousNZP-CSI-RS-PerCC and in Phy-ParametersFRX-Diff-> maxNumberSimultaneousNZP-CSI-RS-PerCC;
-	totalNumberPortsSimultaneousNZP-CSI-RS-ActBWP-AllCC indicates the total number of CSI-RS ports in simultaneous CSI-RS resources in active BWPs across all CCs, and across MCG and SCG in case of NR-DC. This parameter limits the total number of ports that the NW may configure across all NZP-CSI-RS resources across all CCs, and across MCG and SCG in case of NR-DC (irrespective of the associated codebook type). The network applies this limit in addition to the limits signalled in MIMO-ParametersPerBand-> totalNumberPortsSimultaneousNZP-CSI-RS-PerCC and in Phy-ParametersFRX-Diff-> totalNumberPortsSimultaneousNZP-CSI-RS-PerCC.
	BC
	Yes
	No
	No

	diffNumerologyAcrossPUCCH-Group
Indicates whether different numerology across two NR PUCCH groups for data and control channel at a given time in NR CA and EN-DC is supported by the UE.
	BC
	No
	No
	No

	diffNumerologyWithinPUCCH-GroupLargerSCS
Indicates whether UE supports different numerology across carriers within a PUCCH group and a same numerology between DL and UL per carrier for data/control channel at a given time in NR CA, EN-DC/NE-DC and NR-DC.
In case of NR CA and EN-DC/NE-DC with one NR PUCCH group and in case of NR CA with two NR PUCCH groups, it also indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group up to two different numerologies within the same NR PUCCH group, wherein NR PUCCH is sent on the carrier with larger SCS for data and control channel at a given time.
In case of EN-DC/NE-DC with two NR PUCCH groups, it indicates whether the UE supports different numerologies across NR carriers up to two different numerologies within an NR PUCCH group in FR1, wherein NR PUCCH is sent on the carrier with larger SCS, and same numerology across NR carriers within another NR PUCCH group in FR2 for data and control channel at a given time.
In case of NR-DC, it indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group in MCG (in FR1) up to two different numerologies within the same NR PUCCH group wherein NR PUCCH is sent on the carrier with larger SCS for data/control channel at a given time; and same numerology across NR carriers in SCG (in FR2).
	BC
	No
	No
	No

	diffNumerologyWithinPUCCH-GroupSmallerSCS
Indicates whether UE supports different numerology across carriers within a PUCCH group and a same numerology between DL and UL per carrier for data/control channel at a given time in NR CA, EN-DC/NE-DC and NR-DC.
In case of NR CA and EN-DC/NE-DC with one NR PUCCH group and in case of NR CA with two NR PUCCH groups, it also indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group up to two different numerologies within the same NR PUCCH group, wherein NR PUCCH is sent on the carrier with smaller SCS for data and control channel at a given time.
In case of EN-DC/NE-DC with two NR PUCCH groups, it indicates whether the UE supports different numerologies across NR carriers up to two different numerologies within an NR PUCCH group in FR1, wherein NR PUCCH is sent on the carrier with smaller SCS, and same numerology across NR carriers within another NR PUCCH group in FR2 for data and control channel at a given time.
In case of NR-DC, it indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group in MCG (in FR1) up to two different numerologies within the same NR PUCCH group wherein NR PUCCH is sent on the carrier with smaller SCS for data/control channel at a given time; and same numerology across NR carriers in SCG (in FR2).
	BC
	No
	No
	No

	dualPA-Architecture
For band combinations with single-band with UL CA, this field indicates the support of dual PA. If absent in such band combinations, the UE supports single PA for all the ULs. For other band combinations, this field is not applicable.
	BC
	No
	No
	No

	parallelTxSRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	No
	No

	parallelTxPRACH-SRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of PRACH and SRS/PUCCH/PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	No
	No

	simultaneousCSI-ReportsAllCC
Indicates whether the UE supports CSI report framework and the number of CSI report(s) which the UE can simultaneously process across all CCs, and across MCG and SCG in case of NR-DC. The CSI report comprises periodic, semi-persistent and aperiodic CSI and any latency classes and codebook types. The CSI report in simultaneousCSI-ReportsAllCC includes the beam report and CSI report. This parameter may further limit simultaneousCSI-ReportsPerCC in MIMO-ParametersPerBand and Phy-ParametersFRX-Diff for each band in a given band combination.
	BC
	Yes
	No
	No

	simultaneousRxTxInterBandCA
Indicates whether the UE supports simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA. It is mandatory for certain TDD-FDD and TDD-TDD band combinations defined in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4].
	BC
	CY
	No
	No

	simultaneousRxTxSUL
Indicates whether the UE supports simultaneous reception and transmission for a NR band combination including SUL. Mandatory/Optional support depends on band combination and captured in TS 38.101-1 [2].
	BC
	CY
	No
	No

	simultaneousSRS-AssocCSI-RS-AllCC
Indicates support of CSI-RS processing framework for SRS and the number of SRS resources that the UE can process simultaneously across all CCs, and across MCG and SCG in case of NR-DC, including periodic, aperiodic and semi-persistent SRS. This parameter may further limit simultaneousSRS-AssocCSI-RS-PerCC in MIMO-ParametersPerBand and Phy-ParametersFRX-Diff for each band in a given band combination.
	BC
	No
	No
	No

	supportedNumberTAG
Defines the number of timing advance groups supported by the UE. It is applied to NR CA, NR-DC and EN-DC/NE-DC. For EN-DC/NE-DC, it indicates number of TAGs only for NR CG. The number of TAGs for the LTE MCG is signalled by existing LTE TAG capability signalling. For NR CA/NR-DC band combination, if the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), it indicates that different timing advances on different band entries are supported. If absent, the UE supports only one TAG for the NR part. It is mandatory for the UE to support more than one TAG for NR-DC.
	BC
	CY
	No
	No




/****Next change*******/
[bookmark: _Toc12750905]4.2.9	MeasAndMobParameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	csi-RS-RLM
Indicates whether the UE can perform radio link monitoring procedure based on measurement of CSI-RS as specified in TS 38.213 [11] and TS 38.133 [5]. This parameter needs FR1 and FR2 differentiation. If the UE supports this feature, the UE needs to report maxNumberResource-CSI-RS-RLM.
	UE
	Yes
	No
	Yes

	cho
Indicates whether the UE supports conditional handover including execution condition and candidate cell configuration.
	UE
	No
	Yes
	Yes

	cho-Failure
Indicates whether the UE supports conditional handover during re-establishment procedure when the selected cell is configured as candidate cell for condition handover.
	UE
	No
	Yes
	Yes

	choFDD-TDD
Indicates whether the UE supports conditional handover between FDD and TDD cells.
	UE
	No
	N/A
	Yes

	csi-RSRP-AndRSRQ-MeasWithSSB
Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured with an associated SS/PBCH. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR.
	UE
	No
	No
	Yes

	csi-RSRP-AndRSRQ-MeasWithoutSSB
Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured for a cell that transmits SS/PBCH block and without an associated SS/PBCH block. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR.
	UE
	No
	No
	Yes

	csi-SINR-Meas
Indicates whether the UE can perform CSI-SINR measurements based on configured CSI-RS resources as specified in TS 38.215 [13]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponding to the frequency range of measured target cell. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR.
	UE
	No
	No
	Yes

	eutra-CGI-Reporting
Defines whether the UE supports acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the EN-DC is not configured.
	UE
	Yes
	No
	No

	eventA-MeasAndReport
Indicates whether the UE supports NR measurements and events A triggered reporting as specified in TS 38.331 [9]. This field only applies to SN configured measurement when EN-DC is configured. For NR SA, this feature is mandatory supported.
	UE
	Yes
	Yes
	No

	eventB-MeasAndReport
Indicates whether the UE supports EUTRA measurement and event B triggered reporting as specified in TS 38.331 [9]. It is mandated if the UE supports EUTRA.
	UE
	Yes
	No
	No

	handoverLTE-5GC
Indicates whether the UE supports HO to EUTRA connected to 5GC. It is mandated if the UE supports EUTRA connected to 5GC.
	UE
	Yes
	Yes
	Yes

	handoverFDD-TDD
Indicates whether the UE supports HO between FDD and TDD. It is mandated if the UE supports both FDD and TDD. This field only applies to NR SA (e.g. PCell handover). For PSCell change when EN-DC is configured, this feature is mandatory supported.
	UE
	Yes
	No
	No

	handoverFR1-FR2
Indicates whether the UE supports HO between FR1 and FR2. Support is mandatory for the UE supporting both FR1 and FR2. This field only applies to NR SA(e.g. PCell handover). For PSCell change when EN-DC is configured, this feature is mandatory supported.
	UE
	Yes
	No
	No

	handoverInterF
Indicates whether the UE supports inter-frequency HO. It indicates the support for inter-frequency HO from the corresponding duplex mode if this capability is included in fdd-Add-UE-NR-Capabilities or tdd-Add-UE-NR-Capabilities. It indicates the support for of inter-frequency HO from the corresponding frequency range if this capability is included in fr1-Add-UE-NR-Capabilities or fr2-Add-UE-NR-Capabilities. This field only applies to NR SA (e.g. PCell handover). For PSCell change when EN-DC is configured, this feature is mandatory supported.
	UE
	Yes
	Yes
	Yes

	handoverLTE-EPC
Indicates whether the UE supports HO to EUTRA connected to EPC. It is mandated if the UE supports EUTRA connected to EPC.
	UE
	Yes
	Yes
	Yes

	independentGapConfig
This field indicates whether the UE supports two independent measurement gap configurations for FR1 and FR2 specified in clause 9.1.2 of TS 38.133 [5]. The field also indicates whether the UE supports the FR2 inter-RAT measurement without gaps when EN-DC is not configured.
	UE
	No
	No
	No

	intraAndInterF-MeasAndReport
Indicates whether the UE supports NR intra-frequency and inter-frequency measurements and at least periodical reporting. This field only applies to SN configured measurement when EN-DC is configured. For NR SA, this feature is mandatory supported.
	UE
	Yes
	Yes
	No

	periodicEUTRA-MeasAndReport
Indicates whether the UE supports periodic EUTRA measurement and reporting. It is mandatory if the UE supports EUTRA, otherwise optional.
	UE
	CY
	No
	No

	pcellT312t
Indicates whether the UE supports T312 based fast failure recovery for PCell.
	UE
	No
	No
	No

	pscellT312t
Indicates whether the UE supports T312 based fast failure recovery for PSCell.
	UE
	No
	No
	No

	maxNumberCSI-RS-RRM-RS-SINR
Defines the maximum number of CSI-RS resources for RRM and RS-SINR measurement across all measurement frequencies per slot. If UE supports any of csi-RSRP-AndRSRQ-MeasWithSSB, csi-RSRP-AndRSRQ-MeasWithoutSSB, and csi-SINR-Meas, UE shall report this capability.
	UE
	CY
	No
	No

	maxNumberResource-CSI-RS-RLM
Defines the maximum number of CSI-RS resources within a slot per spCell for CSI-RS based RLM. If UE supports any of csi-RS-RLM and ssb-AndCSI-RS-RLM, UE shall report this capability.
	UE
	CY
	No
	Yes

	nr-CGI-Reporting
Defines whether the UE supports acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when EN-DC is not configured.
	UE
	Yes
	No
	No

	nr-CGI-Reporting-ENDC
Defines whether the UE supports acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the (NG)EN-DC is configured.
	UE
	Yes
	No
	No

	simultaneousRxDataSSB-DiffNumerology
Indicates whether the UE supports concurrent intra-frequency measurement on serving cell or neighbouring cell and PDCCH or PDSCH reception from the serving cell with a different numerology as defined in clause 8 and 9 of TS 38.133 [5].
	UE
	No
	No
	Yes

	sftd-MeasPSCell
Indicates whether the UE supports SFTD measurements between the PCell and a configured PSCell. If this capability is included in UE-MRDC-Capability, it indicates that the UE supports SFTD measurement between PCell and PSCell in (NG)EN-DC. If this capability is included in UE-NR-Capability, it indicates that the UE supports SFTD measurement between PCell and PSCell in NR-DC.
	UE
	No
	Yes
	No

	sftd-MeasPSCell-NEDC
Indicates whether the UE supports SFTD measurement between the NR PCell and a configured E-UTRA PSCell in NE-DC.
	UE
	No
	Yes
	No

	sftd-MeasNR-Cell
Indicates whether the SFTD measurement with and without measurement gaps between the EUTRA PCell and the NR cells is supported by the UE which is capable of EN-DC/NGEN-DC when EN-DC/NGEN-DC is not configured. The SFTD measurement without gaps can be used when the UE supports at least one EN-DC band combination consisting of the set of the current E-UTRA serving frequencies and the NR frequency where SFTD measurement is configured. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No

	sftd-MeasNR-Neigh
Indicates whether the inter-frequency SFTD measurement with and without measurement gaps between the NR PCell and inter-frequency NR neighbour cells is supported by the UE when MR-DC is not configured. The SFTD measurement without gaps can be used when the UE supports at least one DC or CA band combination consisting of the set of the current NR serving frequencies and the NR frequency where SFTD measurement is configured. 
	UE
	No
	Yes
	No

	sftd-MeasNR-Neigh-DRX
Indicates whether the inter-frequency SFTD measurement using DRX off period between the NR PCell and the inter-frequency NR neighbour cells is supported by the UE when MR-DC is not configured.
	UE
	No
	Yes
	No

	ssb-RLM
Indicates whether the UE can perform radio link monitoring procedure based on measurement of SS/PBCH block as specified in TS 38.213 [11] and TS 38.133 [5]. This field shall be set to supported.
	UE
	Yes
	No
	No

	ssb-AndCSI-RS-RLM
Indicates whether the UE can perform radio link monitoring procedure based on measurement of SS/PBCH block and CSI-RS as specified in TS 38.213 [11] and TS 38.133 [5]. If the UE supports this feature, the UE needs to report maxNumberResource-CSI-RS-RLM.
	UE
	No
	No
	No

	ss-SINR-Meas
Indicates whether the UE can perform SS-SINR measurement as specified in TS 38.215 [13]. If this parameter is indicated for FR1 and FR2 differently, each indication corresponds to the frequency range of measured target cell.
	UE
	No
	No
	Yes

	supportedGapPattern
Indicates measurement gap pattern(s) optionally supported by the UE for NR SA, for NR-DC, for NE-DC and for independent measurement gap configuration on FR2 in (NG)EN-DC. The leading / leftmost bit (bit 0) corresponds to the gap pattern 2, the next bit corresponds to the gap pattern 3, as specified in TS 38.133 [5] and so on. The UE shall set the bits corresponding to the measurement gap pattern 13 and 14 to 1 if the UE is an NR standalone capable UE that supports a band in FR2 or if the UE is an (NG)EN-DC capable UE that supports independentGapConfig and supports a band in FR2.
	UE
	CY
	No
	No
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