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	Reason for change:
	For unsecured UE capability, SA3 agreed not to either store them locally for later use or send them to other network entities except for unauthenticated emergency calls (S3-194488). This CR reflects the agreements and to add a requirement for gNB in clause 14 UE capabilities.


	
	

	Summary of change:
	In clause 14 UE capabilities, add a requirement that with the exception of unauthenticated emergency calls, if the gNB had acquired UE capabilities using RRC UE capability transfer procedure before AS security activation, then the gNB shall not store them locally for later use and shall not send them to other nodes.

Impact analysis
Impacted functionality: UE capability.
Inter-operability: none 

	
	

	Consequences if not approved:
	With the exception of unauthenticated emergency calls, gNB may store the UE capabilities aquired before AS security activation or send them to other nodes.
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First change
[bookmark: _Toc20388027][bookmark: _Toc20403053]14	UE Capabilities
The UE capabilities in NR do not rely on UE categories: UE categories associated to fixed peak data rates are only defined for marketing purposes and not signalled to the network. Instead, the network determines the UL and DL data rate supported by a UE from the supported band combinations and from the baseband capabilities (modulation scheme, MIMO layers, …).
To limit signalling overhead, the gNB can request the UE to provide NR capabilities for a restricted set of bands. When responding, the UE can skip a subset of the requested band combinations when the corresponding UE capabilities are the same.
With the exception of unauthenticated emergency calls, if the gNB had acquired UE capabilities using RRC UE capability transfer procedure before AS security activation, the gNB shall 
-	release them when UE transits from RRC_CONNECTED to either RRC_IDLE or RRC_INACTIVE.
-	not send them to other RAN nodes or MME on handover or retrieve UE context.
-	not initiate UE CAPABILITY INFO INDICATION procedure


End of change
