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	Reason for change:
	The current text for reporting UL TX direct current is specified as following:

2> if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or
2> if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
	3> include the uplinkTxDirectCurrentList for each serving cell with UL;
	3> if UE is configured with SUL carrier:
		4> include uplinkDirectCurrentBWP-SUL for each serving cell with SUL 

It seems that, in MR-DC, the UE shall report the TX current for all MCG and SCG serving cells no matter the enquiry is from MN or SN. This is incorrect in (NG)EN-DC and NE-DC, as the TX current reporting is for NR serving cell, not for LTE serving cell. It is also strange in NR-DC, the MN or SN may receive this reporting while it does not send the enquiry. Note that the above text is executed for both inner and outer RRCReconfigurationComplete in NR-DC. The UE will include all the information in both  RRCReconfigurationComplete if either MN or SN send the enquiry. We believe that this is not the intended behavior. We propose to clarify that the UE including the TX current reporting only for the corresponding MCG or SCG serving cells.

In addition, the description about “if UE is configured with SUL carrier” is unclear. The SUL configuration is per cell. We think that correct behaviour is that the UE including the SUL TX current reporting for a cell if the cell is configured with SUL. This also need to be clarified.


	
	

	Summary of change:
	1) In 5.3.5.3, for the content in RRC Reconfiguration Complete, clarify that the UE only reporting TX current for corresponding MCG or SCG serving cells depending on whether the enquiry (reportUplinkTxDirectCurrent) is included in master cell group or secondary cell group. In addition, clarify that the TX current reporting for SUL carrier is based on the per cell configuration. 

2) In 5.3.5.3, for the content in RRC Resume Complete, clarify that the TX current reporting for SUL carrier is based on the per cell configuration. 

Impact analysis
Impacted 5G architecture options: Standalone, EN-DC, NGEN-DC, NE-DC, NR-DC 

Impacted functionality: 
Uplink TX direct current reporting in RRC Reconfiguration Complete and Resume Complete

Inter-operability:
If the UE implements the CR but the network does not or vice-versa, the UE and NW may have different understanding on whehter the TX dirrect current reporting of a serving cell is included or not. The consequences if not approved remain. 


	
	

	Consequences if not approved:
	In (NG)EN-DC or NE-DC, the UE is unable to report UL TX current for LTE serving cell but the specificaion requries UE to do this. In NR-DC, the NW may receive unexpected TX current reporting in the Reconfiguration Complete message.
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1st change

[bookmark: _Toc20425700][bookmark: _Toc29321096]5.3.5.3	Reception of an RRCReconfiguration by the UE
<Skip unrelated Part>
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent; or:
3>	include the uplinkTxDirectCurrentList for each MCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each MCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each SCG serving cell with UL;
3>	if UE is configured with SUL carrier:include uplinkDirectCurrentBWP-SUL for each SCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the RRCReconfigurationComplete message;
<Skip unrelated Part>


2nd change

[bookmark: _Toc20425758][bookmark: _Toc29321154]5.3.13.4	Reception of the RRCResume by the UE
<Skip unrelated Part>
1>	set the content of the of RRCResumeComplete message as follows:
2>	if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers;
2>	if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>	if the masterCellGroup contains the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each MCG serving cell with UL;
3>	if UE is configured with SUL carrier:include uplinkDirectCurrentBWP-SUL for each MCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
4>	include uplinkDirectCurrentBWP-SUL for each serving cell with SUL within the uplinkTxDirectCurrentList;
1>	submit the RRCResumeComplete message to lower layers for transmission;
1>	the procedure ends.

