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	Reason for change:
	In TS 38.306, the fallback band combination is defined as: A band combination that would result from another band combination by releasing at least one SCell or uplink configuration of SCell, or SCG. An intra-band non-contiguous band combination is not considered to be a fallback band combination of an intra-band contiguous band combination.
According to the current procedural text, UE should remove the BC from the list of "candidate band combinations" if this BC is regarded as a fallback BC with the same capabilities of another BC. In this case, some NR SA BCs which are the fallback BCs of another NE-DC BCs will be removed, so the NR SA BCs in the NR container are not complete. It means network needs to combine the SA BCs in NR container and the SA BCs in MR-DC container in order to acquire all the SA BCs supported by UE. This logic is not expected and it leads to implementation complex.
MR-DC container
NE-DC BC1 (L_band1, N_band5)
NE-DC BC2 (L_band2, N_band6, N_band 7)


NR container
NR SA BC1 (N_band1, N_band2)
NR SA BC2 (N_band3, N_band4)
NR SA BC3 (N_band5)
NR SA BC4 (N_band6, N_band7)






	
	

	Summary of change:
	Revise the fallback BC reporting, the fallback band combination that results from another band combination by releasing at least one SCell or uplink configuration of SCell should be removed. The fallback band combination that results from another E-UTRA-NR band combination by releasing SCG (and not the fallback band combination that results from another band combination by releasing at least one SCell orfallbac uplink configuration of SCell) should be reported.

Impact Analysis
Impacted 5G architecture options: Standalone, NE-DC, NR-DC, (NG)EN-DC

Impacted functionality:
[bookmark: _GoBack]UE radio capability

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, UE would remove the NR SA BCs which are the fallback BCs of another NE-DC BCs, but network would only validate BCs list in NR container and miss some NR SA BCs supported by UE.
2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability problem, the UE would include the NR SA BCs which are the fallback BCs of another NE-DC BCs, but network would still check the MR-DC container.

	
	

	Consequences if not approved:
	The network has to check NR container and MR-DC container together to acquire all the SA BCs supported by UE.
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---------------------------------------------START OF CHANGE-------------------------------------------
[bookmark: _Toc20425830][bookmark: _Toc29321226]5.6.1.4	Setting band combinations, feature set combinations and feature sets supported by the UE
The UE invokes the procedures in this clause if the NR or E-UTRA network requests UE capabilities for nr, eutra-nr or eutra. This procedure is invoked once per requested rat-Type (see clause 5.6.1.3 for capability enquiry by the NR network; see TS 36.331 [10], clause 5.6.3.3 for capability enquiry by the E-UTRA network). The UE shall ensure that the feature set IDs are consistent across feature sets, feature set combinations and band combinations in all three UE capability containers that the network queries with the same fields with the same values, i.e. UE-CapabilityRequestFilterNR and fields in UECapabilityEnquiry message (i.e. requestedFreqBandsNR-MRDC, requestedCapabilityNR and eutra-nr-only flag) as defined in TS 36.331, where applicable.
NOTE 1:	Capability enquiry without frequencyBandListFilter is not supported.
NOTE 2:	In EN-DC, the gNB needs the capabilities for RAT types nr and eutra-nr and it uses the featureSets in the UE-NR-Capability together with the featureSetCombinations in the UE-MRDC-Capability to determine the NR UE capabilities for the supported MRDC band combinations. Similarly, the eNB needs the capabilities for RAT types eutra and eutra-nr and it uses the featureSetsEUTRA in the UE-EUTRA-Capability together with the featureSetCombinations in the UE-MRDC-Capability to determine the E-UTRA UE capabilities for the supported MRDC band combinations. Hence, the IDs used in the featureSets must match the IDs referred to in featureSetCombinations across all three containers. The requirement on consistency implies that there are no undefined feature sets and feature set combinations.
NOTE 3:	If the UE cannot include all feature sets and feature set combinations due to message size or list size constraints, it is up to UE implementation which feature sets and feature set combinations it prioritizes.
The UE shall:
1>	compile a list of "candidate band combinations" only consisting of bands included in frequencyBandListFilter, and prioritized in the order of frequencyBandListFilter (i.e. first include band combinations containing the first-listed band, then include remaining band combinations containing the second-listed band, and so on), where for each band in the band combination, the parameters of the band do not exceed maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL, maxCarriersRequestedUL, ca-BandwidthClassDL-EUTRA or ca-BandwidthClassUL-EUTRA, whichever are received;
1>	for each band combination included in the list of "candidate band combinations":
2>	if the network (E-UTRA) included the eutra-nr-only field, or
2>	if the requested rat-Type is eutra:
3>	remove the NR-only band combination from the list of "candidate band combinations";
NOTE 4:	The (E-UTRA) network may request capabilities for nr but indicate with the eutra-nr-only flag that the UE shall not include any NR band combinations in the UE-NR-Capability. In this case the procedural text above removes all NR-only band combinations from the candidate list and thereby also avoids inclusion of corresponding feature set combinations and feature sets below.
2>	if it is regarded as a fallback band combination (resulting from another band combination by releasing at least one SCell or uplink configuration of SCell, according to TS 38.306 [26]) with the same capabilities of another band combination included in the list of "candidate band combinations":
3>	remove the band combination from the list of "candidate band combinations";
1>	if capabilityRequestFilterCommon is received:
2>	remove band combinations from the list of "candidate band combinations" in accordance with the given filter criteria in capabilityRequestFilterCommon;
NOTE 5:	Even if the network requests (only) capabilities for nr, it may include E-UTRA band numbers in the frequencyBandListFilter to ensure that the UE includes all necessary feature sets needed for subsequently requested eutra-nr capabilities. At this point of the procedure the list of "candidate band combinations" contains all NR- and/or E-UTRA-NR band combinations that match the filter (frequencyBandListFilter) provided by the NW and that match the eutra-nr-only flag (if RAT-Type nr is requested by E-UTRA). In the following, this candidate list is used to derive the band combinations, feature set combinations and feature sets to be reported in the requested capability container.
1>	if the requested rat-Type is nr:
2>	include into supportedBandCombinationList as many NR-only band combinations as possible from the list of "candidate band combinations", starting from the first entry;
3>	if srs-SwitchingTimeRequest is received:
4>	if SRS carrier switching is supported;
5>	include srs-SwitchingTimesListNR for each band combination;
4>	set srs-SwitchingTimeRequested to true;
2>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList according to the previous;
2>	compile a list of "candidate feature set combinations" referenced from the list of "candidate band combinations" excluding entries (rows in feature set combinations) for fallback band combinations with same or lower capabilities;
NOTE 6:	This list of "candidate feature set combinations" contains the feature set combinations used for NR-only as well as E-UTRA-NR band combinations. It is used to derive a list of NR feature sets referred to from the feature set combinations in the UE-NR-Capability and from the feature set combinations in a UE-MRDC-Capability container.
2>	include into featureSets the feature sets referenced from the "candidate feature set combinations" excluding entries (feature sets per CC) for fallback band combinations with same or lower capabilities and may exclude the feature sets with the parameters that exceed any of maxBandwidthRequestedDL, maxBandwidthRequestedUL, maxCarriersRequestedDL or maxCarriersRequestedUL, whichever are received;
1>	else, if the requested rat-Type is eutra-nr:
2>	include into supportedBandCombinationList and/or supportedBandCombinationListNEDC-Only as many E-UTRA-NR band combinations as possible from the list of "candidate band combinations", starting from the first entry;
3>	if srs-SwitchingTimeRequest is received:
4>	if SRS carrier switching is supported;
5>	include srs-SwitchingTimesListNR and srs-SwitchingTimesListEUTRA for each band combination;
4>	set srs-SwitchingTimeRequested to true;
2>	include, into featureSetCombinations, the feature set combinations referenced from the supported band combinations as included in supportedBandCombinationList according to the previous;
1>	else (if the requested rat-Type is eutra):
[bookmark: _Hlk766898]2>	compile a list of "candidate feature set combinations" referenced from the list of "candidate band combinations" excluding entries (rows in feature set combinations) for fallback band combinations with same or lower capabilities; 
NOTE 7:	This list of "candidate feature set combinations" contains the feature set combinations used for E-UTRA-NR band combinations. It is used to derive a list of E-UTRA feature sets referred to from the feature set combinations in a UE-MRDC-Capability container.
2>	include into featureSetsEUTRA (in the UE-EUTRA-Capability) the feature sets referenced from the "candidate feature set combinations" excluding entries (feature sets per CC) for fallback band combinations with same or lower capabilities and may exclude the feature sets with the parameters that exceed ca-BandwidthClassDL-EUTRA or ca-BandwidthClassUL-EUTRA, whichever are received;
1>	include the received frequencyBandListFilter in the field appliedFreqBandListFilter of the requested UE capability, except if the requested rat-Type is nr and the network included the eutra-nr-only field;
1>	if the network included ue-CapabilityEnquiryExt:
2>	include the received ue-CapabilityEnquiryExt in the field receivedFilters;
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