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	Reason for change:
	In TS36.331, it has been specified that one PLMN can be included in only one entry of the cellAccessRelatedInfoList or cellAccessRelatedInfoList-5GC.

-------------------------------------TS36.331-start---------------------------------------------
SystemInformationBlockType1-v1430-IEs ::=	SEQUENCE {
Partlyomitted
	cellAccessRelatedInfoList-r14			SEQUENCE (SIZE (1..maxPLMN-1-r14)) OF
											CellAccessRelatedInfo-r14	OPTIONAL,	-- Need OR
Partlyomitted
}

SystemInformationBlockType1-v1530-IEs ::=	SEQUENCE {
Partlyomitted
	cellAccessRelatedInfo-5GC-r15		SEQUENCE {
		cellBarred-5GC-r15					ENUMERATED {barred, notBarred},
		cellBarred-5GC-CRS-r15				ENUMERATED {barred, notBarred},
		cellAccessRelatedInfoList-5GC-r15	SEQUENCE (SIZE (1..maxPLMN-r11)) OF
											CellAccessRelatedInfo-5GC-r15
	}				OPTIONAL,	-- Need OP
Partlyomitted
}

Partlyomitted

CellAccessRelatedInfo-r14 ::=	SEQUENCE {
	plmn-IdentityList-r14				PLMN-IdentityList,
	trackingAreaCode-r14				TrackingAreaCode,
	cellIdentity-r14					CellIdentity
}
 
CellAccessRelatedInfo-5GC-r15 ::=	SEQUENCE {
	plmn-IdentityList-r15			PLMN-IdentityList-r15,
	ran-AreaCode-r15					RAN-AreaCode-r15 OPTIONAL,	-- Need OR
	trackingAreaCode-5GC-r15			TrackingAreaCode-5GC-r15,
	cellIdentity-5GC-r15				CellIdentity-5GC-r15
}
-------------------------------------TS36.331-end----------------------------------------------

In TS38.331, the PLMN-IdentityInfoList is introduced, which contains a PLMN identity list and the corresponding TAC, ranac, cell identity and the cellReservedForOperatorUse indicator. However, we do not have the limitation that one PLMN can be included in only one entry of the PLMN-IdentityInfoList and thus it is not clear whether it is allowed for the network to include one PLMN in more than one entry of the PLMN-IdentityInfoList.

As specified in TS38.300, “NR access provides only one TAC and one Cell Identity per cell per PLMN” and there is no clear use case to configure more than one ranac or cellReservedForOperatorUse for one PLMN. Having one PLMN in more than one entry of the PLMN-IdentityInfoList will cause duplication and should be avoided.


	
	

	Summary of change:
	Add the limitation that “A PLMN-identity can be included only once, and in only one entry of the PLMN-IdentityInfoList”.

Impact Analysis
Impacted 5G architecture options:
SA, NE-DC, NR-DC
 
Impacted functionality:
System information

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, no inter-operability issue is foreseen.
2.	 If the UE is implemented according to the CR and the network is not, no inter-operability issue is foreseen.


	
	

	Consequences if not approved:
	It is unclear whether it is allowed for the network to include one PLMN in more than one entry of the PLMN-IdentityInfoList.
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Start of change
[bookmark: _Toc20425929][bookmark: _Toc29321325]6.3.2	Radio resource control information elements
=== Unmodified sections omitted ===
[bookmark: _Toc20425946][bookmark: _Toc29321342]–	CellAccessRelatedInfo
The IE CellAccessRelatedInfo indicates cell access related information for this cell.
CellAccessRelatedInfo information element
-- ASN1START
-- TAG-CELLACCESSRELATEDINFO-START

CellAccessRelatedInfo   ::=         SEQUENCE {
    plmn-IdentityList                   PLMN-IdentityInfoList,
    cellReservedForOtherUse             ENUMERATED {true}  OPTIONAL,            -- Need R
    ...
}

-- TAG-CELLACCESSRELATEDINFO-STOP
-- ASN1STOP

	CellAccessRelatedInfo field descriptions

	cellReservedForOtherUse
Indicates whether the cell is reserved, as defined in 38.304 [20]. The field is applicable to all PLMNs.

	plmn-IdentityList
The plmn-IdentityList is used to configure a set of PLMN-IdentityInfoList elements. Each of those elements contains a list of one or more PLMN Identities and additional information associated with those PLMNs. The total number of PLMNs in the PLMN-IdentityInfoList does not exceed 12. A PLMN-identity can be included only once, and in only one entry of the PLMN-IdentityInfoList.The PLMN index is defined as b1+b2+…+b(n-1)+i for the PLMN included at the n-th entry of PLMN-IdentityInfoList and the i-th entry of its corresponding PLMN-IdentityInfo, where b(j) is the number of PLMN-Identity entries in each PLMN-IdentityInfo, respectively.



End of change

