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--------------------- [Start of 1st change] ---------------------------------
[bookmark: _Toc20610815]3.2	 Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AS	Access Stratum
CMAS	Commercial Mobile Alert System
CN	Core Network
DCI	Downlink Control Information
ETWS	Earthquake and Tsunami Warning System
E-UTRA	Evolved UMTS Terrestrial Radio Access
E-UTRAN	Evolved UMTS Terrestrial Radio Access Network
IAB	Integrated Access and Backhaul
IMSI	International Mobile Subscriber Identity
MCC	Mobile Country Code
MICO	Mobile Initiated Connection Only
NAS	Non-Access Stratum
NR	NR Radio Access
PLMN	Public Land Mobile Network
RAT	Radio Access Technology
RNA	RAN-based Notification Area
RNAU	RAN-based Notification Area Update
RRC	Radio Resource Control
UAC	Unified Access Control
UE	User Equipment
UMTS	Universal Mobile Telecommunications System
--------------------- [End of 1st change] ---------------------------------
 --------------------- [Start of 2nd change] ---------------------------------
[bookmark: _Toc20610821]4.5	Cell Categories
The cells are categorised according to which services they offer:
acceptable cell:
An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in an NR network:
-	The cell is not barred, see clause 5.3.1;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.
suitable cell:
A cell is considered as suitable if the following conditions are fulfilled:
-	The cell is part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.;
-	For IAB node, the cell supporting IAB operations as indicated in system information, as specified in TS 38.331 [3].	Comment by LG (Sunghoon): We also think this change is not necessary. The following requirements on “This cell is not barred” alrady covers this.  	Comment by Ericsson: In our view, this change is not needed. The subsection “acceptable cell” already considered the fact that the cell is or is not barred according to subclause 5.3.1.  So, whether a cell is suitable (or not) does not depend on the “iab-Support” IE.
According to the latest information provided by NAS:
-	The cell is not barred, see clause 5.3.1;
-	The cell is part of at least one TA that is not part of the list of "Forbidden Tracking Areas" (TS 22.261 [12]), which belongs to a PLMN that fulfils the first bullet above.
barred cell:
A cell is barred if it is so indicated in the system information, as specified in TS 38.331 [3].
reserved cell:
A cell is reserved if it is so indicated in system information, as specified in TS 38.331 [3].
Following exception to these definitions are applicable for UEs:
-	if a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.
-	camped on a cell that belongs to a registration area that is forbidden for regional provision of service; a cell that belongs to a registration area that is forbidden for regional provision service (TS 23.122 [9], TS 24.501 [14]) is suitable but provides only limited service.
[bookmark: _Toc29245221] --------------------- [End of 2nd change] ---------------------------------
 --------------------- [Start of 3rd change] ---------------------------------
5.3	Cell Reservations and Access Restrictions
[bookmark: _Toc29245222]5.3.0	Introduction
There are two mechanisms which allow an operator to impose cell reservations or access restrictions. The first mechanism uses indication of cell status and special reservations for control of cell selection and reselection procedures. The second mechanism, referred to as Unified Access Control as specified in TS 38.331 [3], shall allow preventing selected access categories or access identities from sending initial access messages for load control reasons.
[bookmark: _Toc29245223]5.3.1	Cell status and cell reservations
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
For IAB node, it ignores the cellBarred IE in MIB message.	Comment by LG (Sunghoon): We would like to remove this part, since this issue is subject to email discussion 025. 	Comment by Nokia: We think this is not a good place t ocapture this. We would prefer to remove it from here and capture it in 38.331, section 5.2.2.4.1.	Comment by Ericsson: Since the text on cellBarred and other IEs is under discussion, thus we suggest removing it before endorsing the CR.
	Comment by Samsung_JuneHwang: agree
Editor Notes: This can be updated based on the possible agreements by discussion of “R2-2002058, Summary of 6.1.5.3: SI Broadcast, cell Restrictions/Reservation and Barring, Initial Access, and Connection Setup, Ericsson”.
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
[bookmark: _Hlk506409868]-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
-	iab-Support (IE type: "true")	Comment by Ericsson: In our view, the definition of “iab-Support” needs a bit more explanation, and suggest something similar to what we have in our CR R2-2000753
-     iab-Support (IE type: "true") 
This field indicates if the cell is barred for IAB-MT nodes, the cell does not support IAB nodes, or both. When this field is absent, the IAB-MT node shall treat this cell as if cell status is barred.
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
	Comment by Nokia: Here, we only describe the filed in general. We suggest giving similar level information as for other fields here, i.e.:
“Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.”

The field description should be kept in 38.331. It is better not to copy it to avoid having to change it in both places if such need exists in future. 
The fact that the cell is treated as barred is already captured in 38.331, so we do not have to add it here. We propose to add something in procedural text below instead.	Comment by Samsung_JuneHwang: Agree with Nokia that similar level of information needs to be specified here as other fields, and need the per PLMN signalling on this IE.
Indicated in SIB1 message. If the iab-Support IE in SIB1 message is present, the cell is treated as not barred for IAB node, otherwise the cell is treated as barred for IAB node.	Comment by LG (Sunghoon): Per PLMN signalling should be specified for shared network scenario.  
In our view, the proposed text seems sufficiently specifies the necessary requirements. Regarding Ericssion comment, we do not see the need to specifically refer to “IAB MT”. instead of just saying “IAB node” in 304. 
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 0, 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If UE is operating as an IAB-MT and the cell is to be treated as if the cell status is "barred" due to lack of iab-Support in SIB1:	Comment by Nokia: We should have it captured with procedural text. This is a copy from our TP in R2-2001058.	Comment by Samsung_JuneHwang: Put subject clarification.
-	The IAB-MT may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds;
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1 or due to trackingAreaCode being absent in SIB1 as specified in TS 38.331 [3]:
-	The UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.

--------------------------[End of change] ------------------------------
