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	Reason for change:
	The field supportedBandCombinationListNEDC-Only points only to the basic BandCombinationList and not to the extensions.

	
	

	Summary of change:
	The list supportedBandCombinationListNEDC-Only-v15xy includes the extensions.
Impact analysis
Impacted architectures: NE-DC
Impacted functionality: NE DC only band combinations reporting.
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1. If the network is implemented according to the CR and the UE is not the network only knows the band combinations for NE-DC but no more details.
2. If the UE is implemented according to the CR and the network is not the network only knows the band combinations for NE-DC but no more details.
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First Modified Subclause
[bookmark: _Toc20426186][bookmark: _Toc29321583]–	RF-ParametersMRDC
The IE RF-ParametersMRDC is used to convey RF related capabilities for MR-DC.
RF-ParametersMRDC information element
-- ASN1START
-- TAG-RF-PARAMETERSMRDC-START

RF-ParametersMRDC ::=                   SEQUENCE {
    supportedBandCombinationList            BandCombinationList                 OPTIONAL,
    appliedFreqBandListFilter               FreqBandList                        OPTIONAL,
    ...,
    [[
    srs-SwitchingTimeRequested              ENUMERATED {true}                   OPTIONAL,
    supportedBandCombinationList-v1540      BandCombinationList-v1540           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550      BandCombinationList-v1550           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560      BandCombinationList-v1560           OPTIONAL,
    supportedBandCombinationListNEDC-Only   BandCombinationList                 OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1570      BandCombinationList-v1570           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1580      BandCombinationList-v1580           OPTIONAL
    ]],
    [[
    supportedBandCombinationListNEDC-Only-v15xy        SEQUENCE {
        supportedBandCombinationList-v1540        BandCombinationList-v1540            OPTIONAL,
        supportedBandCombinationList-v1560        BandCombinationList-v1560            OPTIONAL,
        supportedBandCombinationList-v1570        BandCombinationList-v1570            OPTIONAL,
        supportedBandCombinationList-v1580        BandCombinationList-v1580            OPTIONAL,
        ...
    }                                                                                OPTIONAL
    ]]
}

-- TAG-RF-PARAMETERSMRDC-STOP
-- ASN1STOP

	RF-ParametersMRDC field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter.

	supportedBandCombinationList
A list of band combinations that the UE supports for (NG)EN-DC and/or NE-DC. The FeatureSetCombinationId’:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-MRDC-Capability IE.

	supportedBandCombinationListNEDC-Only, supportedBandCombinationList-v15xy
A list of band combinations that the UE supports only for NE-DC. The FeatureSetCombinationId:’s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-MRDC-Capability IE. 
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