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1	Introduction
During the email discussion [107bis#16][NR-U] Running CR for 38.331 (QC), the issue about applicability of NR-U feature to the licensed carrier has been raised (see below). The contribution discusses the applicability of NR-U features to licensed carrier.
	· Ericsson proposal that all NR-U features should be applicable to licensed and in addition there shouldn’t any usage of the term NR-U in 38.331:
· As I responded to the same request in 38.300 CR, this decision cannot be taken here. We need to wait for the discussion on UE features in the relevant RAN4 groups which will consider NR-U and other WI features as well. Note that there is dependency of features across different layers and groups, e.g. CG retransmission is not possible without the PHY layer feedback introduced by RAN1.
· I removed the restriction of features for NR-U for now. As mentioned, the choice doesn’t matter at this stage and may be changed back depending on the outcome of above discussion.
· I added a Note on the cover sheet referring to the discussion on UE features and that the CR will be updated accordingly based on that outcome.
· I replaced “NR-U cell” with “cell operating on unlicensed spectrum” which is same as NR-U definition and usage in stage-2. 
· I still kept the term “NR-U” where applicable, e.g. LBT failure configuration. 



[bookmark: _Toc497230266][bookmark: _Toc497230267]2	Discussion
During the WI phase for the NR-U, many features (e.g. additional PDCCH monitoring occasions for paging, non-numeric K1 value in DCI, AUL-like configured grant, etc.) have been introduced to overcome the problem in the unlicensed carrier (e.g. considering LBT issues). It should be noted that most of the technical problems which makes RAN1 and RAN2 to introduce such new features do not exist in the licensed carrier. To make all NR-U features to apply to licensed carrier would create additional (unnecessary) burden to the development of both UE and network. Even though RAN2 can discuss details per each feature considering capability later, RAN2 should have general principle, not only for the NR-U but in general. Hence we propose:
Proposal: As a working assumption, the new features introduced for the NR-U are applicable to unlicensed carriers only. As a result, for each RRC configuration for the NR-U feature, its applicability should be clearly specified e.g. in the field description or by the conditional presence.

3	Conclusion
Proposal: As a working assumption, the new features introduced for the NR-U are applicable to unlicensed carriers only. As a result, for each RRC configuration for the NR-U feature, its applicability should be clearly specified e.g. in the field description or by the conditional presence.
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