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	Reason for change:
	During RAN2#109-e, a CR was agreed to clarify how the band combination filter criteria in capabilityRequestFilterCommon are applied.  The agreed change indicates that the UE constructs the band combination list in accordance with the filter “if included”, but does not address the case where capabilityRequestFilterCommon is not included.

The capabilityRequestFilterCommon field is currently Need N, meaning that the UE will take no action when it is absent.  In other words, the band combination list will be populated without applying the filters, and in particular, NR-DC and NE-DC band combinations will be included.  This is not the intended behaviour; rather, the UE should behave in this situation as if the three subfields of UE-CapabilityRequestFilterCommon (omitEN-DC, includeNR-DC, and includeNE-DC) are all absent.

	
	

	Summary of change:
	Change capabilityRequestFilterCommon to Need S, and add a field description table entry to clarify that if the field is absent, it is treated as if omitEN-DC, includeNR-DC, and includeNE-DC are all absent.


Impact Analysis

Impacted 5G architecture options: Standalone, NE-DC, NR-DC

Impacted functionality:
Capability transfer

Inter-operability:
The CR affects the UE side only; no interoperability issues are foreseen.

	
	

	Consequences if not approved:
	UE may transfer spurious band combinations when capabilityRequestFilterCommon is omitted. 
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<Start of modified section>
[bookmark: _Toc20425913]–	UECapabilityEnquiry
The UECapabilityEnquiry message is used to request UE radio access capabilities for NR as well as for other RATs.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
UECapabilityEnquiry information element
-- ASN1START
-- TAG-UECAPABILITYENQUIRY-START

UECapabilityEnquiry ::=         SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        ueCapabilityEnquiry                 UECapabilityEnquiry-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UECapabilityEnquiry-IEs ::=     SEQUENCE {
    ue-CapabilityRAT-RequestList        UE-CapabilityRAT-RequestList,
    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,
    ue-CapabilityEnquiryExt             OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)                 OPTIONAL
}

UECapabilityEnquiry-v1560-IEs ::=   SEQUENCE {
    capabilityRequestFilterCommon       UE-CapabilityRequestFilterCommon                                        OPTIONAL, -- Need NS
    nonCriticalExtension                SEQUENCE{}                                                              OPTIONAL
}

-- TAG-UECAPABILITYENQUIRY-STOP
-- ASN1STOP

	UECapabilityEnquiry field descriptions

	capabilityRequestFilterCommon
Indicates the filters to be applied when the list of “candidate band combinations” is generated.  If this field is absent, the UE behaves as if it were present with all subfields absent.



<End of modified section>



	


