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	Reason for change:
	In current specification, the field description for csi-IM-ResourceSetlist is List of references to CSI-IM resources used for beam measurement and reporting in a CSI-RS resource set, but the resources are not used for beam management but for other CSI measurements, e.g. scheduling and MIMO operations. The description is not correct and should be changed to CSI measurement. Also, in the field description of nzp-CSI-RS-ResourceSetList, the purpose of the nzp-CSI-RS-ResourceSetList is not only for beam management but it is also for all types of CSI measurements, which is not accurate and requires correction.

	
	

	[bookmark: _GoBack]Summary of change:
	1. Modify the field description of csi-IM-ResourceSetlist from used for beam measurement to be used for CSI measurement.
[bookmark: OLE_LINK5][bookmark: OLE_LINK6]2. Modify the field description of the nzp-CSI-RS-ResourceSetList from used for beam measurement to be used for CSI measurement.
Impact analysis
Impacted architecture options: 
Impacted 5G architecture:NR-DC, (NG)EN-DC,SA

Impacted functionality:
CSI measurement

Inter-operability: 
If the Network is implemented according to the CR and the UE is not, there is no inter-operation problem.
If the UE is implemented according to the CR and the Network is not, there is no inter-operation problem.

	
	

	Consequences if not approved:
	It is not accurate of the field description for the parameters of csi-IM-ResourceSetlist and nzp-CSI-RS-ResourceSetList.
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[bookmark: _Toc20425972][bookmark: _Toc29321368][bookmark: _Toc36219551][bookmark: _Toc36220227][bookmark: _Toc36513647][bookmark: _Hlk535242404]–	CSI-ResourceConfig
The IE CSI-ResourceConfig defines a group of one or more NZP-CSI-RS-ResourceSet, CSI-IM-ResourceSet and/or CSI-SSB-ResourceSet.
CSI-ResourceConfig information element
-- ASN1START
-- TAG-CSI-RESOURCECONFIG-START

CSI-ResourceConfig ::=      SEQUENCE {
    csi-ResourceConfigId        CSI-ResourceConfigId,
    csi-RS-ResourceSetList      CHOICE {
        nzp-CSI-RS-SSB              SEQUENCE {
            nzp-CSI-RS-ResourceSetList  SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig)) OF NZP-CSI-RS-ResourceSetId
                                                                                                                 OPTIONAL, -- Need R
            csi-SSB-ResourceSetList     SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSetsPerConfig)) OF CSI-SSB-ResourceSetId
                                                                                                                 OPTIONAL  -- Need R
        },
        csi-IM-ResourceSetList      SEQUENCE (SIZE (1..maxNrofCSI-IM-ResourceSetsPerConfig)) OF CSI-IM-ResourceSetId
    },

    bwp-Id                      BWP-Id,
    resourceType                ENUMERATED { aperiodic, semiPersistent, periodic },
    ...
}

-- TAG-CSI-RESOURCECONFIG-STOP
-- ASN1STOP

	CSI-ResourceConfig field descriptions

	bwp-Id
The DL BWP which the CSI-RS associated with this CSI-ResourceConfig are located in (see TS 38.214 [19], clause 5.2.1.2.

	[bookmark: _Hlk9508786]csi-IM-ResourceSetList
List of references to CSI-IM resources used for beam CSI measurement and reporting in a CSI-RS resource set. Contains up to maxNrofCSI-IM-ResourceSetsPerConfig resource sets if resourceType is 'aperiodic' and 1 otherwise (see TS 38.214 [19], clause 5.2.1.2).

	csi-ResourceConfigId
Used in CSI-ReportConfig to refer to an instance of CSI-ResourceConfig.

	csi-SSB-ResourceSetList
List of references to SSB resources used for beam measurement and reporting in a CSI-RS resource set (see TS 38.214 [19], clause 5.2.1.2).

	nzp-CSI-RS-ResourceSetList
List of references to NZP CSI-RS resources used for beam CSI measurement and reporting in a CSI-RS resource set. Contains up to maxNrofNZP-CSI-RS-ResourceSetsPerConfig resource sets if resourceType is 'aperiodic' and 1 otherwise (see TS 38.214 [19], clause 5.2.1.2).

	resourceType
Time domain behavior of resource configuration (see TS 38.214 [19], clause 5.2.1.2). It does not apply to resources provided in the csi-SSB-ResourceSetList.
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