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	Reason for change:
	Current specification mandates the UE to re-evaluate relaxed measurement conditions after a cell reselection, but not after system information update of relaxed measurement parameter. This gives an impression that it is left up to UE implementation whether relaxed measurement conditions are evaluated after update of relaxed measurement parameters in system information. 

	
	

	Summary of change:
	It is clarified that the UE shall re-evaluate measurement relaxation condition(s) after system information change.

	
	

	Consequences if not approved:
	The UE may continue relaxed measurements based on the old relaxed measurement parameters after system information change.
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First Modified Subclause
[bookmark: _Toc20610837]5.2.4.2	Measurement rules for cell re-selection
Following rules are used by the UE to limit needed measurements:
-	If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, the UE may choose not to perform intra-frequency measurements.
-	Otherwise, the UE shall perform intra-frequency measurements.
-	The UE shall apply the following rules for NR inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:
-	For a NR inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current NR frequency, the UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8].
-	For a NR inter-frequency with an equal or lower reselection priority than the reselection priority of the current NR frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current NR frequency:
-	If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, the UE may choose not to perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority;
-	Otherwise, the UE shall perform measurements of NR inter-frequencies or inter-RAT frequency cells of equal or lower priority according to TS 38.133 [8].
-	If the UE supports relaxed measurement and relaxedMeasurement is present in SIB2, the UE may further relax the needed measurements, as specified in clause 5.2.4.9.
-	In case of system information change of relaxedMeasurement in SIB2, the UE shall use the changed parameters to determine if the UE may further relax the needed measurements, as specified in clause 5.2.4.9.
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