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CHANGE Begin
–	PosSI-SchedulingInfoList
-- ASN1START
-- TAG-POSSI-SCHEDULINGINFOLIST-START


PosSI-SchedulingInfoList-r16 ::= SEQUENCE {
	posSI-SchedulingInfoList-r16	SEQUENCE (SIZE (1..maxSI-Message)) OF PosSI-SchedulingInfo-r16,
	posSI-RequestConfig-r16            SI-RequestConfig		OPTIONAL  --Need R
}


PosSI-SchedulingInfo-r16 ::=	SEQUENCE {
	offsetToSI-Used-r16			ENUMERATED {true}		OPTIONAL,	-- Need R
	posSI-Periodicity-r16		ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512},
	posSIB-MappingInfo-r16		PosSIB-MappingInfo-r16,
	posSI-BroadcastStatus-r16   ENUMERATED {broadcasting, notBroadcasting},
	...
}

PosSIB-MappingInfo-r16 ::= SEQUENCE (SIZE (1..maxSIB)) OF PosSIB-Type-r16

PosSIB-Type-r16 ::= SEQUENCE {
	encrypted-r16		ENUMERATED { true }				OPTIONAL,		-- Need R
	gnss-id-r16			GNSS-ID-r16						OPTIONAL,		-- Need R
	sbas-id-r16			SBAS-ID-r16						OPTIONAL,		-- Need R
    posSibType-r16		ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6, 
[bookmark: _Hlk27994063]									 posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4, posSibType2-5, 
									 posSibType2-6, posSibType2-7, posSibType2-8,	posSibType2-9, posSibType2-10, posSibType2-11, 
									 posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15, posSibType2-16, posSibType2-17, 
									 posSibType2-18, posSibType2-19, posSibType2-20, posSibType2-21, posSibType2-22, posSibType2-23, 
									 posSibType3-1, posSibType6-1, posSibType6-2, posSibType6-3,... },
	areaScope-r16      ENUMERATED {true}                                                OPTIONAL -- Need S
}


GNSS-ID-r16 ::= SEQUENCE {
	gnss-id-r16				ENUMERATED{gps, sbas, qzss, galileo, glonass, bds, ...},
	...
}

SBAS-ID-r16 ::= SEQUENCE {
	sbas-id-r16				ENUMERATED { waas, egnos, msas, gagan, ...},
	...
}

-- TAG-POSSI-SCHEDULINGINFOLIST-STOP
-- ASN1STOP
	PosSI-SchedulingInfoList field descriptions

	encrypted
The presence of this field indicates that the pos-sib-type is encrypted as specified in TS 37.355 [XX].

	gnss-id
The presence of this field indicates that the positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [XX])

	posSi-BroadcastStatus
Indicates if the postioning SI message is being broadcasted or not. Change of posSi-BroadcastStatus should not result in system information change notifications in Short Message transmitted with P-RNTI over DCI (see clause 6.5). The value of the indication is valid until the end of the BCCH modification period when set to broadcasting.

	pos-sib-MappingInfo 
List of the posSIBs mapped to this SystemInformation message.

	posSibType
The positioning SIB type is defined in TS 37.355 [XX].

	posSi-Periodicity
Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	posSi-RequestConfig
Configuration of Msg1 resources that the UE uses for requesting positioning SI-messages for which posSi-BroadcastStatus is set to notBroadcasting..

	offsetToSI-Used
This field, if present indicates that the SI messages in PosSI-SchedulingInfoList are scheduled with an offset of 8 radio frames compared to SI messages in SchedulingInfoList. offsetToSI-Used may be present only if the shortest configured SI message periodicity for SI messages in SchedulingInfoList is 80ms.

	sbas-ID
The presence of this field indicates that the positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [XX]).




NEXT CHANGE
[bookmark: _Toc29321300][bookmark: _Toc20425904]–	RRCSystemInfoRequest
The RRCSystemInfoRequest message is used to request SI message(s) required by the UE as specified in clause 5.2.2.3.3.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to Network
RRCSystemInfoRequest message
-- ASN1START
-- TAG-RRCSYSTEMINFOREQUEST-START

RRCSystemInfoRequest ::=            SEQUENCE {
    criticalExtensions                  CHOICE {
        rrcSystemInfoRequest                RRCSystemInfoRequest-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCSystemInfoRequest-IEs ::=    SEQUENCE {
    requested-SI-List                   BIT STRING (SIZE (maxSI-Message)),  --32bits
    posReq-r16                          BOOLEAN,
    spare                               BIT STRING (SIZE (12))
}

-- TAG-RRCSYSTEMINFOREQUEST-STOP
-- ASN1STOP

	RRCSystemInfoRequest-IEs field descriptions

	requested-SI-List
[bookmark: OLE_LINK2]Contains a list of requested SI messages or a list of requested positonig SI message when the field posReq is set to 1. According to the order of entry in the list of SI messages configured by schedulingInfoList in si-SchedulingInfo in SIB1 or in the list of positioning SI messages configured by posSI-SchedulingInfoList in posSI-SchedulingInfoList-r16 in SIB1, first bit corresponds to first/leftmost listed SI message or first/leftmost listed positioning SI message, second bit corresponds to second listed SI message or second listed positioning SI message, and so on.

	posReq
The field indicate the requested type of system information. If the field is set to 1, the requested system information are the SI messages scheduled by the field posSI-ScheudlingInfoList; Otherwise, the request system information are the SI messages scheduled by the field SI-ScheudlingInfo
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