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[bookmark: _Toc20425691][bookmark: _Toc29321087][bookmark: _Toc36756680][bookmark: _Toc36836221][bookmark: _Toc36843198][bookmark: _Toc37067487]5.3.3.7	T300 expiry
[bookmark: _Toc12718214]/*start of change*/
The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;
2>	if the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
[bookmark: _Hlk34403182]2>	if the UE has connection establishment failure informaton available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
[bookmark: _Hlk34403024]3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [54], TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, TAC, physical cell id, the RSRP, and RSRQ, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results;
3>	set perRAInfoList to indicate random access failure information as specified in 5.3.10.3;
[bookmark: _Hlk34403112]3>	if the numberOfConnFail is smaller than 7:
4>	increment the numberOfConnFail by 1;
2>	inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
[bookmark: _Toc20425692][bookmark: _Toc29321088]The UE may discard the connection establishment failure information, i.e. release the UE variable VarConnEsFailReport, 48 hours after the last connection establishment failure is detected.
/*end of change*/

[bookmark: _Toc20425759][bookmark: _Toc29321155][bookmark: _Toc36756759][bookmark: _Toc36836300][bookmark: _Toc36843277][bookmark: _Toc37067566]5.3.13.5	T319 expiry or Integrity check failure from lower layers while T319 is running
/*start of change*/
The UE shall:
1>	if timer T319 expires or upon receiving Integrity check failure indication from lower layers while T319 is running:
2>	clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	if the UE has connection resume failure informaton available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	store the following connection resume failure information in the VarConnEstFailReport by setting its fields as follows:
3>	set the plmn-Identity to the PLMN selected by upper layers (see TS 23.122 [54], TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, TAC, physical cell id, the RSRP, and RSRQ, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results;
3>	set perRAInfoList to indicate random access failure information as specified in 5.3.10.3;
3>	if numberOfConnFail is smaller than 7:
4>	increment the numberOfConnFail by 1;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
[bookmark: _Toc20425760][bookmark: _Toc29321156]The UE may discard the connection resume failure information, i.e. release the UE variable VarConnEsFailReport, 48 hours after the last connection resume failure is detected.
Error! No text of specified style in document.
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[bookmark: _Toc20425864][bookmark: _Toc29321260][bookmark: _Toc36756975][bookmark: _Toc36836516][bookmark: _Toc36843493][bookmark: _Toc37067782]
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[bookmark: _Toc20425880][bookmark: _Toc29321276][bookmark: _Toc36756991][bookmark: _Toc36836532][bookmark: _Toc36843509][bookmark: _Toc37067798]6.2.2	Message definitions
/*unaffected IEs are omitted*/
/*start of change*/
[bookmark: _Toc36757035][bookmark: _Toc36836576][bookmark: _Toc36843553][bookmark: _Toc37067842]–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer information requested by the network.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
UEInformationResponse message
-- ASN1START
-- TAG-UEINFORMATIONRESPONSE-START

UEInformationResponse-r16 ::=        SEQUENCE {
    rrc-TransactionIdentifier            RRC-TransactionIdentifier,
    criticalExtensions                   CHOICE {
        ueInformationResponse-r16            UEInformationResponse-r16-IEs,
        criticalExtensionsFuture             SEQUENCE {}
    }
}

UEInformationResponse-r16-IEs ::=    SEQUENCE {
    measResultIdleEUTRA-r16              MeasResultIdleEUTRA-r16             OPTIONAL,
    measResultIdleNR-r16                 MeasResultIdleNR-r16                OPTIONAL,
    logMeasReport-r16                    LogMeasReport-r16                   OPTIONAL,
    connEstFailReport-r16                ConnEstFailReport-r16               OPTIONAL,
    ra-ReportList-r16                    RA-ReportList-r16                   OPTIONAL,
    rlf-Report-r16                       RLF-Report-r16                      OPTIONAL,
    mobilityHistoryReport-r16            MobilityHistoryReport-r16           OPTIONAL,
    lateNonCriticalExtension             OCTET STRING                        OPTIONAL,
    nonCriticalExtension                 SEQUENCE {}                         OPTIONAL
}

LogMeasReport-r16 ::=                SEQUENCE {
    absoluteTimeStamp-r16                AbsoluteTimeInfo-r16,
    traceReference-r16                   TraceReference-r16,
    traceRecordingSessionRef-r16         OCTET STRING (SIZE (2)),
    tce-Id-r16                           OCTET STRING (SIZE (1)),
    logMeasInfoList-r16                  LogMeasInfoList-r16,
    logMeasAvailable-r16                 ENUMERATED {true}                   OPTIONAL,
    logMeasAvailableBT-r16               ENUMERATED {true}                   OPTIONAL,
    logMeasAvailableWLAN-r16             ENUMERATED {true}                   OPTIONAL,
    ...
}

LogMeasInfoList-r16 ::=              SEQUENCE (SIZE (1..maxLogMeasReport-r16)) OF LogMeasInfo-r16

LogMeasInfo-r16 ::=                  SEQUENCE {
    locationInfo-r16                     LocationInfo-r16                    OPTIONAL,
    relativeTimeStamp-r16                INTEGER (0..7200),
    servCellIdentity-r16                 CGI-Info-Logging-r16,
    measResultServingCell-r16            MeasResultServingCell-r16           OPTIONAL,
    measResultNeighCells-r16             SEQUENCE {
        measResultNeighCellListNR            MeasResultListLogging2NR-r16    OPTIONAL,
        measResultNeighCellListEUTRA         MeasResultList2EUTRA-r16        OPTIONAL
    },
    anyCellSelectionDetected-r16         ENUMERATED {true}                   OPTIONAL
}

ConnEstFailReport-r16 ::=            SEQUENCE {
    measResultFailedCell-r16             MeasResultFailedCell-r16,
    locationInfo-r16                     LocationInfo-r16                    OPTIONAL,
    measResultNeighCells-r16             SEQUENCE {
        measResultNeighCellListNR            MeasResultList2NR-r16           OPTIONAL,
        measResultNeighCellListEUTRA         MeasResultList2EUTRA-r16        OPTIONAL
    },
    numberOfConnFail-r16                 INTEGER (0..7),
    perRAInfoList-r16                            PerRAInfoList-r16                   OPTIONAL,
    timeSinceFailure-r16                 TimeSinceFailure-r16,
    ...
}

MeasResultServingCell-r16 ::=        SEQUENCE {
    physCellId                           PhysCellId                          OPTIONAL,
    resultsSSB-Cell                      MeasQuantityResults                 OPTIONAL,
    resultsSSB                           SEQUENCE{
        best-ssb-Index                       SSB-Index,
        best-ssb-Results                     MeasQuantityResults             OPTIONAL,
        numberOfGoodSSB                      INTEGER (1..maxNrofSSBs-r16)    OPTIONAL
    }                                                                        OPTIONAL,
    ...
}

MeasResultFailedCell-r16 ::=         SEQUENCE {
    cgi-Info                             CGI-Info-LoggingDetailed-r16,
    physCellId-r16                       PhysCellId                          OPTIONAL,
    measResult-r16                       SEQUENCE {
        cellResults-r16                      SEQUENCE{
            resultsSSB-Cell-r16                  MeasQuantityResults         OPTIONAL
        },
        rsIndexResults-r16                   SEQUENCE{
            resultsSSB-Indexes-r16               ResultsPerSSB-IndexList     OPTIONAL
        }                                                                    OPTIONAL
    }
}

RA-ReportList-r16 ::= SEQUENCE (SIZE (1..maxRAReport-r16)) OF RA-Report-r16

RA-Report-r16 ::=                    SEQUENCE {
[bookmark: OLE_LINK70]    cellId-r16                           CGI-Info-LoggingDetailed-r16,
    absoluteFrequencyPointA-r16          ARFCN-ValueNR,
    locationAndBandwidth-r16             INTEGER (0..37949),
    subcarrierSpacing-r16                SubcarrierSpacing,
    msg1-FrequencyStart-r16              INTEGER (0..maxNrofPhysicalResourceBlocks-1),
    msg1-SubcarrierSpacing-r16           SubcarrierSpacing,
    msg1-FDM-r16                         ENUMERATED {one, two, four, eight},
    raPurpose-r16                        ENUMERATED {accessRelated, beamFailureRecovery, reconfigurationWithSync, ulUnSynchronized,
                                                    schedulingRequestFailure, noPUCCHResourceAvailable, sCellAdditionTAAdjestment,
                                                    requestForOtherSI, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},
    perRAInfoList-r16                    PerRAInfoList-r16
}

PerRAInfoList-r16 ::= SEQUENCE (SIZE (1..200)) OF PerRAInfo-r16

PerRAInfo-r16 ::=                    CHOICE {
    perRASSBInfoList-r16                 PerRASSBInfo-r16,
    perRACSI-RSInfoList-r16              PerRACSI-RSInfo-r16
}

[bookmark: _Hlk23844195]PerRASSBInfo-r16 ::=                 SEQUENCE {
    ssb-Index-r16                        SSB-Index,
    numberOfPreamblesSentOnSSB-r16       INTEGER (1..200),
[bookmark: _Hlk23945649]    perRAAttemptInfoList-r16             PerRAAttemptInfoList-r16
}

PerRACSI-RSInfo-r16 ::=              SEQUENCE {
    csi-RS-Index-r16                     CSI-RS-Index,
    numberOfPreamblesSentOnCSI-RS-r16    INTEGER (1..200),
    perRAAttemptInfoList-r16             PerRAAttemptInfoList-r16
}

PerRAAttemptInfoList-r16 ::=         SEQUENCE (SIZE (1..200)) OF PerRAAttemptInfo-r16

PerRAAttemptInfo-r16 ::=             SEQUENCE {
    contentionDetected-r16               BOOLEAN,
    dlRSRPAboveThreshold-r16             BOOLEAN,
    ...
}

[bookmark: _Hlk23316213]RLF-Report-r16 ::=                   CHOICE {
    nr-RLF-Report-r16                    SEQUENCE {
[bookmark: _Hlk23945837]        measResultLastServCell-r16           MeasResultRLFNR-r16,
        measResultNeighCells-r16             SEQUENCE {
            measResultListNR-r16                 MeasResultList2NR-r16       OPTIONAL,
            measResultListEUTRA-r16              MeasResultList2EUTRA-r16    OPTIONAL
        }                                                OPTIONAL,
        c-RNTI-r16                           RNTI-Value,
[bookmark: _Hlk23945787][bookmark: _Hlk16500598]        previousPCellId-r16                  CGI-Info-LoggingDetailed-r16    OPTIONAL,
[bookmark: _Hlk23945796][bookmark: _Hlk16496433][bookmark: _Hlk34319377]        failedPCellId-r16                    CHOICE {
            cellGlobalId-r16                     CGI-Info-LoggingDetailed-r16,
            pci-arfcn-r16                        SEQUENCE {
                physCellId-r16                       PhysCellId,
                carrierFreq-r16                      ARFCN-ValueNR
            }
        }                                                                    OPTIONAL,
[bookmark: _Hlk23945803]        reestablishmentCellId-r16            CGI-Info-Logging-r16            OPTIONAL,
[bookmark: _Hlk23945810]        timeConnFailure-r16                  INTEGER (0..1023)               OPTIONAL,
[bookmark: _Hlk23945816]        timeSinceFailure-r16                 TimeSinceFailure-r16,
[bookmark: _Hlk23945878]        connectionFailureType-r16            ENUMERATED {rlf, hof}           OPTIONAL,
[bookmark: _Hlk23945887]        rlf-Cause-r16                        ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         beamFailureRecoveryFailure, spare4, spare3, spare2, spare1},
[bookmark: _Hlk23945892]        locationInfo-r16                     LocationInfo-r16                OPTIONAL,
        absoluteFrequencyPointA-r16          ARFCN-ValueNR                   OPTIONAL,
        locationAndBandwidth-r16             INTEGER (0..37949)              OPTIONAL,
        subcarrierSpacing-r16                SubcarrierSpacing               OPTIONAL,
        msg1-FrequencyStart-r16              INTEGER (0..maxNrofPhysicalResourceBlocks-1)  OPTIONAL,
        msg1-SubcarrierSpacing-r16           SubcarrierSpacing    OPTIONAL,
        msg1-FDM-r16                         ENUMERATED {one, two, four, eight}  OPTIONAL,
        perRAInfoList-r16                    PerRAInfoList-r16               OPTIONAL,
        noSuitableCellFound-r16              ENUMERATED {true}               OPTIONAL
    },
    eutra-RLF-Report-r16                 SEQUENCE {
        failedPCellId-EUTRA                  CGI-InfoEUTRALogging,
        measResult-RLF-Report-EUTRA-r16      OCTET STRING
    }
}

MeasResultList2NR-r16 ::=            SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2NR-r16
MeasResultList2EUTRA-r16 ::=         SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2EUTRA-r16

MeasResult2NR-r16 ::=                SEQUENCE {
    ssbFrequency-r16                     ARFCN-ValueNR                       OPTIONAL,
    refFreqCSI-RS-r16                    ARFCN-ValueNR                       OPTIONAL,
    measResultList-r16                   MeasResultListNR
}

MeasResultListLogging2NR-r16 ::=     SEQUENCE(SIZE (1..maxFreq)) OF MeasResultListLoggingNR-r16
MeasResultListLoggingNR-r16 ::=      SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultLoggingNR-r16

MeasResultLoggingNR-r16 ::=          SEQUENCE {
    physCellId-r16                       PhysCellId,
    resultsSSB-Cell-r16                  MeasQuantityResults,
    numberOfGoodSSB-r16                  INTEGER (1..maxNrofSSBs-r16) OPTIONAL
}

MeasResult2EUTRA-r16 ::=             SEQUENCE {
    carrierFreq-r16                      ARFCN-ValueEUTRA,
    measResultList-r16                   MeasResultListEUTRA
}

MeasResultRLFNR-r16 ::=              SEQUENCE {
    measResult-r16                       SEQUENCE {
        cellResults-r16                      SEQUENCE{
            resultsSSB-Cell-r16                  MeasQuantityResults         OPTIONAL,
            resultsCSI-RS-Cell-r16               MeasQuantityResults         OPTIONAL
        },
        rsIndexResults-r16                   SEQUENCE{
            resultsSSB-Indexes-r16               ResultsPerSSB-IndexList     OPTIONAL,
            ssbRLMConfigBitmap-r16               BIT STRING (SIZE (64))      OPTIONAL,
            resultsCSI-RS-Indexes-r16            ResultsPerCSI-RS-IndexList  OPTIONAL,
            csi-rsRLMConfigBitmap-r16            BIT STRING (SIZE (96))      OPTIONAL
        }                                                                    OPTIONAL
    }
}

TimeSinceFailure-r16 ::= INTEGER (0..172800)

MobilityHistoryReport-r16 ::= VisitedCellInfoList-r16

-- TAG-UEINFORMATIONRESPONSE-STOP
-- ASN1STOP


