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1 Introduction
This contribution addresses N017 and N019 issue raised in Rel-16 ASN.1 RIL. N017 address a misalignment between an agreement from RAN2 #108 and what is currently reflected in RRC.  N019 raises the issue on missing raPurpose in RLFreport. 
2	Discussion 
[bookmark: _Toc20425946][bookmark: _Toc29321342][bookmark: _Toc36757086]In Rel-16, RAN2 has developed for the NR UE RACH Report the following:
· The UE can store up to 8 RA reports related to RA procedures
· The UE shall store the RACH report entries
· The stored RACH report entries can be retrieved upon receiving the UEInformationRequest message with rach-ReportReq set to “true”

Observation 1: RA reporting framework and agreements do not restrict the 8 RACH reports to correspond to only successful RA procedures. 
In RAN2 #109e the following was agreed:
· RAN2 confirms the naming requestForOtherSI as an option for raPurpose.
· The UE shall reset the entire RA Report when the UE performs a successful random access procedure to a cell belonging to a new PLMN which is not part of the current RPLMN list.

Observation 2: Request for Other SI RA procedure may end unsuccessfully without preventing the UE from reaching RRC Connected state at some later point in time.
As per current TS38.331, unsuccessful random access procedure for requestForOtherSI will not be subject to a RA Report. 
This is restricted by the following text, captured in TS38.331, regarding logging of the random access procedures by the UE into the RA Report:
5.7.10.4	Actions upon successful completion of random-access procedure

The UE shall:
1>	if the number of RA-Report stored in the RA-ReportList is less than 8, then append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:

Observation 3: NR UE RA Report only addresses random-access procedures that are successful. 
Observation 4: The agreement on resetting the RA Report does not imply the UE should log only successful random access procedures.
However, while the random access related information is to be filled upon detection of radio link failure, the restriction to log only successful random access procedures does not imply:
 5.3.10.3 Detection of radio link failure
The UE shall:
5>	if the rlf-Cause is set to randomAccessProblem or beamFailureRecoveryFailure:
6>	set the parameters associated to individual random-access attempt in the chronological order of attempts in the perRAInfoList

Though, in the section 5.3.10.3, where the UE is instructed to act on the procedural steps upon detection of radio link failure, the UE fulfils only perRAInfoList and does not include raPurpose. raPurpose inclusion is limited to contents of the standalone ra-Report only. Therefore, it appears there is no condition, when Request for Other SI as a random access purpose can be logged. 
Thus, it follows that the RA Report could possibly contain also unsuccessful RACH procedures and RLF Report raPurpose. We propose the following:

Proposal 1: Allow also logging of unsuccessful RA procedures in the NR UE RA Report.
Proposal 2: Add raPurpose to RLF Report.
Proposal 3: Agree RRC changes to fix the issue N017 and N019 as in the attached Annex.

3	Conclusion

Observation 1: RA reporting framework and agreements do not restrict the 8 RACH reports to correspond to only successful RA procedures. 
Observation 2: Request for Other SI RA procedure may end unsuccessfully. without preventing the UE from reaching RRC Connected state at some later point in time.
Observation 3: NR UE RA  Report only addresses random-access procedures that are successful. 
Observation 4: The agreement on resetting the RA Report does not imply the UE should log only successful random access procedures.
Proposal 1: Allow also logging of unsuccessful RA procedures in the NR UE RA Report.
Proposal 2: Add raPurpose to RLF Report.
Proposal 3: Agree RRC changes to fix the issue N017 and N019 as in the attached Annex.

Annex 	Text Proposal to TS38.331


Modified Subclause


[bookmark: _Toc20425751][bookmark: _Toc29321147][bookmark: _Toc36756750]5.3.10.3	Detection of radio link failure
The UE shall:
1>	if dapsConfig is configured for any DRB:
2>	upon T310 expiry in source; or
2>	upon random access problem indication from source MCG MAC; or
2>	upon indication from source MCG RLC that the maximum number of retransmissions has been reached:
3>	consider radio link failure to be detected for the source MCG i.e. source RLF;
4>	suspend all DRBs in the source;
4>	release the source connection.
1>	else:
2>	upon T310 expiry in PCell; or
2>	upon T312 expiry in PCell; or
2>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or
2>	upon indication from MCG RLC that the maximum number of retransmissions has been reached; or
2>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the MCG; or
2>	upon indication of consistent uplink LBT failures from MCG MAC:
3>	if the indication is from MCG RLC and CA duplication is configured and activated, and for the corresponding logical channel allowedServingCells only includes SCell(s):
4>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
3>	else:
4>	consider radio link failure to be detected for the MCG i.e. RLF;
4>	discard any segments of segmented RRC messages received;
4>	store the following radio link failure information in the VarRLF-Report by setting its fields as follows:
5>	clear the information included in VarRLF-Report, if any;
5>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
5>	set the measResultLastServCell to include the RSRP, RSRQ and the available SINR, of the source PCell based on the available SSB and CSI-RS measurements collected up to the moment the UE detected radio link failure;
5>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell;
5>	for each of the configured NR frequencies in which measurements are available:
6>	if the SS/PBCH block-based measurement quantities are available:
7>	set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected radio link failure;
8>	for each neighbour cell included, include the optional fields that are available;
6>	if the CSI-RS based measurement quantities are available:
7>	set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell, ordered such that the cell with highest CSI-RS RSRP is listed first if CSI-RS RSRP measurement results are available, otherwise the cell with highest CSI-RS RSRQ is listed first if CSI-RS RSRQ measurement results are available, otherwise the cell with highest CSI-RS SINR is listed first, based on the available CSI-RS based measurements collected up to the moment the UE detected radio link failure;
8>	for each neighbour cell included, include the optional fields that are available;
5>	for each of the configured EUTRA frequencies in which measurements are available:
6>	set the measResultListEUTRA in measResultNeighCells to include the best measured cells ordered such that the cell with highest RSRP is listed first if RSRP measurement results are available, otherwise the cell with highest RSRQ is listed first, and based on measurements collected up to the moment the UE detected radio link failure;
NOTE:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
5>	if detailed location information is available, set the content of locationInfo as follows:
6>	if available, set the commonLocationInfo to include the detailed location information;
6>	if available, set the bt-LocationInfo in locationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
6>	if available, set the wlan-LocationInfo in locationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
6>	if available, set the sensor-LocationInfo in locationInfo to include the sensor measurement results;
5>	set the failedPCellId to the global cell identity and the tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
5>	if an RRCReconfiguration message including the reconfigurationWithSync was received before the connection failure:
6>	if the last RRCReconfiguration message including the reconfigurationWithSync concerned an intra NR handover:
[bookmark: _Hlk34403629]7>	include the previousPCellId and set it to the global cell identity and the tracking area code of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
7>	set the timeConnFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync;
5>	set the connectionFailureType to rlf;
5>	set the c-RNTI to the C-RNTI used in the PCell;
5>	set the rlf-Cause to the trigger for detecting radio link failure;
5>	if the rlf-Cause is set to randomAccessProblem or beamFailureRecoveryFailure:
6>	set the absoluteFrequencyPointA to indicate the absolute frequency of the reference resource block associated to the random-access resources;
6>	set the locationAndBandwidth and subcarrierSpacing associated to the UL BWP of the random-access resources;
6>	set the msg1-FrequencyStart, msg1-FDM and msg1-SubcarrierSpacing associated to the random-access resources;
6>	set the raPurpose to include the purpose of triggering the random-access procedure;
6>	set the parameters associated to individual random-access attempt in the chronological order of attmepts in the perRAInfoList as follows:
7>	if the random-access resource used is associated to a SS/PBCH block, set the associated random-access parameters for the successive random-access attempts associated to the same SS/PBCH block for one or more radom-access attempts as follows:
8>	set the ssb-Index to include the SS/PBCH block index associated to the used random-access resource;
8>	set the numberOfPreamblesSentOnSSB to indicate the number of successive random access attempts associated to the SS/PBCH block; 
8>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
9>	if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
10> 	set the contentionDetected to true;
9>	else:
10>	set the contentionDetected to false;
9>	if the SS/PBCH block RSRP of the SS/PBCH block corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdSSB:
10>	set the dlRSRPAboveThreshold to true;
9>	else:
10>	set the dlRSRPAboveThreshold to false;
7>	else if the random-access resource used is associated to a CSI-RS, set the associated random-access parameters for the successive random-access attempts associated to the same CSI-RS for one or more radom-access attempts as follows:
8>	set the csi-RS-Index to include the CSI-RS index associated to the used random-access resource;
8>	set the numberOfPreamblesSentOnCSI-RS to indicate the number of successive random-access attempts associated to the CSI-RS; 
8>	for each random-access attempt performed on the random-access resource, include the following parameters in the chronological order of the random-access attempt:
9>	if contention resolution was not successful as specified in TS 38.321 [6] for the transmitted preamble:
10>	set the contentionDetected to true;
9>	else:
10>	set the contentionDetected to false;
9>	if the CSI-RS RSRP of the CSI-RS corresponding to the random-access resource used in the random-access attempt is above rsrp-ThresholdCSI-RS:
10>	 set the dlRSRPAboveThreshold to true;
9>	else:
10>	set the dlRSRPAboveThreshold to false;
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB have not been setup:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
Editor’s note: FFS if the check for SRB2 activation and the setup of one DRB is applicable to IAB nodes.
4>	else:
5>	if T316 is configured; and
5>	if SCG transmission is not suspended; and 
5>	if PSCell change is not ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
6>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
5>	else:
6>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon T312 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached; or
1>	if connected as an IAB-node, upon BH RLF failure indication received on BAP entity from the SCG;
1>	upon indication of consistent uplink LBT failures from SCG MAC:
2>	if the indication is from SCG RLC and CA duplication is configured and activated; and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else if MCG transmission is not suspended:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
2>	else:
3>	if the UE is in NR-DC:
4>	initiate the connection re-establishment procedure as specified in 5.3.7;
3>	else (the UE is in (NG)EN-DC):
4>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;

Next Modified Subclause
[bookmark: _Hlk26797390]5.7.10.4	Actions upon successful completion of random-access procedure

The UE shall:
1>	if the number of RA-Report stored in the RA-ReportList is less than 8, then append the following contents associated to the successfully completed random-access procedure as a new entry in the VarRA-Report:

Next Modified Subclause
[bookmark: _Toc20425880][bookmark: _Toc29321276][bookmark: _Toc36756991]6.2.2	Message definitions
[bookmark: _Toc36757035]–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer information requested by the network.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to network
UEInformationResponse message
-- ASN1START
-- TAG-UEINFORMATIONRESPONSE-START

UEInformationResponse-r16 ::=        SEQUENCE {
    rrc-TransactionIdentifier            RRC-TransactionIdentifier,
    criticalExtensions                   CHOICE {
        ueInformationResponse-r16            UEInformationResponse-r16-IEs,
        criticalExtensionsFuture             SEQUENCE {}
    }
}

UEInformationResponse-r16-IEs ::=    SEQUENCE {
    measResultIdleEUTRA-r16              MeasResultIdleEUTRA-r16             OPTIONAL,
    measResultIdleNR-r16                 MeasResultIdleNR-r16                OPTIONAL,
    logMeasReport-r16                    LogMeasReport-r16                   OPTIONAL,
    connEstFailReport-r16                ConnEstFailReport-r16               OPTIONAL,
    ra-ReportList-r16                    RA-ReportList-r16                   OPTIONAL,
    rlf-Report-r16                       RLF-Report-r16                      OPTIONAL,
    mobilityHistoryReport-r16            MobilityHistoryReport-r16           OPTIONAL,
    lateNonCriticalExtension             OCTET STRING                        OPTIONAL,
    nonCriticalExtension                 SEQUENCE {}                         OPTIONAL
}

LogMeasReport-r16 ::=                SEQUENCE {
    absoluteTimeStamp-r16                AbsoluteTimeInfo-r16,
    traceReference-r16                   TraceReference-r16,
    traceRecordingSessionRef-r16         OCTET STRING (SIZE (2)),
    tce-Id-r16                           OCTET STRING (SIZE (1)),
    logMeasInfoList-r16                  LogMeasInfoList-r16,
    logMeasAvailable-r16                 ENUMERATED {true}                   OPTIONAL,
    logMeasAvailableBT-r16               ENUMERATED {true}                   OPTIONAL,
    logMeasAvailableWLAN-r16             ENUMERATED {true}                   OPTIONAL,
    ...
}

LogMeasInfoList-r16 ::=              SEQUENCE (SIZE (1..maxLogMeasReport-r16)) OF LogMeasInfo-r16

LogMeasInfo-r16 ::=                  SEQUENCE {
    locationInfo-r16                     LocationInfo-r16                    OPTIONAL,
    relativeTimeStamp-r16                INTEGER (0..7200),
    servCellIdentity-r16                 CGI-Info-Logging-r16,
    measResultServingCell-r16            MeasResultServingCell-r16           OPTIONAL,
    measResultNeighCells-r16             SEQUENCE {
        measResultNeighCellListNR            MeasResultListLogging2NR-r16    OPTIONAL,
        measResultNeighCellListEUTRA         MeasResultList2EUTRA-r16        OPTIONAL
    },
    anyCellSelectionDetected-r16         ENUMERATED {true}                   OPTIONAL
}

ConnEstFailReport-r16 ::=            SEQUENCE {
    measResultFailedCell-r16             MeasResultFailedCell-r16,
    locationInfo-r16                     LocationInfo-r16                    OPTIONAL,
    measResultNeighCells-r16             SEQUENCE {
        measResultNeighCellListNR            MeasResultList2NR-r16           OPTIONAL,
        measResultNeighCellListEUTRA         MeasResultList2EUTRA-r16        OPTIONAL
    },
    numberOfConnFail-r16                 INTEGER (0..7),
    perRAInfoList-r16                            PerRAInfoList-r16                   OPTIONAL,
    timeSinceFailure-r16                 TimeSinceFailure-r16,
    ...
}

MeasResultServingCell-r16 ::=        SEQUENCE {
    physCellId                           PhysCellId                          OPTIONAL,
    resultsSSB-Cell                      MeasQuantityResults                 OPTIONAL,
    resultsSSB                           SEQUENCE{
        best-ssb-Index                       SSB-Index,
        best-ssb-Results                     MeasQuantityResults             OPTIONAL,
        numberOfGoodSSB                      INTEGER (1..maxNrofSSBs-r16)    OPTIONAL
    }                                                                        OPTIONAL,
    ...
}

MeasResultFailedCell-r16 ::=         SEQUENCE {
    cgi-Info                             CGI-Info-Logging-r16,
    physCellId-r16                       PhysCellId                          OPTIONAL,
    measResult-r16                       SEQUENCE {
        cellResults-r16                      SEQUENCE{
            resultsSSB-Cell-r16                  MeasQuantityResults         OPTIONAL
        },
        rsIndexResults-r16                   SEQUENCE{
            resultsSSB-Indexes-r16               ResultsPerSSB-IndexList     OPTIONAL
        }                                                                    OPTIONAL
    }
}

RA-ReportList-r16 ::= SEQUENCE (SIZE (1..maxRAReport-r16)) OF RA-Report-r16

RA-Report-r16 ::=                    SEQUENCE {
[bookmark: OLE_LINK70]    cellId-r16                           CGI-Info-LoggingDetailed-r16,
    absoluteFrequencyPointA-r16          ARFCN-ValueNR,
    locationAndBandwidth-r16             INTEGER (0..37949),
    subcarrierSpacing-r16                SubcarrierSpacing,
    msg1-FrequencyStart-r16              INTEGER (0..maxNrofPhysicalResourceBlocks-1),
    msg1-SubcarrierSpacing-r16           SubcarrierSpacing,
    msg1-FDM-r16                         ENUMERATED {one, two, four, eight},
    raPurpose-r16                        ENUMERATED {accessRelated, beamFailureRecovery, reconfigurationWithSync, ulUnSynchronized,
                                                    schedulingRequestFailure, noPUCCHResourceAvailable, sCellAdditionTAAdjestment,
                                                    requestForOtherSI, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},
    perRAInfoList-r16                    PerRAInfoList-r16
}

PerRAInfoList-r16 ::= SEQUENCE (SIZE (1..200)) OF PerRAInfo-r16

PerRAInfo-r16 ::=                    CHOICE {
    perRASSBInfoList-r16                 PerRASSBInfo-r16,
    perRACSI-RSInfoList-r16              PerRACSI-RSInfo-r16
}

[bookmark: _Hlk23844195]PerRASSBInfo-r16 ::=                 SEQUENCE {
    ssb-Index-r16                        SSB-Index,
    numberOfPreamblesSentOnSSB-r16       INTEGER (1..200),
[bookmark: _Hlk23945649]    perRAAttemptInfoList-r16             PerRAAttemptInfoList-r16
}

PerRACSI-RSInfo-r16 ::=              SEQUENCE {
    csi-RS-Index-r16                     CSI-RS-Index,
    numberOfPreamblesSentOnCSI-RS-r16    INTEGER (1..200),
    perRAAttemptInfoList-r16             PerRAAttemptInfoList-r16
}

PerRAAttemptInfoList-r16 ::=         SEQUENCE (SIZE (1..200)) OF PerRAAttemptInfo-r16

PerRAAttemptInfo-r16 ::=             SEQUENCE {
    contentionDetected-r16               BOOLEAN,
    dlRSRPAboveThreshold-r16             BOOLEAN,
    ...
}

[bookmark: _Hlk23316213]RLF-Report-r16 ::=                   CHOICE {
    nr-RLF-Report-r16                    SEQUENCE {
[bookmark: _Hlk23945837]        measResultLastServCell-r16           MeasResultRLFNR-r16,
        measResultNeighCells-r16             SEQUENCE {
            measResultListNR-r16                 MeasResultList2NR-r16       OPTIONAL,
            measResultListEUTRA-r16              MeasResultList2EUTRA-r16    OPTIONAL
        }                                                OPTIONAL,
        c-RNTI-r16                           RNTI-Value,
[bookmark: _Hlk23945787][bookmark: _Hlk16500598]        previousPCellId-r16                  CGI-Info-LoggingDetailed-r16    OPTIONAL,
[bookmark: _Hlk23945796][bookmark: _Hlk16496433][bookmark: _Hlk34319377]        failedPCellId-r16                    CHOICE {
            cellGlobalId-r16                     CGI-Info-LoggingDetailed-r16,
            pci-arfcn-r16                        SEQUENCE {
                physCellId-r16                       PhysCellId,
                carrierFreq-r16                      ARFCN-ValueNR
            }
        }                                                                    OPTIONAL,
[bookmark: _Hlk23945803]        reestablishmentCellId-r16            CGI-Info-Logging-r16            OPTIONAL,
[bookmark: _Hlk23945810]        timeConnFailure-r16                  INTEGER (0..1023)               OPTIONAL,
[bookmark: _Hlk23945816]        timeSinceFailure-r16                 TimeSinceFailure-r16,
[bookmark: _Hlk23945878]        connectionFailureType-r16            ENUMERATED {rlf, hof}           OPTIONAL,
[bookmark: _Hlk23945887]        rlf-Cause-r16                        ENUMERATED {t310-Expiry, randomAccessProblem, rlc-MaxNumRetx,
                                                         beamFailureRecoveryFailure, spare4, spare3, spare2, spare1},
[bookmark: _Hlk23945892]        locationInfo-r16                     LocationInfo-r16                OPTIONAL,
        absoluteFrequencyPointA-r16          ARFCN-ValueNR                   OPTIONAL,
        locationAndBandwidth-r16             INTEGER (0..37949)              OPTIONAL,
        subcarrierSpacing-r16                SubcarrierSpacing               OPTIONAL,
        msg1-FrequencyStart-r16              INTEGER (0..maxNrofPhysicalResourceBlocks-1)  OPTIONAL,
        msg1-SubcarrierSpacing-r16           SubcarrierSpacing    OPTIONAL,
        msg1-FDM-r16                         ENUMERATED {one, two, four, eight}  OPTIONAL,
        perRAInfoList-r16                    PerRAInfoList-r16               OPTIONAL,
		raPurpose-r16                        ENUMERATED {accessRelated, beamFailureRecovery, reconfigurationWithSync, ulUnSynchronized,
                                                    schedulingRequestFailure, noPUCCHResourceAvailable, sCellAdditionTAAdjestment,
                                                    requestForOtherSI, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},		OPTIONAL,

        noSuitableCellFound-r16              ENUMERATED {true}               OPTIONAL
    },
    eutra-RLF-Report-r16                 SEQUENCE {
        failedPCellId-EUTRA                  CGI-InfoEUTRALogging,
        measResult-RLF-Report-EUTRA-r16      OCTET STRING
    }
}

MeasResultList2NR-r16 ::=            SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2NR-r16
MeasResultList2EUTRA-r16 ::=         SEQUENCE(SIZE (1..maxFreq)) OF MeasResult2EUTRA-r16

MeasResult2NR-r16 ::=                SEQUENCE {
    ssbFrequency-r16                     ARFCN-ValueNR                       OPTIONAL,
    refFreqCSI-RS-r16                    ARFCN-ValueNR                       OPTIONAL,
    measResultList-r16                   MeasResultListNR
}

MeasResultListLogging2NR-r16 ::=     SEQUENCE(SIZE (1..maxFreq)) OF MeasResultListLoggingNR-r16
MeasResultListLoggingNR-r16 ::=      SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultLoggingNR-r16

MeasResultLoggingNR-r16 ::=          SEQUENCE {
    physCellId-r16                       PhysCellId,
    resultsSSB-Cell-r16                  MeasQuantityResults,
    numberOfGoodSSB-r16                  INTEGER (1..maxNrofSSBs-r16) OPTIONAL
}

MeasResult2EUTRA-r16 ::=             SEQUENCE {
    carrierFreq-r16                      ARFCN-ValueEUTRA,
    measResultList-r16                   MeasResultListEUTRA
}

MeasResultRLFNR-r16 ::=              SEQUENCE {
    measResult-r16                       SEQUENCE {
        cellResults-r16                      SEQUENCE{
            resultsSSB-Cell-r16                  MeasQuantityResults         OPTIONAL,
            resultsCSI-RS-Cell-r16               MeasQuantityResults         OPTIONAL
        },
        rsIndexResults-r16                   SEQUENCE{
            resultsSSB-Indexes-r16               ResultsPerSSB-IndexList     OPTIONAL,
            ssbRLMConfigBitmap-r16               BIT STRING (SIZE (64))      OPTIONAL,
            resultsCSI-RS-Indexes-r16            ResultsPerCSI-RS-IndexList  OPTIONAL,
            csi-rsRLMConfigBitmap-r16            BIT STRING (SIZE (96))      OPTIONAL
        }                                                                    OPTIONAL
    }
}

TimeSinceFailure-r16 ::= INTEGER (0..172800)

MobilityHistoryReport-r16 ::= VisitedCellInfoList-r16

-- TAG-UEINFORMATIONRESPONSE-STOP
-- ASN1STOP

	UEInformationResponse-IEs field descriptions

	logMeasReport
This field is used to provide the measurement results stored by the UE associated to logged MDT. 

	measResultIdleEUTRA
EUTRA measurement results performed during RRC_INACTIVE or RRC_IDLE.

	measResultIdleNR
NR measurement results performed during RRC_INACTIVE or RRC_IDLE.

	ra-Report
This field is used to provide the list of RA reports that is stored by the UE for the past up to maxRAReport-r16 number of successful random access procedrues.

	rlf-Report
This field is used to indicated the RLF report related contents.









