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START OF CHANGES
[bookmark: _Toc36810188][bookmark: _Toc36846552][bookmark: _Toc36939205][bookmark: _Toc37082185]5.6.27	UE Assistance Information for NR sidelink communication
[bookmark: _Toc20487068][bookmark: _Toc29342360][bookmark: _Toc29343499][bookmark: _Toc36566759][bookmark: _Toc36810190][bookmark: _Toc36846554][bookmark: _Toc36939207][bookmark: _Toc37082187]5.6.27.1	General



Figure 5.6.27-1: UE Assistance Information for NR sidelink communication
The purpose of this procedure is to inform the network of the configured grant assistance information for NR sidelink communication.
The initiation and the procedure for the transmission of UEAssistanceInformationNR follow the procedure specified for NR sidelink communication in subclause 5.7.4 of TS 38.331 [82].
5.7.27.2	Initiation
A UE capable of providing configured grant assistance information for NR sidelink communication in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide traffic pattern information and upon change of traffic pattern.
Upon initiating the procedure, the UE shall:
1>	if configured to provide configured grant assistance information for NR sidelink communication:
2>	set the content and initiate transmission of the UEAssistanceInformatioNR message in accordance with clause 5.7.4 of TS 38.331 [82] to provide configured grant assistance information for V2X sidelink communication.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc36810289][bookmark: _Toc36846653][bookmark: _Toc36939306][bookmark: _Toc37082286]5.10.15	Sidelink UE information for NR sidelink communication
5.10.15.1	General


Figure 5.10.15-1: Sidelink UE information for NR sidelink communication
The purpose of this procedure is to inform the network that the UE is interested or no longer interested to receive NR sidelink communication, as well as to request assignment or release of transmission resource for NR sidelink communication and to report parameters related to NR sidelink communication.
The initiation and the procedure for the transmission of SidelinkUEInformationNR follow the procedures specified for NR sidelink communication in subclause 5.X.3 of TS 38.331 [82].
[bookmark: _Toc36756918][bookmark: _Toc36836459][bookmark: _Toc36843436][bookmark: _Toc37067725]5.10.15.2	Initiation
A UE capable of NR sidelink communication that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving NR sidelink communication in several cases including upon successful connection establishment or resuming, upon change of interest, or upon change to a PCell providing SIB12 including sl-ConfigCommonNR. A UE capable of NR sidelink communication may initiate the procedure to request assignment of dedicated resources for NR sidelink communication transmission.
Upon initiating this procedure, the UE shall:
1> set the content and initiate the transmission of the SidelinkUEInformationNR according to the procedure specified for NR sidelink communication in subclause 5.8.8 of TS 38.331 [82].
NOTE:	When applying the procedure in this subclause, SystemInformationBlockType28 corresponds to SIBX specified in TS 38.331 [82].
END OF CHANGES

START OF CHANGES
[bookmark: _Toc36810290][bookmark: _Toc36846654][bookmark: _Toc36939307][bookmark: _Toc37082287]5.10.16	Sidelink synchronisation information transmission for NR sidelink communication
5.10.16.1	General


Figure 5.10.16-1: Synchronisation information transmission for NR sidelink communication, in (partial) coverage


Figure 5.10.16-2: Synchronisation information transmission for NR sidelink communication, out of coverage
The purpose of this procedure is to provide synchronisation information to a UE.
5.10.16.2	Initiation
A UE capable of NR sidelink communication shall initiate The initiation and the procedure for the transmission of sidelink SSB follow according to the conditions and the procedures specified for NR sidelink communication in subclause 5.8X.5 of TS 38.331 [82].
NOTE:	When applying the procedure in this subclause, SystemInformationBlockType28 correspond to SIBX specified in TS 38.331 [82].
END OF CHANGES
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