

	
3GPP TSG-RAN WG2 Meeting #109bis Electronic	R2-2003417
20th – 30th Apr, 2020                                                                       
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.331
	CR
	4264
	rev
	-
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of bandlist for ENDC for 5G indicator

	
	

	Source to WG:
	[bookmark: _GoBack]Huawei, HiSilicon, Telefonica, Telecom Italia S.p.A., Samsung

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2020-04-09

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In RAN #86, a LS was received from GSMA in RP-193053 requesting further work from 3GPP to enhance the existing 5G indicator handling. RAN plenary requested RAN2 to work on this in RP-193265 and RAN concluded that the following changes to the E-UTRA RRC specification are required:

1. Introduce signalling to enable a UE camped on an E-UTRA cell to be informed, with frequency band granularity, of the NR frequency bands available for configuration of EN-DC operation within the area of this cell. In the case of RAN sharing, it must be possible to provide the NR frequency bands independently per PLMN. RAN2 can involve other groups as necessary to introduce the appropriate signalling.

2. For a UE in RRC Idle (or Inactive), specify that the presence of the upperLayerIndication is only provided to upper layers if the UE supports EN-DC operation for one or more of the indicated frequency bands.

3. For a UE in RRC Connected, specify that the presence or absence of the upperLayerIndication is provided to upper layers depending on whether or not the UE is configured by RRC for EN-DC operation.


	
	

	Summary of change:
	The following changes are made:
· Add NR band information for EN-DC operation in SIB2
· Modify UE’s action on forwarding upperLayerIndication to upper layers after receiving SIB2
· Add action description of RRC_CONNECTED UE to forward upperLayerIndication to upper layers

Impact Analysis
Impacted 5G architecture options: EN-DC

Impacted functionality:
Handling of upperLayerIndication (used for 5G icon display)

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, the UE will pass the upperLayerIndication to upper layers (in order to display 5G icon) as per legacy.
2. If the UE is implemented according to the CR and the network is not, the network would not broadcast the new informations, the UE will pass the upperLayerIndication to upper layers (in order to display 5G icon) as per legacy.

	
	

	Consequences if not approved:
	A UE that doesn’t support any NR band for EN-DC in one area will pass the upperLayerIndication to upper layers (in order to display 5G icon) as per legacy. This will make the user confused.


	
	

	Clauses affected:
	5.2.2.9, 5.3.5.2, 6.3.1, 6.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20486725][bookmark: _Toc29342017][bookmark: _Toc29343156][bookmark: _Toc12745736]5.2.2.9	Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:
<Partially omitted>
1>	else:
2>	indicate to upper layers that up-CIoT-EPS-Optimisation is not present;
1> If nrBandList is not included:
2> to upper layers either forward upperLayerIndication, if present for the selected PLMN , or otherwise indicate absence of this field;
1>	else if the UE supports to operate in EN-DC using the serving cell and at least one of NR bands in nrBandList:
2>	forward upperLayerIndication to upper layers;
1>	else:
2>	indicate upper layers absence of this field;
NOTE:	upperLayerIndication is an indication to upper layers that the UE has entered a coverage area that offers 5G capabilities.
Upon receiving SystemInformationBlockType2-NB, the UE shall:
1>	apply the configuration included in the radioResourceConfigCommon;
1>	apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>	if SystemInformationBlockType22-NB is scheduled:
2>	read and act on information sent in SystemInformationBlockType22-NB;
1>	apply the specified PCCH configuration defined in 9.1.1.3.
1>	if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:
2>	not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;
	<Next modification>



[bookmark: _Toc20486797][bookmark: _Toc29342089][bookmark: _Toc29343228]5.3.5.2	Initiation
E-UTRAN may initiate the RRC connection reconfiguration procedure to a UE in RRC_CONNECTED. E-UTRAN applies the procedure as follows:
-	the mobilityControlInfo is included only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;
-	the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is included only when AS security has been activated;
-	the addition of SCells is performed only when AS security has been activated;
-	if the UE is configured to operate in EN-DC, forward upperLayerIndication to upper layers, otherwise indicates upper layers absence of this field.

	<Next modification>



[bookmark: _Toc20487242][bookmark: _Toc29342537][bookmark: _Toc29343676]6.3.1	System information blocks
[bookmark: _Toc20487243][bookmark: _Toc29342538][bookmark: _Toc29343677]–	SystemInformationBlockPos
The IE SystemInformationBlockPos contains positioning assistance data as defined in TS 36.355 [54].
SystemInformationBlockPos information element
-- ASN1START

SystemInformationBlockPos-r15 ::= SEQUENCE {
	assistanceDataSIB-Element-r15		OCTET STRING,
	lateNonCriticalExtension			OCTET STRING							OPTIONAL,
	...
}

-- ASN1STOP

	SystemInformationBlockPos field descriptions

	assistanceDataSIB-Element
Parameter AssistanceDataSIBelement defined in TS 36.355 [54]. The first/leftmost bit of the first octet contains the most significant bit.



[bookmark: _Toc20487244][bookmark: _Toc29342539][bookmark: _Toc29343678]–	SystemInformationBlockType2
The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.
NOTE:	UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=		SEQUENCE {
	ac-BarringInfo						SEQUENCE {
		ac-BarringForEmergency				BOOLEAN,
		ac-BarringForMO-Signalling			AC-BarringConfig				OPTIONAL,	-- Need OP
		ac-BarringForMO-Data				AC-BarringConfig				OPTIONAL	-- Need OP
	}																		OPTIONAL,	-- Need OP
	radioResourceConfigCommon			RadioResourceConfigCommonSIB,
	ue-TimersAndConstants				UE-TimersAndConstants,
	freqInfo							SEQUENCE {
		ul-CarrierFreq						ARFCN-ValueEUTRA				OPTIONAL,	-- Need OP
		ul-Bandwidth						ENUMERATED {n6, n15, n25, n50, n75, n100}
																			OPTIONAL,	-- Need OP
		additionalSpectrumEmission			AdditionalSpectrumEmission
	},
	mbsfn-SubframeConfigList			MBSFN-SubframeConfigList			OPTIONAL,	-- Need OR
	timeAlignmentTimerCommon			TimeAlignmentTimer,
	...,
	lateNonCriticalExtension		OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)						OPTIONAL,
	[[	ssac-BarringForMMTEL-Voice-r9		AC-BarringConfig				OPTIONAL,	-- Need OP
		ssac-BarringForMMTEL-Video-r9		AC-BarringConfig				OPTIONAL	-- Need OP
	]],
	[[	ac-BarringForCSFB-r10				AC-BarringConfig			OPTIONAL	-- Need OP
	]],
	[[	ac-BarringSkipForMMTELVoice-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForMMTELVideo-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForSMS-r12			ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringPerPLMN-List-r12			AC-BarringPerPLMN-List-r12	OPTIONAL	-- Need OP
	]],
	[[	voiceServiceCauseIndication-r12		ENUMERATED {true}			OPTIONAL	-- Need OP
	]],
	[[	acdc-BarringForCommon-r13			ACDC-BarringForCommon-r13		OPTIONAL,	-- Need OP
		acdc-BarringPerPLMN-List-r13		ACDC-BarringPerPLMN-List-r13	OPTIONAL	-- Need OP
	]],
	[[
		udt-RestrictingForCommon-r13		UDT-Restricting-r13				OPTIONAL,	-- Need OR
		udt-RestrictingPerPLMN-List-r13		UDT-RestrictingPerPLMN-List-r13	OPTIONAL,	-- Need OR
		cIoT-EPS-OptimisationInfo-r13		CIOT-EPS-OptimisationInfo-r13	OPTIONAL,	-- Need OP
		useFullResumeID-r13					ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	unicastFreqHoppingInd-r13			ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	mbsfn-SubframeConfigList-v1430		MBSFN-SubframeConfigList-v1430	OPTIONAL,	-- Need OP
		videoServiceCauseIndication-r14		ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	plmn-InfoList-r15					PLMN-InfoList-r15				OPTIONAL	-- Need OP
	]],
	[[	cp-EDT-r15							ENUMERATED {true}				OPTIONAL,	-- Need OR
		up-EDT-r15							ENUMERATED {true}				OPTIONAL,	-- Need OR
		idleModeMeasurements-r15			ENUMERATED {true}				OPTIONAL,	-- Need OR
		reducedCP-LatencyEnabled-r15		ENUMERATED {true}				OPTIONAL	-- Need OR
	]],
	[[	mbms-ROM-ServiceIndication-r15	ENUMERATED {true}				OPTIONAL	-- Need OR
	]] ，
	[[	plmn-InfoList-v15xy					PLMN-InfoList-v15xy				OPTIONAL	-- Need OR，
		bandListENDC-r15					BandListENDC-r15				OPTIONAL	-- Need OR
	]],
	[[	rlos-Enabled-r16					ENUMERATED {true}				OPTIONAL,	-- Need OR
		earlySecurityReactivation-r16		ENUMERATED {true}				OPTIONAL,	-- Need OR
		cp-EDT-5GC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
		up-EDT-5GC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
[bookmark: _Hlk21360363]		cp-PUR-EPC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
		up-PUR-EPC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
		cp-PUR-5GC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
		up-PUR-5GC-r16						ENUMERATED {true}				OPTIONAL,	-- Need OR
		mpdcch-CQI-Reporting-r16			ENUMERATED {fourBits, both}		OPTIONAL,	-- Need OR
		rai-ActivationEnh-r16				ENUMERATED {true}				OPTIONAL	-- Need OR
	]]
}

SystemInformationBlockType2-v8h0-IEs ::=	SEQUENCE {
	multiBandInfoList				SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission	OPTIONAL,	-- Need OR
	nonCriticalExtension			SystemInformationBlockType2-v9e0-IEs	OPTIONAL
}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {
	ul-CarrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL,	-- Cond ul-FreqMax
	nonCriticalExtension				SystemInformationBlockType2-v9i0-IEs					OPTIONAL
}

SystemInformationBlockType2-v9i0-IEs ::= SEQUENCE {
-- Following field is for any non-critical extensions from REL-9
	nonCriticalExtension			OCTET STRING (CONTAINING SystemInformationBlockType2-v10m0-IEs)						OPTIONAL,
	dummy		SEQUENCE {}		OPTIONAL
}

SystemInformationBlockType2-v10m0-IEs ::= SEQUENCE {
	freqInfo-v10l0						SEQUENCE {
		additionalSpectrumEmission-v10l0			AdditionalSpectrumEmission-v10l0
	}														OPTIONAL,
	multiBandInfoList-v10l0				SEQUENCE (SIZE (1..maxMultiBands)) OF
				AdditionalSpectrumEmission-v10l0				OPTIONAL,
	nonCriticalExtension		SystemInformationBlockType2-v10n0-IEs		OPTIONAL
}

SystemInformationBlockType2-v10n0-IEs ::= SEQUENCE {
-- Following field is for non-critical extensions up-to REL-12
	lateNonCriticalExtension	OCTET STRING								OPTIONAL,
	nonCriticalExtension		SystemInformationBlockType2-v13c0-IEs		OPTIONAL
}

SystemInformationBlockType2-v13c0-IEs ::= SEQUENCE {
	uplinkPowerControlCommon-v13c0	UplinkPowerControlCommon-v1310			OPTIONAL,	-- Need OR
-- Following field is for non-critical extensions from REL-13
	nonCriticalExtension			SystemInformationBlockType2-v16xy-IEs	OPTIONAL
}

SystemInformationBlockType2-v16xy-IEs ::= SEQUENCE {
	idleModeMeasurements-r16			TypeFFS					OPTIONAL,	-- Need OR
	nonCriticalExtension				SEQUENCE {}				OPTIONAL
}

BandListENDC-r15 ::=		SEQUENCE (SIZE (1.. maxBandsENDC-r15)) OF SupportedBandNR-r15


<Partially omitted>


PLMN-InfoList-r15 ::=				SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-Info-r15

PLMN-Info-r15 ::=			SEQUENCE {
[bookmark: OLE_LINK5]	upperLayerIndication-r15			ENUMERATED {true}			OPTIONAL		-- Need OR
}

PLMN-InfoList-v15xy ::=				SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-Info-v15xy

PLMN-Info-v15xy ::=			SEQUENCE {
	nrBandList					BIT STRING (SIZE(maxBandsENDC-r15))        OPTIONAL		-- Need OR
}

-- ASN1STOP


	SystemInformationBlockType2 field descriptions

	ac-BarringFactor
If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB
Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency
Access class barring for AC 10.

	ac-BarringForMO-Data
Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling
Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC
Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime
Mean access barring time value in seconds.

	acdc-BarringConfig
Barring configuration for an ACDC category. If the field is absent, access to the cell is considered as not barred for the ACDC category in accordance with clause 5.3.3.13.

	acdc-Category
Indicates the ACDC category as defined in TS 24.105 [72].

	acdc-OnlyForHPLMN
Indicates whether ACDC is applicable for UEs not in their HPLMN for the corresponding PLMN. TRUE indicates that ACDC is applicable only for UEs in their HPLMN for the corresponding PLMN. FALSE indicates that ACDC is applicable for both UEs in their HPLMN and UEs not in their HPLMN for the corresponding PLMN.

	additionalSpectrumEmission
The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42], table 6.2.4-1, for UEs neither in CE nor BL UEs and TS 36.101 [42], table 6.2.4E-1, for UEs in CE or BL UEs. NOTE 1.

	bandListENDC
A list of bands which can be configured as SCG in ENDC operation with serving cell for the indication of upperLayerIndication.

	attachWithoutPDN-Connectivity
If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	barringPerACDC-CategoryList
A list of barring information per ACDC category according to the order defined in TS 22.011 [10]. The first entry in the list corresponds to the highest ACDC category of which applications are the least restricted in access attempts at a cell, the second entry in the list corresponds to the ACDC category of which applications are restricted more than applications of the highest ACDC category in access attempts at a cell, and so on. The last entry in the list corresponds to the lowest ACDC category of which applications are the most restricted in access attempts at a cell.

	cIoT-EPS-OptimisationInfo
A list of CIoT EPS related parameters. Value 1 indicates parameters for the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates parameters for the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the value indicates paramters for PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	cp-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to establish the connection with Control plane CIoT EPS Optimisation, see TS 24.301 [35].

	cp-EDT
This field indicates whether the UE is allowed to initiate CP-EDT when connected to EPC, see 5.3.3.1b.

	cp-EDT-5GC
This field indicates whether the UE is allowed to initiate CP-EDT when connected to 5GC, see 5.3.3.1b.

	cp-PUR-5GC
This field indicates whether CP transmission using PUR is supported in the cell when connected to 5GC, see 5.3.3.1c.

	cp-PUR-EPC
This field indicates whether CP transmission using PUR is supported in the cell when connected to EPC, see 5.3.3.1c.

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	earlySecurityReactivation
If present, this field indicates that early security reactivation when resuming a suspended RRC connection as specified in 5.3.3.18 is supported.

	idleModeMeasurements
This field indicates that the eNB can process indication of idle/inactive measurements from UE.

	mbms-ROM-ServiceIndication
This field indicates whether the UE is allowed to send MBMSInterestIndication message for the purpose of indicating receive only mode MBMS service parameters.

	mbsfn-SubframeConfigList
Defines the subframes that are reserved for MBSFN in downlink.
NOTE 1. If the cell is a FeMBMS/Unicast mixed cell, EUTRAN includes mbsfn-SubframeConfigList-v1430. If a FeMBMS/Unicast mixed cell does not use sub-frames #4 or #9 as MBSFN sub-frames, mbsfn-SubframeConfigList-v1430 is still included and indicates all sub-frames as non-MBSFN sub-frames.

	mpdcch-CQI-Reporting
This field indicates if downlink channel quality reporting during random access procedure is allowed, see TS 36.321 [6]. Value 'fourBits' indicates 4-bit CQI reporting is allowed and value 'both' indicates both 2-bit and 4-bit reporting are allowed.

	multiBandInfoList
A list of AdditionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order. If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList.

	nrBandList
This field is encoded as a bitmap, where the bit N is set to “1” if the current serving cell supports EN-DC operation with the N-th NR band in bandListENDC. The bits which have no corresponding bands in bandListENDC shall be set to 0.

	plmn-IdentityIndex
Index of the PLMN across the plmn-IdentityList fields included in SIB1. Value 1 indicates the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	plmn-InfoList
If E-UTRAN includes this field, it includes the same number of entries, and listed in the same order as PLMNs across the plmn-IdentityList fields included in SIB1. I.e. the first entry corresponds to the first entry of the combined list that results from concatenating the entries included in the second to the original plmn-IdentityList field.
If E-UTRAN includes PLMN-InfoList-v15xy, it includes the same number of entries, and listed in the same order, as in plmn-InfoList (i.e. without suffix), and the IE bandListENDC-r15 shall be included as well.

	rai-ActivationEnh
This field indicates whether UE connected to EPC is allowed to indicate 2-bit RAI in the cell as specified in TS 36.321 [6].

	reducedCP-LatencyEnabled

If present, reduced control plane latency is enabled. UEs supporting reduced CP latency transmit Msg3 according to timing as specified in TS 36.213 [23] when transmitting RRCConnectionResumeRequest in Msg3.

	rlos-Enabled
Indicates whether access to RLOS is allowed as specified in TS 23.401 [41].

	ssac-BarringForMMTEL-Video
Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice
Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime
If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	unicastFreqHoppingInd
This field indicates if the UE is allowed to indicate support of frequency hopping for unicast MPDCCH/PDSCH/PUSCH as described in TS 36.321 [6]. This field is included only in the BR version of SI message carrying SystemInformationBlockType2.

	ul-Bandwidth
Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42], table 5.6-1. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq
For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42], table 5.7.3-1, applies.
For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	up-EDT
This field indicates whether the UE is allowed to initiate UP-EDT when connected to EPC, see 5.3.3.1b.

	up-EDT-5GC
This field indicates whether the UE is allowed to initiate UP-EDT when connected to 5GC, see 5.3.3.1b.

	up-PUR-5GC
This field indicates whether UP transmission using PUR is supported in the cell when connected to 5GC, see 5.3.3.1c.

	up-PUR-EPC
This field indicates whether UP transmission using PUR is supported in the cell when connected to EPC, see 5.3.3.1c.

	upperLayerIndication
Indication to be provided to upper layers.

	useFullResumeID
This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	videoServiceCauseIndication
Indicates whether the UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL video calls. 

	voiceServiceCauseIndication
Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls.



[bookmark: _Toc29343984][bookmark: _Toc29342845][bookmark: _Toc20487544]<Partially omitted>
[bookmark: _Toc20487543][bookmark: _Toc29342844][bookmark: _Toc29343983]6.4	RRC multiplicity and type constraint values
–	Multiplicity and type constraint definitions
-- ASN1START

ffsValue					INTEGER ::= 65536 -- Placeholder for all FFS value
hiFFS						INTEGER ::= 64		-- Highest value of a range that still is FFS. To be removed.
maxAccessCat-1-r15			INTEGER ::=	63	-- Maximum number of Access Categories - 1
maxACDC-Cat-r13				INTEGER ::=	16	-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13		INTEGER ::=	16	-- Maximum number of narrowbands
maxBandComb-r10				INTEGER ::=	128	-- Maximum number of band combinations.
maxBandComb-r11				INTEGER ::=	256	-- Maximum number of additional band combinations.
maxBandComb-r13				INTEGER ::=	384 -- Maximum number of band combinations in Rel-13
maxBands					INTEGER ::= 64	-- Maximum number of bands listed in EUTRA UE caps
maxBandsNR-r15				INTEGER ::= 1024	-- Maximum number of NR bands listed in EUTRA UE caps
maxBandsENDC-r15			INTEGER ::= 10	-- Maximum number of NR bands for ENDC
maxBandwidthClass-r10		INTEGER ::=	16	-- Maximum number of supported CA BW classes per band
maxBandwidthCombSet-r10		INTEGER ::=	32	-- Maximum number of bandwidth combination sets per
	
<Partially omitted>
										-- supported band combination
-- ASN1STOP
NOTE: The value of maxDRB aligns with SA2.
Editor's Note: The value of maxFreqNBIOT-r16 is FFS.
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