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1 Introduction 
This contribution will address the MDT stage 2 issue on the removal of Management Based MDT Allowed IE for NR. 
2 Discussion 
According to the LS from RAN3 [1], it has reached an agreement in RAN3 to not include Management Based MDT Allowed IE in NGAP and XnAP specifications and instead reuse Management Based MDT PLMN List IE which signals the list of PLMNs supported for Management based MDT as an indicator for signalling user consent as well for Management Based MDT.
Furthermore, the Management Based MDT Allowed IE is still needed for legacy MDT (E-UTRAN/UTRAN) and the agreement to remove this IE applies only to MDT in the NG-RAN. 

Therefore, corresponding part of TS 37.320 should be improved to meet above RAN3 agreements.

Proposal 1: Management Based MDT Allowed IE related content in TS 37.320 should be improved to meet RAN3 agreements.

Following is one option to improve the section 5.1.3 of TS 37.320:
2.1.1 5.1.3
MDT Initiation

There are two cases that RAN should initiate a MDT measurements collection task. One is that the MDT task is initiated without targeting a specific UE by the cell traffic trace, i.e. management based trace function from OAM. The other is that the MDT task is initiated towards a specific UE by the signaling trace activation messages from CN nodes, i.e. the Initial Context Setup message, the Trace Start message or the Handover request message in E-UTRAN or NR, the CN Invoke Trace message in UTRAN. The detailed procedures to transfer the MDT configurations to RAN are specified in TS 32.422 [6].
For signalling based MDT, the CN shall not initiate MDT towards a particular user unless it is allowed.
For management based MDT, the CN indicates to the RAN whether MDT is allowed to be configured by the RAN for this user considering e.g. user consent and roaming status (see TS 32.422 [6]), by providing management based MDT allowed information. For E-UTRAN/UTRAN, the MDT allowed information consists of the Management Based MDT Allowed indication and optionally the Management Based MDT PLMN List. For NR, the MDT allowed information is the Management Based MDT PLMN List. The management based MDT allowed information propagates during inter-PLMN handover if the Management Based MDT PLMN List is available and includes the target PLMN.
A UE is configured with an MDT PLMN List only if user consent is valid for the RPLMN.
3 Conclusions
In this contribution, we discuss the MDT stage 2 issue on the removal of Management Based MDT Allowed IE for NR, and made following proposal:
Proposal 1: Management Based MDT Allowed IE related content in TS 37.320 should be improved to meet RAN3 agreements.
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