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Abstract of the contribution: This contribution intended to clarify an existing ambiguity in the requirements for network reporting under AS reconfiguration failure conditions.
Discussion
During RAN2#109e meeting progress the following agreements were reached regarding UE behaviour under conditions of AS reconfiguration failure [1].

	Agreements on RRC: 

3: The RRC connected TX UE reports a new failure cause to the NW upon the reception of RRCReconfigurationFailureSidelink from the RX UE.


The current requirements in the running CR to 38.331 are noted below [2]. 
	5.x.9.1.8  Sidelink RRC reconfiguration failure
The UE shall perform the following actions upon reception of the RRCReconfigurationFailureSidelink:

1>
stop timer T400, if running;
2>
continue using the configuration used prior to corresponding RRCReconfigurationSidelink message;

1>
if UE is in RRC_CONNECTED:

2>
perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.X.3.3 or sub-clause 5.10.X in TS 36.331 [10];
Editor Notes: FFS on the need of further UE behaviors upon PC5 AS configuration failure.


With respect to the condition that a UE be in RRC_CONNECTED, since the RRC_CONNECTED state may be with a gNB not supporting support sidelink communication, this requirement should be clarified to reference the requirements in 5.3.3.1a of the running CR for RRC connection establishment for sidelink communication noted below [2].
Observation 1: A UE may be in RRC_CONNECTED, but the gNB may not support sidelink communication. 

	5.3.3.1a Conditions for establishing RRC Connection for NR sidelink communication

For NR sidelink communication an RRC connection establishment is initiated only in the following cases:

1>
if configured by upper layers to transmit NR sidelink communication and related data is available for transmission:
2>
if the frequency on which the UE is configured to transmit NR sidelink communication concerns the camped frequency; and if SIBX is provided by the cell on which the UE camps; and if the valid version of SIBX includes sl-FreqInfoList; and sl-FreqInfoList does not include sl-TxPoolSelectedNormal for the the frequency; or

2>
if the frequency on which the UE is configured to transmit NR sidelink communication is included in sl-FreqInfoList within SIBX provided by the cell on which the UE camps; and if the valid version of SIBX does not include sl-TxPoolSelectedNormal for the concerned frequency;

For V2X sidelink communication an RRC connection is initiated only when the conditions specified for V2X sidelink communication in subclause 5.3.3.1a of TS 36.331 [10] are met.
NOTE: Upper layers initiate an RRC connection. The interaction with NAS is left to UE implementation.


To clarify UE behavior for AS reconfiguration failure, clause 5.x.9.1.8 is proposed to be updated to as follows: 

	5.x.9.1.8  Sidelink RRC reconfiguration failure
The UE shall perform the following actions upon reception of the RRCReconfigurationFailureSidelink:

1>
stop timer T400, if running;
2>
continue using the configuration used prior to corresponding RRCReconfigurationSidelink message;

1>
if UE is in RRC_CONNECTED for NR sidelink communication with conditions in 5.3.3.1a met:

2>
perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.X.3.3 or sub-clause 5.10.X in TS 36.331 [10];
Editor Notes: FFS on the need of further UE behaviors upon PC5 AS configuration failure.


Proposal 1: Clarify the requirement in 5.x.9.1.8 of the running CR to 38.331 regarding Sidelink reconfiguration failure as follow, “if UE is in RRC_CONNECTED for NR sidelink communication with conditions in 5.3.3.1a met:”
Proposals
Observation 1: A UE may be in RRC_CONNECTED, but the gNB may not support sidelink communication.
Proposal 1: Clarify the requirement in 5.x.9.1.8 of the running CR to 38.331 regarding Sidelink reconfiguration failure as follow, “if UE is in RRC_CONNECTED for NR sidelink communication with conditions in 5.3.3.1a met:”
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