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[bookmark: _Toc12745335]5.3.3.8	Reception of the RRCConnectionReject by the UE
The UE shall:
1>	stop timer T300;
1>	stop timer T302, if running;
1>	reset MAC;
1>	except for NB-IoT, start timer T302, with the timer value set to the waitTime;
1>	if the UE is a NB-IoT UE; or
1>	if the extendedWaitTime is present and the UE supports delay tolerant access:
2>	forward the extendedWaitTime to upper layers;
1>	if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
NOTE:	The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.
1>	for NB-IoT, if CellSelectionInfo is included:
2>	store the dedicated offset for the frequency in CellSelectionInfo;
2>	start timer T322, with the timer value set according to the value of T322 in CellSelectionInfo;

1>	if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent to resume a suspended RRC connection:
2>	if the rrc-SuspendIndication is not present:
3>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs;
3>	discard the stored UE AS context and resumeIdentity;
3>	inform upper layers about the failure to resume the RRC connection without suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;
2>	else:
3>	if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest for EDT:
4>	perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;
3>	else:
4>	suspend SRB1;
3>	inform upper layers about the failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;
1>	else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent while in RRC_INACTIVE:
2>	release the default MAC configuration;
2>	if RRCConnectionReject is received in response to a request from upper layers:
3>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2';
2>	if RRCConnectionReject is received in response to an RRCConnectionResumeRequest:
3>	if resume is triggered by upper layers:
4>	inform upper layers about the failure to resume the RRC connection;
3>	if resume is triggered due to an RNA update:
4>	set the variable pendingRnaUpdate to 'TRUE';
3>	discard the current KeNB, KRRCenc key, KRRCint, KUPint key and KUPenc key;
3>	suspend SRB1, upon which the procedure ends;
2>	The UE shall continue to monitor RAN and CN paging while the timer T302 is running.
1>	else:
2>	release the default MAC configuration;
2>	inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT, for mobile originating CS fallback is applicable, upon which the procedure ends;
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[bookmark: _Toc12745378]5.3.8.5	T322 expiry
The UE shall:
1>	if T322 expires:
2>	discard the redirectedCarrierOffsetDedicated provided in RRCConnectionRelease message;
2>	For NB-IoT, discard the dedicatedFrequencyQoffset provided in RRCConnectionReject-NB message;

	Next change



[bookmark: _Toc12746123]6.7.2	NB-IoT Message definitions
……
[bookmark: _Toc12746133]–	RRCConnectionReject-NB
The RRCConnectionReject-NB message is used to reject the RRC connection establishment or RRC connection resume or to reject the EDT procedure.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionReject-NB message
-- ASN1START

RRCConnectionReject-NB ::=				SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionReject-r13				RRCConnectionReject-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionReject-NB-r13-IEs ::=		SEQUENCE {
	extendedWaitTime-r13					INTEGER (1..1800),
	rrc-SuspendIndication-r13				ENUMERATED {true}			OPTIONAL,	-- Need ON
	lateNonCriticalExtension				OCTET STRING				OPTIONAL,
	nonCriticalExtension					SEQUENCE {}RRCConnectionReject-NB-v1580-IEs					OPTIONAL
}

RRCConnectionRejecte-NB-v15a0-IEs ::=	SEQUENCE {
	cellSelectionInfo-NB-r15		CellSelectionInfo -NB-r15 	OPTIONAL,
	nonCriticalExtension				SEQUENCE {}		OPTIONAL 
}

CellSelectionInfo-NB-r15 ::= SEQUENCE {
	dedicatedFrequency-r15					CarrierFreq-NB-r13,
	dedicatedFrequencyQoffset-r15	ENUMERATED{
												dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,
												dB12, dB14, dB16, dB18, dB20, dB22, dB24, dB26},
	t322-r14								ENUMERATED{
												min5, min10, min20, min30, min60, min120, min180,
												spare1}
}

-- ASN1STOP

	RRCConnectionReject-NB field descriptions

	extendedWaitTime
Value in seconds.

	rrc-SuspendIndication
If present, this field indicates that the UE should remain suspended and not release its stored context.

	dedicatedFrequency
The dedicatedFrequency indicates a carrier frequency (downlink for FDD) that is used to perfom cell selection, by means of the cell Selection on the dedicated frequency after RRC connection reject as specified in TS 36.304 [4].

	dedicatedFrequencyQoffset
Parameter "Qoffsetdedicatedfrequency" in TS 36.304 [4]. For NB-IoT carrier frequencies, a UE that supports multi-band cells considers the redirectedCarrierOffsetDedicated to be common for all overlapping bands (i.e. regardless of the EARFCN that is used).

	t322
Timer T322 as described in section 7.3. Value minN corresponds to N minutes.
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[bookmark: _Toc12746233]7.3.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
NOTE1

	Transmission of RRCConnectionRequest or RRCConnectionResumeRequest or RRCEarlyDataRequest
	Reception of RRCConnectionSetup, RRCConnectionReject or RRCConnectionResume or RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
NOTE1

	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment or reception of RRCConnectionRelease including waitTime
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT or upon reception of RRCConnectionReject message for E-UTRA/5GC.
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or
reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T307
	Reception of RRCConnectionReconfiguration message including MobilityControlInfoSCG
	Successful completion of random access on the PSCell, upon initiating re-establishment and upon SCG release
	Initiate the SCG failure information procedure as specified in 5.6.13.

	T308
	Access barred due to ACDC while performing RRC connection establishment subject to ACDC
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation for ACDC as specified in 5.3.3.7

	T309
	When access attempt is barred at access barring check for an Access Category. The UE shall maintain one instance of this timer per Access Category.
	Upon entering RRC_CONNECTED, upon cell (re)selection, upon reception of RRCConnectionRelease, upon change of PCell while in RRC_CONNECTED, or upon reception of MobilityFromEUTRACommand.
	Perform the actions as specified in 5.3.16.4.

	T310
NOTE1
NOTE2
	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated and the UE is not a NB-IoT UE that supports RRC connection re-establishment for the Control Plane CIoT EPS optimisation: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
NOTE1
	[bookmark: OLE_LINK35][bookmark: OLE_LINK37]Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312
NOTE2
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T313
NOTE2
	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, when the UE enters RRC_IDLE from RRC_INACTIVE, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT) , or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T322
NOTE1
	Upon receiving redirectedCarrierOffsetDedicated included in RedirectedCarrierInfo
For NB-IoT, receiving dedicatedFrequencyQoffset included in the RRCCOnnectionReject-NB
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another frequency or RAT, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Release redirectedCarrierOffsetDedicated. 
For NB-IoT,release dedicatedFrequencyQoffse
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