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	Reason for change:
	First, in the current spec, the maximum number of entries in the list of requested SIBs is left as FFS. We think to use the maximum number of SIBs defined can be fine, i.e., maxSIB
Second, on the type of SIBs that can be requested, according to the latest 38.331, SIB10, SIB11, SIB12, SIB13, and SIB14 are introduced in Rel-16
· SIB9 contains the timing information and is currently under discussion in IIoT whether it can be requested in connected
· SIB10 contains the HRNNs of the NPNs listed for manual selection, while the dicussion in NPN concludes that manual selection is only in idle/inactive
· SIB11 constains measurement configuration in idle/inactive and in the last meeting, we have agreed that it shall not be supported. 
· SIB12-14 are SIs for V2X sidelink. Because UE in RRC_CONNECTED may need SIB12, SIB13 or SIB 14 to perform sidelink or V2X traffic, on-demand SIB12, SIB13, SIB14 in RRC_CONNECTED should be supported.

	
	

	Summary of change:
	1/ Remove the EN in the spec
2/ Change the maximum nunber of entries of SIBS can be requested from ffs to maxSIB
3/ For the enumerated, include SIB12,13, and 14 and leave extension marker.
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The DedicatedSIBRequest message is used to request SIB(s) required by the UE in RRC_CONNECTED as specified in clause 5.2.2.3.3.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
DedicatedSIBRequest message
-- ASN1START
-- TAG-DEDICATEDSIBREQUEST-START

DedicatedSIBRequest-r16 ::=      SEQUENCE {
    criticalExtensions               CHOICE {
        dedicatedSIBRequest-r16          DedicatedSIBRequest-r16-IEs,
        criticalExtensionsFuture         SEQUENCE {}
    }
}

DedicatedSIBRequest-r16-IEs ::=  SEQUENCE {
    onDemandSIB-RequestList-16       SEQUENCE {

-- Editor'a Note: The size of requestedSIB-List-r16 depends by how many SIBs will be specified in Release 16 and how to implement correctly this will be done during the ASN.1 review.
        requestedSIB-List-r16            SEQUENCE (SIZE(1..ffsValuemaxSIB)) OF SIB-ReqInfo-16
    } OPTIONAL,
    lateNonCriticalExtension         OCTET STRING             OPTIONAL,
    nonCriticalExtension             SEQUENCE {}              OPTIONAL
}

-- Editor's Note: Wheter SIB9 is in the scope of the on-demand SIB framework need to be confirmed by the IIoT WI.
-- Editor's Note: How to capture that SIB specified in DCCA WI cannot be requested on-demand is done once Rel-16 specification is availabe.
SIB-ReqInfo-16 ::=                   ENUMERATED {ffssibType12,sibType13,sibType14,...}

-- TAG-DEDICATEDSIBREQUEST-STOP
-- ASN1STOP

	DedicatedSIBRequest field descriptions

	requestedSIB-List
Contains a list the UE is allowed to request while in RRC_CONNECTED.
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