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[bookmark: _Toc510018567]FIRST CHANGE
[bookmark: _Toc36757410][bookmark: _Toc36836951][bookmark: _Toc36843928][bookmark: _Toc37068217][bookmark: _Toc12718203]6.3.5	Sidelink information elements
<Unrelated Text Omitted>

[bookmark: _Toc36757428][bookmark: _Toc36836969][bookmark: _Toc36843946][bookmark: _Toc37068235]–	SL-PDCP-Config
The IE SL-PDCP-Config is used to set the configurable PDCP parameters for a sidelink radio bearer.
SL-PDCP-Config information element
-- ASN1START
-- TAG-SL-PDCP-CONFIG-START

SL-PDCP-Config-r16 ::=       SEQUENCE {
    sl-DiscardTimer-r16          ENUMERATED {ms3, ms10, ms20, ms25, ms30, ms40, ms50, ms60, ms75, ms100, ms150, ms200,
                                 ms250, ms300, ms500, ms750, ms1500, infinity}                   OPTIONAL, -- Cond Setup
    sl-PDCP-SN-Size-r16          ENUMERATED {len12bits, len18bits}                               OPTIONAL, -- Cond Setup2
    sl-HeaderCompression-r16     CHOICE {
        notUsed-r16                  NULL,
        rohc-r16                     SEQUENCE {
            maxCID-r16                   INTEGER (1..16383)                                      DEFAULT 15,
            profiles-r16                 SEQUENCE {
                profile0x0001-r16            BOOLEAN,
                profile0x0002-r16            BOOLEAN,
                profile0x0003-r16            BOOLEAN,
                profile0x0004-r16            BOOLEAN,
                profile0x0006-r16            BOOLEAN,
                profile0x0101-r16            BOOLEAN,
                profile0x0102-r16            BOOLEAN,
                profile0x0103-r16            BOOLEAN,
                profile0x0104-r16            BOOLEAN
            }
        },
        ...
    },
    ...
}

-- TAG-SL-PDCP-CONFIG-STOP
-- ASN1STOP

<Unrelated Text Omitted>
NEXT CHANGE
6.6.2	Message definitions
<Unrelated Text Omitted>

RRCReconfigurationSidelink message
<Unrelated Text Omitted>

	RRCReconfigurationSidelink field descriptions

	sl-CSI-RS-FreqAllocation
Indicates the frequency domain position for sidelink CSI-RS.

	sl-CSI-RS-FirstSymbol
Indicates the position of first symbol of sidelink CSI-RS.

	sl-HeaderCompression
sl-HeaderCompression is configured to notUsed when a sidelink radio bearer is configured for NR SL communication using non-IP. 

	sl-LogicalChannelIdentity
Indicates the identity of the sidelink logical channel.

	sl-MappedQoS-FlowsToAddList
Indicate the QoS flows to be mapped to the configured SLRB. Each entry is indicated by the SL-PFI, which is used between UEs, as defined in TS 23.287 [55].

	sl-MappedQoS-FlowsToReleaseList
Indicate the QoS flows to be released from the configured SLRB. Each entry is indicated by the SL-PFI, which is used between UEs, as defined in TS 23.287 [55].

	sl-MeasConfig
Indicates the sidelink measurement configuration for the unicast destination.

	sl-PDCP-SN-Size
Indicates the PDCP SN size of the configured SLRB.

	sl-RLC-Mode
Indicates the RLC configurations whichi is asscicated with the configured SLRB.



<Unrelated Text Omitted>
END OF CHANGES


