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1. Overall Description:
RAN2 is now capturing updated L1 parameters into TS 38.331 for 5G V2X with NR SL, as per the updated layer 1 parameter sheet in R1-2001478. RAN2 has reached the following agreements on the configuration of some certain L1 parameters:
1. For the parameter sl-PSFCH-RB-Set in TS 38.331, V16.0,0 (corresponding to rbSetPSFCH in R1-2001478), RAN2 agreed that “The leftmost bit indicated by the bitmap refers to the lowest RB index in the resource pool.” which is to be captured in the field description of sl-PSFCH-RB-Set. 
2. For the parameters sl-MinMCS-PSSCH and sl-MaxMCS-PSSCH included in sl-ScheduledConfig in TS 38.331, V16.0.0 (corresponding to minMcs-Mode1 and maxMcs-Mode1 in R1-2001478), it is RAN2’s understanding that these two parameters (if configured) are commonly used for dynamic sidelink grant and configured sidelink grant type 1/2, and do not need to be further configured specifically for each configured sidelink grant type 1/2. 

2. Actions:
[bookmark: _GoBack]To RAN1
ACTION: 	RAN2 respectfully asks RAN1 to take above information into account and provide feedback, if any.

3. Date of Next TSG-RAN2 Meetings:
RAN2 Meeting #110 	25 – 29 May 2020	Online
RAN2 Meeting #111	24 – 28 Oct 2020	Toulouse, France
