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8.1.2
Paging
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Figure 5: Paging

8.1.2.1
General

This procedure is used to transmit paging information to selected UEs in idle mode, CELL_PCH or URA_PCH state using the paging control channel (PCCH). Upper layers in the network may request paging, to e.g. establish a signalling connection. UTRAN may initiate paging in CELL_PCH or URA_PCH state, to trigger a UE state. In addition, UTRAN may initiate paging in idle mode, CELL_PCH and URA_PCH state to trigger reading of updated system information.

8.1.2.2
Initiation 

UTRAN initiates the paging procedure by broadcasting a PAGING TYPE 1 message on an appropriate paging occasion on the PCCH. 

UTRAN may repeat paging of a UE in several paging occasions to increase the probability of proper reception of a page. 

UTRAN may page several UEs in the same paging occasion by including one IE "Paging record" for each UE in the PAGING TYPE 1 message. UTRAN may also indicate that system information has been updated, by including the value tag of the master information block in the IE "BCCH modification information" in the PAGING TYPE 1 message. In this case, UTRAN may omit the IEs "Paging record".

UTRAN shall not set more than one IE "Paging record" for same UE in one PAGING TYPE 1 message.
8.1.2.3
Reception of an PAGING TYPE 1 message by the UE

The UE shall in idle mode, CELL_PCH state and URA_PCH state receive the paging information for all its monitored paging occasions. For an UE in idle mode, the paging occasions are specified in TS 25.304 and depend on the IE "CN domain specific DRX cycle length coefficient", as specified in 8.5.7.1.1. For an UE in CELL_PCH state and URA_PCH state the paging occasions depend on the IE "UTRAN DRX Cycle length coefficient" and the IE "DRX indicator", as specified in subclause 8.5.7.3.2 and 8.5.7.3.3 respectively.

When the UE receives a PAGING TYPE 1 message, it shall check each occurrence of the IE "Paging record" 

For each included paging record the UE shall compare the included identity with the identity of the UE according to the following:

An idle mode UE shall
-
if the IE "paging originator" is CN, compare the included identities of type CN UE identity with all of its allocated CN UE identities. 
-
for each match, forward the identity and NAS transparent paging information to the upper layer entity indicated by the IE "CN domain identity".
-

-
if the IE "paging originator" is UTRAN, ignore that paging record.
A connected mode UE shall;

-
if the IE "paging originator" is UTRAN, compare the included identities of type "Connected mode identity" with its allocated U-RNTI. 
-
for each match,, the UE shall enter CELL_FACH state and perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

-
if the IE "paging originator" is CN, ignore that paging record.
If the IE "BCCH modification info" is included, the UE shall perform the actions as specified in subclause 8.1.1

8.1.3
RRC connection establishment
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Figure 6: RRC Connection Establishment, network accepts RRC connection
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Figure 7: RRC Connection Establishment, network rejects RRC connection

8.1.3.1
General

The purpose with this procedure is to establish an RRC connection. 

8.1.3.2
Initiation

The non-access stratum in the UE may request the establishment of at most one RRC connection per UE.

The UE shall transmit an RRC CONNECTION REQUEST message on the uplink CCCH, reset counter V300, and start timer T300. 

The UE shall set the IE "Establishment cause" according to indications from the non-access stratum.

The UE shall set the IE "Initial UE identity" according to subclause 8.5.1 

The UE shall indicate its capability in the IE "Initial UE capability". 

The UE shall include a measurement report, as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in system information block type 11.
8.1.11
UE dedicated paging 
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Figure 15: UE dedicated paging

8.1.11.1
General

This procedure is used to transmit dedicated paging information to one UE in connected mode in states CELL_DCH and CELL_FACH. Upper layers in the network may request initiation of paging, for e.g. to establish a signalling connection. 

8.1.11.2
Initiation 

For an UE in states CELL_DCH or CELL_FACH, UTRAN initiates the procedure by transmitting a PAGING TYPE 2 message on the DCCH. When not stated otherwise elsewhere, the UTRAN may initiate the UE dedicated paging procedure also when another RRC procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

8.1.11.3
Reception of an PAGING TYPE 2 message by the UE

When the UE receives a PAGING TYPE 2 message, it shall not affect the state of any other ongoing RRC procedures, when not stated otherwise elsewhere.

The UE shall indicate paging and forward the NAS transparent paging information and the paging record type identifier to the upper layer entity indicated by the CN domain identity.
10.1.15
PAGING TYPE 1

This message is used to send information on the paging channel. One or several UEs, in idle or connected mode, can be paged in one message, which also can contain other information.


RLC-SAP: TM 


Logical channel: PCCH


Direction: UTRAN ( UE

Information Element
Presence
Multi
IE type and reference
Semantics description

Message Type
M




UE Information elements





Paging record

0 to <Page Count>



Other information elements





BCCH modification info
O




Multi Bound
Explanation

Page Count
Number of UEs paged in the Paging Type 1 message

10.1.16
PAGING TYPE 2

This message is used to page an UE in connected mode, when using the DCCH for CN originated paging.


RLC-SAP: AM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element
Presence
Multi
IE type and reference
Semantics description

Message Type
M




UE information elements





Integrity check info
O




CN Information elements





CN domain identity
M




Paging Record Type Identifier
M

Enumerated (IMSI (GSM-MAP), TMSI (GSM-MAP)/ P-TMSI, IMSI (DS-41), TMSI (DS-41))


UE Information elements





NAS transparent paging information
M

NAS transparent paging information
10.2.3.24


10.2.3.25
Paging record

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

Paging originator
M

Enumerated (UTRAN,CN)


NAS transparent paging information
C isCN

NAS transparent paging information

10.2.3.24


CN domain identity
C isCN




CHOICE CN Identity
C idleMode




>IMSI (GSM-MAP)


IMSI (GSM-MAP)


>TMSI (GSM-MAP)


TMSI (GSM-MAP)


>P-TMSI (GSM-MAP)


P-TMSI (GSM-MAP)


>IMSI (DS-41)


TIA/EIA/IS-2000-4


>TMSI (DS-41)


TIA/EIA/IS-2000-4


U-RNTI
C connectedMode




10.2.3.24
NAS transparent paging information
NAS Transparent information in CN originated page. 
Information Element/Group name
Presence
Range
IE type and reference
Semantics description

NAS transparent paging information
M






Bitstring(3)
Setting specified in TS 24.008
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Michael Sanders, 3GPP support team, (last updated 2/09/99)
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Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).
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ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf
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