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[bookmark: _Ref462817227]Introduction
NR is being deployed in many different frequency bands compared to LTE. In order to decide which is the most suitable frequency for the UE to establish dual connectivity with or for mobility purposes is much more complicated than the similar problem in LTE. The UE needs to perform measurements on many frequencies before the ‘correct’ decision is taken for the UE based on the UE’s current radio condition.
In this contribution, we discuss the limitations of existing RRM measurement framework to perform measurements on different frequencies in an efficient way and we propose to introduce new priorities to handle the issue. 
[bookmark: _Ref178064866][bookmark: _Ref462918989]Discussion
In NR, the network may configure the UE with multiple measurements associated to one or multiple measurement objects. The UE is expected to perform measurements based on a measurement configurations to fulfill the performance requirements as stated in TS 38.133. According to the NR RRC specification TS 38.331, the UE measures and reports on the following cells:
1) The serving cell(s) - these are the PCell/PSCell and one or more SCells, if configured for a UE supporting CA.
2) Listed cells - these are cells listed within the measurement object(s).
3) Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s).
Though the UE supports measurements on several carriers, the UE might have limitations on how many inter-frequency measurements can it perform at a given time due to the limitation of the measurement gap and/or the order in which the UE performs these measurements. This limitation will impose restriction on the network as to which measurements can be configured to the UE. This limitation is explained in the following example shown in Figure 1.
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[bookmark: _Ref498420385]Figure 1 : A network deployment with multiple carriers
In the figure shown above, the network has multiple carriers and the UE supports all these carriers. There are ‘n’ carriers with the operator in this region of the network. 
The UE has established its RRC connection in the left most cell in F1 frequency. To perform a network action, e.g., finding the DC candidate or CA candidate or handover candidate, the network configures the UE with measurement configurations involving F2 to Fn associated measurement objects. In this scenario, it is up to the UE implementation to select the order in which the UE performs inter-frequency measurements.
1. [bookmark: _Toc37143689]When the network configures multiple inter-frequency measurements, it is up to the UE implementation to select the order in which measurements in different frequencies are performed.
In the above example, assume that the UE always performs measurement on Fn first as this is the lowest frequency with largest coverage and therefore, there is a high probability of finding cells on that frequency. If the reporting configuration associated to measID linked with measObject of Fn triggers the measurement report, then the network might take an action based on the measurement report. However, if the network waits longer, then the UE might get measurements associated to other frequencies, e.g., F3 as the might have performed measurements on F3 after performing measurements on Fn but still ensuring the measurement performance requirements from 38.133 are fulfilled. However, the network cannot wait too long either as this might delay the setting up of DC/CA (resulting in poor throughput) or the RLF risks for the UE might be higher if the UE is in poor radio region in F1. This is further quantified using the following signal flow graphs.


Scenario-a



Scenario-b
[bookmark: _Ref32306366]Figure 2: Two different scenarios associated to inter-frequency measurement report related network actions. 
In the Figure 2, scenario-a is when the network takes an action immediately upon receiving an inter-frequency measurement report from the UE and scenario-b is when the network takes an action with some delay after receiving an inter-frequency measurement report from the UE. In the scenario-a, we risk that most UEs might be pushed to the same frequency (Fn) thus resulting in poor network and UE performance. In the scenario-b, we risk that there will be a delay before the network action is taken thus resulting in poor performance for the UE.
1. [bookmark: _Toc37143690]If the network takes an action immediately upon receiving an inter-frequency measurement report from the UE, then there is a risk that most UEs might be pushed to the same frequency (Fn) thus resulting in poor network and UE performance.
1. [bookmark: _Toc37143691]If the network takes an action after a delay from receiving an inter-frequency measurement report from the UE, then there is a risk that the UEs will suffer from poor performance (throughput) for a longer time or increases the risk of RLF for the UE if the UE is poor radio condition.
To circumvent these limitations, different options can be considered. One way to do so is via a fixed/forced UE implementation (e.g., the UE shall always perform inter-frequency measurement in the descending order of ARFCN). However, such a method is not adoptable in different network deployment scenarios i.e., it is possible that the network wants the UE to perform measurements on low frequencies before performing measurements on high frequencies when an inter-frequency handover candidate needs to be found quickly.
1. [bookmark: _Toc37143692]Having a fixed/forced UE implementation (e.g., the UE shall always perform inter-frequency measurement in the descending order of ARFCN) is not flexible to adopt to different network deployment scenarios and the purpose of the measurements.
Having the possibility to configure different priorities to different inter-frequency measurements will provide network the freedom to configure the priorities to reflect the required use case and the associated local deployment. The priorities could be explicitly configured in the measurement object or implicitly via the order in which the measurement objects are listed. The explicit configuration is quite straightforward and do not have large overhead in terms of configuration. Therefore, we propose to have explicit priority indication for indicating the order in which different inter-frequency measurements shall be performed by the UE. 
[bookmark: _Toc37143693]The network can configure the UE to have different priorities for different measurement objects.
[bookmark: _Toc37143694]The UE shall perform the inter-frequency measurements in the order which is specified by the associated measurement objects.
[bookmark: _Toc37143695]RAN2 is kindly requested to agree the TP provided in the appendix-A and appendix-B. 

[bookmark: _Toc461106288]Conclusion
[bookmark: _Toc485398802][bookmark: _Toc485417365]In this contribution, the following observations were captured:
Observation 1	When the network configures multiple inter-frequency measurements, it is up to the UE implementation to select the order in which measurements in different frequencies are performed.
Observation 2	If the network takes an action immediately upon receiving an inter-frequency measurement report from the UE, then there is a risk that most UEs might be pushed to the same frequency (Fn) thus resulting in poor network and UE performance.
Observation 3	If the network takes an action after a delay from receiving an inter-frequency measurement report from the UE, then there is a risk that the UEs will suffer from poor performance (throughput) for a longer time or increases the risk of RLF for the UE if the UE is poor radio condition.
Observation 4	Having a fixed/forced UE implementation (e.g., the UE shall always perform inter-frequency measurement in the descending order of ARFCN) is not flexible to adopt to different network deployment scenarios and the purpose of the measurements.

In this contribution, the following proposals were captured:
Proposal 1	The network can configure the UE to have different priorities for different measurement objects.
Proposal 2	The UE shall perform the inter-frequency measurements in the order which is specified by the associated measurement objects.
Proposal 3	RAN2 is kindly requested to agree the TP provided in the appendix-A and appendix-B.
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Appendix
Appendix-A – TP to 38.331
[bookmark: _Toc20425864][bookmark: _Toc29321260]6	Protocol data units, formats and parameters (ASN.1)
[bookmark: _Toc20425917][bookmark: _Toc29321313]6.3	RRC information elements
[bookmark: _Toc20425929][bookmark: _Toc29321325]6.3.2	Radio resource control information elements
/*unaffected IEs are excluded*/
/*start of changes*/
[bookmark: _Toc20426005][bookmark: _Toc29321401]–	MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for E‑UTRA cells.
MeasObjectEUTRA information element
-- ASN1START
-- TAG-MEASOBJECTEUTRA-START

MeasObjectEUTRA::=                          SEQUENCE {
    carrierFreq                                 ARFCN-ValueEUTRA,
    allowedMeasBandwidth                        EUTRA-AllowedMeasBandwidth,
    cellsToRemoveListEUTRAN                     EUTRA-CellIndexList                                         OPTIONAL,    -- Need N
    cellsToAddModListEUTRAN                     SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-Cell         OPTIONAL,    -- Need N
    blackCellsToRemoveListEUTRAN                EUTRA-CellIndexList                                         OPTIONAL,    -- Need N
    blackCellsToAddModListEUTRAN                SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-BlackCell    OPTIONAL,    -- Need N
    eutra-PresenceAntennaPort1                  EUTRA-PresenceAntennaPort1,
    eutra-Q-OffsetRange                         EUTRA-Q-OffsetRange                                         OPTIONAL,    -- Need R
    widebandRSRQ-Meas                           BOOLEAN,
    ...,
    [[
    measObjectPriority                 INTEGER (1.. maxNrofObjectId)                          				OPTIONAL,   -- Need R
    ]]

}

EUTRA-CellIndexList ::=                     SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-CellIndex

EUTRA-CellIndex ::=                         INTEGER (1..maxCellMeasEUTRA)


EUTRA-Cell ::=                              SEQUENCE {
    cellIndexEUTRA                              EUTRA-CellIndex,
    physCellId                                  EUTRA-PhysCellId,
    cellIndividualOffset                        EUTRA-Q-OffsetRange
}


EUTRA-BlackCell ::=                         SEQUENCE {
    cellIndexEUTRA                              EUTRA-CellIndex,
    physCellIdRange                             EUTRA-PhysCellIdRange
}

-- TAG-MEASOBJECTEUTRA-STOP
-- ASN1STOP

	EUTRAN-BlackCell field descriptions

	cellIndexEUTRA
Entry index in the cell list.

	physicalCellIdRange
Physical cell identity or a range of physical cell identities.



	EUTRAN-Cell field descriptions

	physicalCellId
Physical cell identity of a cell in the cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.



	MeasObjectEUTRA field descriptions

	allowedMeasBandwidth
The maximum allowed measurement bandwidth on a carrier frequency as defined by the parameter Transmission Bandwidth Configuration "NRB" TS 36.104 [33].

	blackCellsToAddModListEUTRAN
List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveListEUTRAN
List of cells to remove from the black list of cells.

	carrierFreq
Identifies E‑UTRA carrier frequency for which this configuration is valid. Network does not configure more than one MeasObjectEUTRA for the same physical frequency, regardless of the E-ARFCN used to indicate this.

	cellsToAddModListEUTRAN
List of cells to add/ modify in the cell list.

	cellsToRemoveListEUTRAN
List of cells to remove from the cell list.

	eutra-PresenceAntennaPort1
When set to true, the UE may assume that at least two cell-specific antenna ports are used in all neighbouring cells.

	eutra-Q-OffsetRange
Used to indicate a cell, or frequency specific offset to be applied when evaluating triggering conditions for measurement reporting. The value is in dB. Value dB-24 corresponds to -24 dB, value dB-22 corresponds to -22 dB and so on.

	widebandRSRQ-Meas
If set to true, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [40]. The network may set the field to true if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise the network sets this field to false.



[bookmark: _Toc20426006][bookmark: _Toc29321402]–	MeasObjectId
The IE MeasObjectId used to identify a measurement object configuration.
MeasObjectId information element
-- ASN1START
-- TAG-MEASOBJECTID-START

MeasObjectId ::=                    INTEGER (1..maxNrofObjectId)

-- TAG-MEASOBJECTID-STOP
-- ASN1STOP

[bookmark: _Toc20426007][bookmark: _Toc29321403]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements and/or CSI-RS intra/inter-frequency measurements.
MeasObjectNR information element
-- ASN1START
-- TAG-MEASOBJECTNR-START

MeasObjectNR ::=                    SEQUENCE {
    ssbFrequency                        ARFCN-ValueNR                                           OPTIONAL,   -- Cond SSBorAssociatedSSB
    ssbSubcarrierSpacing                SubcarrierSpacing                                       OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc1                               SSB-MTC                                                 OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc2                               SSB-MTC2                                                OPTIONAL,   -- Cond IntraFreqConnected
    refFreqCSI-RS                       ARFCN-ValueNR                                           OPTIONAL,   -- Cond CSI-RS
    referenceSignalConfig               ReferenceSignalConfig,
    absThreshSS-BlocksConsolidation     ThresholdNR                                                     OPTIONAL,   -- Need R
    absThreshCSI-RS-Consolidation       ThresholdNR                                                     OPTIONAL,   -- Need R
    nrofSS-BlocksToAverage              INTEGER (2..maxNrofSS-BlocksToAverage)                          OPTIONAL,   -- Need R
    nrofCSI-RS-ResourcesToAverage       INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)                   OPTIONAL,   -- Need R
    quantityConfigIndex                 INTEGER (1..maxNrofQuantityConfig),
    offsetMO                            Q-OffsetRangeList,
    cellsToRemoveList                   PCI-List                                                        OPTIONAL,   -- Need N
    cellsToAddModList                   CellsToAddModList                                               OPTIONAL,   -- Need N
    blackCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    blackCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    whiteCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    whiteCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    ...,
    [[
    freqBandIndicatorNR                 FreqBandIndicatorNR                                             OPTIONAL,   -- Need R
    measCycleSCell                      ENUMERATED {sf160, sf256, sf320, sf512, sf640, sf1024, sf1280}  OPTIONAL    -- Need R
    ]],
    [[
    measObjectPriority                 INTEGER (1.. maxNrofObjectId)                          				OPTIONAL,   -- Need R
    ]]
}

ReferenceSignalConfig::=            SEQUENCE {
    ssb-ConfigMobility                  SSB-ConfigMobility                                              OPTIONAL,   -- Need M
    csi-rs-ResourceConfigMobility       SetupRelease { CSI-RS-ResourceConfigMobility }                  OPTIONAL    -- Need M
}

SSB-ConfigMobility::=               SEQUENCE {

    ssb-ToMeasure                           SetupRelease { SSB-ToMeasure }                              OPTIONAL,   -- Need M
    deriveSSB-IndexFromCell             BOOLEAN,
    ss-RSSI-Measurement                         SS-RSSI-Measurement                                     OPTIONAL,   -- Need M
    ...
}


Q-OffsetRangeList ::=               SEQUENCE {
    rsrpOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    sinrOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrpOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    sinrOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0
}


ThresholdNR ::=                     SEQUENCE{
    thresholdRSRP                       RSRP-Range                                                      OPTIONAL,   -- Need R
    thresholdRSRQ                       RSRQ-Range                                                      OPTIONAL,   -- Need R
    thresholdSINR                       SINR-Range                                                      OPTIONAL    -- Need R
}

CellsToAddModList ::=               SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellsToAddMod

CellsToAddMod ::=                   SEQUENCE {
    physCellId                          PhysCellId,
    cellIndividualOffset                Q-OffsetRangeList
}




-- TAG-MEASOBJECTNR-STOP
-- ASN1STOP

	CellsToAddMod field descriptions

	cellIndividualOffset
Cell individual offsets applicable to a specific cell.

	physCellId
Physical cell identity of a cell in the cell list.



	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation
Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per CSI-RS resource as described in 5.5.5.2.

	absThreshSS-BlocksConsolidation
Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per SS/PBCH block index as described in 5.5.5.2.

	blackCellsToAddModList
List of cells to add/modify in the black list of cells. It applies only to SSB resources.

	blackCellsToRemoveList
List of cells to remove from the black list of cells.

	cellsToAddModList
List of cells to add/modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list. 

	freqBandIndicatorNR
The frequency band in which the SSB and/or CSI-RS indicated in this MeasObjectNR are located and according to which the UE shall perform the RRM measurements. This field is always provided when the network configures measurements with this MeasObjectNR.

	measCycleSCell
The parameter is used only when an SCell is configured on the frequency indicated by the measObjectNR and is in deactivated state, see TS 38.133 [14]. gNB configures the parameter whenever an SCell is configured on the frequency indicated by the measObjectNR, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, value sf256 corresponds to 256 sub-frames and so on.

	measObjectPriority
The parameter is used to indicate the priority related to the measurements associated to this measurement object. If the UE is configured with multiple inter-frequency and/or inter-RAT measurements, then the UE shall use this parameter to identify the sequential order in which the inter-frequency and/or inter-RAT measurements are to be peformend. For the priority, the actual value indicates the priority with a priority value of 1 indicating the highest priority, priority value of 2 indicating the second highest priority and so on.

	nrofCSInrofCSI-RS-ResourcesToAverage
Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage
Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetMO
Offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR.

	[bookmark: _Hlk524337882]quantityConfigIndex
Indicates the n-th element of quantityConfigNR-List provided in MeasConfig.

	referenceSignalConfig
RS configuration for SS/PBCH block and CSI-RS.

	refFreqCSI-RS
Point A which is used for mapping of CSI-RS to physical resources according to TS 38.211 [16] clause 7.4.1.5.3.

	smtc1
Primary measurement timing configuration. (see clause 5.5.2.10).

	smtc2
Secondary measurement timing configuration for SS corresponding to this MeasObjectNR with PCI listed in pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value strictly shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	whiteCellsToAddModList
List of cells to add/modify in the white list of cells. It applies only to SSB resources.

	whiteCellsToRemoveList
List of cells to remove from the white list of cells.



	ReferenceSignalConfig field descriptions

	csi-rs-ResourceConfigMobility
CSI-RS resources to be used for CSI-RS based RRM measurements.

	ssb-ConfigMobility
SSB configuration for mobility (nominal SSBs, timing configuration).



	SSB-ConfigMobility field descriptions

	deriveSSB-IndexFromCell
If this field is set to true, UE assumes SFN and frame boundary alignment across cells on the same frequency carrier as specified in TS 38.133 [14]. Hence, if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, this field indicates whether the UE can utilize the timing of this serving cell to derive the index of SS block transmitted by neighbour cell. Otherwise, this field indicates whether the UE may use the timing of any detected cell on that target frequency to derive the SSB index of all neighbour cells on that frequency.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration. The first/leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not to be measured while value 1 indicates that the corresponding SS/PBCH block is to be measured (see TS 38.215 [9]). When the field is not configured the UE measures on all SS blocks. Regardless of the value of this field, SS/PBCH blocks outside of the applicable smtc are not to be measured. See TS 38.215 [9] clause 5.1.1.



	Conditional Presence
	Explanation

	CSI-RS
	This field is mandatory present if csi-rs-ResourceConfigMobility is configured, otherwise, it is absent.

	SSBorAssociatedSSB
	This field is mandatory present if ssb-ConfigMobility is configured or associatedSSB is configured in at least one cell. Otherwise, it is absent, Need R.

	IntraFreqConnected
	This field is optionally present, Need R if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, otherwise, it is absent.



/*end of changes*/



Appendix-B – TP to 36.331

Protocol data units, formats and parameters (tabular & ASN.1)
[bookmark: _Toc20487241][bookmark: _Toc29342536][bookmark: _Toc29343675]6.3	RRC information elements
[bookmark: _Toc20487403][bookmark: _Toc29342700][bookmark: _Toc29343839]6.3.5	Measurement information elements
/*Unaffected IEs are excluded*/
/*Start of changes*/
[bookmark: _Toc20487423][bookmark: _Toc29342720][bookmark: _Toc29343859]–	MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=					SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	allowedMeasBandwidth				AllowedMeasBandwidth,
	presenceAntennaPort1				PresenceAntennaPort1,
	neighCellConfig						NeighCellConfig,
	offsetFreq							Q-OffsetRange				DEFAULT dB0,
	-- Cell list
	cellsToRemoveList					CellIndexList				OPTIONAL,		-- Need ON
	cellsToAddModList					CellsToAddModList			OPTIONAL,		-- Need ON
	-- Black list
	blackCellsToRemoveList				CellIndexList				OPTIONAL,		-- Need ON
	blackCellsToAddModList				BlackCellsToAddModList		OPTIONAL,		-- Need ON
	cellForWhichToReportCGI				PhysCellId					OPTIONAL,		-- Need ON
	...,
	[[measCycleSCell-r10				MeasCycleSCell-r10		OPTIONAL,		-- Need ON
		measSubframePatternConfigNeigh-r10	MeasSubframePatternConfigNeigh-r10	OPTIONAL							-- Need ON
	]],
	[[widebandRSRQ-Meas-r11				BOOLEAN	OPTIONAL		-- Cond WB-RSRQ
	]],
	[[	altTTT-CellsToRemoveList-r12	CellIndexList				OPTIONAL,		-- Need ON
		altTTT-CellsToAddModList-r12	AltTTT-CellsToAddModList-r12	OPTIONAL,		-- Need ON
		t312-r12						CHOICE {
			release							NULL,
			setup							ENUMERATED {ms0, ms50, ms100, ms200,
											ms300, ms400, ms500, ms1000}
		}														OPTIONAL,		-- Need ON
		reducedMeasPerformance-r12		BOOLEAN					OPTIONAL,		-- Need ON
		measDS-Config-r12				MeasDS-Config-r12			OPTIONAL		-- Need ON
	]],
	[[	
		whiteCellsToRemoveList-r13		CellIndexList				OPTIONAL,		-- Need ON
		whiteCellsToAddModList-r13		WhiteCellsToAddModList-r13	OPTIONAL,		-- Need ON
		rmtc-Config-r13				RMTC-Config-r13			OPTIONAL,		-- Need ON
		carrierFreq-r13					ARFCN-ValueEUTRA-v9e0		OPTIONAL			-- Need ON
	]],
	[[	
		tx-ResourcePoolToRemoveList-r14	Tx-ResourcePoolMeasList-r14		OPTIONAL,	-- Need ON
		tx-ResourcePoolToAddList-r14	Tx-ResourcePoolMeasList-r14		OPTIONAL,	-- Need ON
		fembms-MixedCarrier-r14				BOOLEAN					OPTIONAL			-- Need ON
	]],
	[[
		measSensing-Config-r15			MeasSensing-Config-r15		OPTIONAL		-- Need ON
	]] ,
	[[
		measObjectPriority            INTEGER (1.. maxObjectId)   OPTIONAL,   -- Need ON
	]]
}

MeasObjectEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0
}

CellsToAddModList ::=				SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellId							PhysCellId,
	cellIndividualOffset				Q-OffsetRange
}

BlackCellsToAddModList ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellIdRange						PhysCellIdRange
}

MeasCycleSCell-r10 ::=				ENUMERATED {sf160, sf256, sf320, sf512,
													sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=	CHOICE {
	release									NULL,
	setup									SEQUENCE {
		measSubframePatternNeigh-r10			MeasSubframePattern-r10,
		measSubframeCellList-r10				MeasSubframeCellList-r10	OPTIONAL	-- Cond always
	}
}

MeasSubframeCellList-r10 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

AltTTT-CellsToAddModList-r12 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF AltTTT-CellsToAddMod-r12

AltTTT-CellsToAddMod-r12 ::=	SEQUENCE {
	cellIndex-r12							INTEGER (1..maxCellMeas),
	physCellIdRange-r12						PhysCellIdRange
}

WhiteCellsToAddModList-r13 ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF WhiteCellsToAddMod-r13

WhiteCellsToAddMod-r13 ::=	SEQUENCE {
	cellIndex-r13							INTEGER (1..maxCellMeas),
	physCellIdRange-r13						PhysCellIdRange
}

RMTC-Config-r13 ::=	CHOICE {
	release								NULL,
	setup								SEQUENCE {
		rmtc-Period-r13					ENUMERATED {ms40, ms80, ms160, ms320, ms640},
		rmtc-SubframeOffset-r13			INTEGER(0..639)					OPTIONAL,		-- Need ON
		measDuration-r13				ENUMERATED {sym1, sym14, sym28, sym42, sym70},
		...
	}
}

Tx-ResourcePoolMeasList-r14 ::=	SEQUENCE (SIZE (1..maxSL-PoolToMeasure-r14)) OF SL-V2X-TxPoolReportIdentity-r14

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	altTTT-CellsToAddModList
List of cells to add/ modify in the cell list for which the alternative time to trigger specified by alternativeTimeToTrigger in reportConfigEUTRA, if configured, applies.

	altTTT-CellsToRemoveList
List of cells to remove from the list of cells for alternative time to trigger.

	blackCellsToAddModList
List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList
List of cells to remove from the black list of cells.

	carrierFreq
Identifies E‑UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the E-ARFCN used to indicate this. CarrierFreq-r13 is included only when the extension list measObjectToAddModListExt-r13 is used. If carrierFreq-r13 is present, carrierFreq (i.e., without suffix) shall be set to value maxEARFCN.

	cellIndex
Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset
Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList
List of cells to add/ modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list.

	fembms-MixedCarrier
If this field is set to TRUE, the cells on the carrier frequency indicated by the measObject are FeMBMS/Unicast-mixed cells.

	measCycleSCell
The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, see TS 36.133 [16], clause 8.3.3. E-UTRAN configures the parameter whenever an SCell is configured on the frequency indicated by the measObject, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measDS-Config
Parameters applicable to discovery signals measurement on the carrier frequency indicated by carrierFreq.

	measDuration
Number of consecutive symbols for which the Physical Layer reports samples of RSSI, see TS 36.214 [48]. Value sym1 corresponds to one symbol, sym14 corresponds to 14 symbols, and so on.

	measSubframeCellList
List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes, and have the same special subframe configuration as PCell.

	offsetFreq
Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId
Physical cell identity of a cell in the cell list.

	physCellIdRange
Physical cell identity or a range of physical cell identities.

	reducedMeasPerformance
If set to TRUE, the EUTRA carrier frequency is configured for reduced measurement performance, otherwise it is configured for normal measurement performance, see TS 36.133 [16].

	rmtc-Config
Parameters applicable to RSSI and channel occupancy measurement on the carrier frequency indicated by carrierFreq.

	rmtc-Period
Indicates the RSSI measurement timing configuration (RMTC) periodicity for this frequency. Value ms40 corresponds to 40 ms periodicity, ms80 corresponds to 80 ms periodicity and so on, see TS 36.214 [48].

	rmtc-SubframeOffset
Indicates the RSSI measurement timing configuration (RMTC) subframe offset for this frequency. The value of rmtc-SubframeOffset should be smaller than the value of rmtc-Period, see TS 36.214 [48]. For inter-frequency measurements, this field is optional present and if it is not configured, the UE chooses a random value as rmtc-SubframeOffset for measDuration which shall be selected to be between 0 and the configured rmtc-Period with equal probability.

	t312
The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	tx-ResourcePoolToAddList
List of transmission pools identities to be added to the list of pools configured for CBR measurements and for which poolReportId is included in SL-V2X-ConfigDedicated, SystemInformationBlockType21 or SystemInformationBlockType26.

	tx-ResourcePoolToRemoveList
List of transmission resource pools identities to be removed from the list of pools configured for CBR measurements and for which poolReportId is included in SL-V2X-ConfigDedicated, SystemInformationBlockType21 or SystemInformationBlockType26.

	widebandRSRQ-Meas
If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16].

	whiteCellsToAddModList
List of cells to add/modify in the white list of cells.

	whiteCellsToRemoveList
List of cells to remove from the white list of cells.



	Conditional presence
	Explanation

	always
	The field is mandatory present.

	WB-RSRQ
	The field is optionally present, need ON, if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present and the UE shall delete any existing value for this field, if configured.



[bookmark: _Toc20487424][bookmark: _Toc29342721][bookmark: _Toc29343860]–	MeasObjectGERAN
The IE MeasObjectGERAN specifies information applicable for inter-RAT GERAN neighbouring frequencies.
MeasObjectGERAN information element
-- ASN1START

[bookmark: OLE_LINK50][bookmark: OLE_LINK51]MeasObjectGERAN ::=					SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	offsetFreq							Q-OffsetRangeInterRAT		DEFAULT 0,
	ncc-Permitted						BIT STRING(SIZE (8))		DEFAULT '11111111'B,
	cellForWhichToReportCGI				PhysCellIdGERAN				OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	MeasObjectGERAN field descriptions

	ncc-Permitted
Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if a BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	carrierFreqs
If E-UTRAN includes cellForWhichToReportCGI, it includes only one GERAN ARFCN value in carrierFreqs.



[bookmark: _Toc20487425][bookmark: _Toc29342722][bookmark: _Toc29343861]–	MeasObjectId
The IE MeasObjectId used to identify a measurement object configuration.
MeasObjectId information element
-- ASN1START

MeasObjectId ::=					INTEGER (1..maxObjectId)

MeasObjectId-v1310 ::=			INTEGER (maxObjectId-Plus1-r13..maxObjectId-r13)

MeasObjectId-r13 ::=				INTEGER (1..maxObjectId-r13)

-- ASN1STOP

[bookmark: _Toc20487426][bookmark: _Toc29342723][bookmark: _Toc29343862]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for inter-RAT NR neighbouring cells.
MeasObjectNR information element
-- ASN1START

MeasObjectNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	rs-ConfigSSB-r15					RS-ConfigSSB-NR-r15,
	threshRS-Index-r15					ThresholdListNR-r15				OPTIONAL,		-- Need OR
	maxRS-IndexCellQual-r15				MaxRS-IndexCellQualNR-r15		OPTIONAL,		-- Need OR
	offsetFreq-r15						Q-OffsetRangeInterRAT			DEFAULT 0,
	blackCellsToRemoveList-r15			CellIndexList					OPTIONAL,		-- Need ON
	blackCellsToAddModList-r15			CellsToAddModListNR-r15			OPTIONAL,		-- Need ON
	quantityConfigSet-r15				INTEGER (1.. maxQuantSetsNR-r15),
	cellsForWhichToReportSFTD-r15		SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellIdNR-r15	OPTIONAL,	-- Need OR
	...,
	[[	cellForWhichToReportCGI-r15			PhysCellIdNR-r15				OPTIONAL,	-- Need ON
		deriveSSB-IndexFromCell-r15			BOOLEAN							OPTIONAL,	-- Need ON
		ss-RSSI-Measurement-r15				SS-RSSI-Measurement-r15			OPTIONAL,	-- Need ON
		bandNR-r15					CHOICE {
			release						NULL,
			setup						FreqBandIndicatorNR-r15
		}																OPTIONAL	-- Need ON
	]],
	[[
		measObjectPriority            INTEGER (1.. maxObjectId)   OPTIONAL,   -- Need ON
	]]
}

RS-ConfigSSB-NR-r15 ::=			SEQUENCE {
	measTimingConfig-r15			MTC-SSB-NR-r15,

	subcarrierSpacingSSB-r15	ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	...,
	[[	ssb-ToMeasure-r15			CHOICE {
			release						NULL,
			setup						SSB-ToMeasure-r15
		}											OPTIONAL	-- Need ON
	]]
}

CellsToAddModListNR-r15 ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r15

CellsToAddModNR-r15 ::=			SEQUENCE {
	cellIndex-r15					INTEGER (1..maxCellMeas),
	physCellId-r15					PhysCellIdNR-r15
}

-- ASN1STOP

	MeasObjectNR field descriptions

	bandNR
Indicates the frequency band of the NR carrier frequency configured in this MeasObjectNR. This field is always set to setup when the network configures measurements with this MeasObjectNR.

	carrierFreq
Identifies the SSB frequency to be measured. E-UTRAN does not configure more than one measurement object for the same SSB frequency.

	deriveSSB-IndexFromCell
The field indicates whether the UE may use, to derive the SSB index of a cell on the indicated SSB frequency and subcarrier spacing, the timing of the NR serving cell with the same SSB frequency and subcarrier spacing if configured. Otherwise, the field indicates whether the UE may use the timing of any detected cell with the same SSB frequency and subcarrier spacing.

	measObjectPriority
The parameter is used to indicate the priority related to the measurements associated to this measurement object. If the UE is configured with multiple inter-frequency and/or inter-RAT measurements, then the UE shall use this parameter to identify the sequential order in which the inter-frequency and/or inter-RAT measurements are to be peformend. For the priority, the actual value indicates the priority with a priority value of 1 indicating the highest priority, priority value of 2 indicating the second highest priority and so on.

	quantityConfigSet
Indicates the n-th element of quantityConfigNRList provided in MeasConfig.

	rs-ConfigSSB
Indicates the SSB configuration for measuring the set of SS blocks within the SMTC measurement duration.

	threshRS-Index
List of thresholds for consolidation of L1 measurements per RS index.



/*End of changes*/
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