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1st change





1st  change

[bookmark: _Toc20425929][bookmark: _Toc29321325][bookmark: _Toc36757060][bookmark: _Toc36836601][bookmark: _Toc36843578][bookmark: _Toc37067867]6.3.2	Radio resource control information elements
<Skip unrelated parts>
[bookmark: _Toc20426000][bookmark: _Toc29321396][bookmark: _Toc36757154][bookmark: _Toc36836695][bookmark: _Toc36843672][bookmark: _Toc37067961]–	MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.
MeasConfig information element
-- ASN1START
-- TAG-MEASCONFIG-START

MeasConfig ::=                      SEQUENCE {
    measObjectToRemoveList              MeasObjectToRemoveList                                              OPTIONAL,   -- Need N
    measObjectToAddModList              MeasObjectToAddModList                                              OPTIONAL,   -- Need N
    reportConfigToRemoveList            ReportConfigToRemoveList                                            OPTIONAL,   -- Need N
    reportConfigToAddModList            ReportConfigToAddModList                                            OPTIONAL,   -- Need N
    measIdToRemoveList                  MeasIdToRemoveList                                                  OPTIONAL,   -- Need N
    measIdToAddModList                  MeasIdToAddModList                                                  OPTIONAL,   -- Need N
    s-MeasureConfig                     CHOICE {
        ssb-RSRP                            RSRP-Range,
        csi-RSRP                            RSRP-Range
    }                                                                                                       OPTIONAL,   -- Need M
    quantityConfig                      QuantityConfig                                                      OPTIONAL,   -- Need M
    measGapConfig                       MeasGapConfig                                                       OPTIONAL,   -- Need M
    measGapSharingConfig                MeasGapSharingConfig                                                OPTIONAL,   -- Need M
    ...,
    [[
    interFreqMeasWithoutGap-r16         ENUMERATED {enabled}                                                OPTIONAL    -- Need R
    ]]
}

MeasObjectToRemoveList ::=              SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId

MeasIdToRemoveList ::=                  SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasId

ReportConfigToRemoveList ::=            SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- TAG-MEASCONFIG-STOP
-- ASN1STOP

	MeasConfig field descriptions

	interFreqMeasWithoutGap
Indicates whether the UE shall perform SSB based inter-frequency measurement outside the configured measurement gap while the target SSB is completely contained in the active BWP of the UE as specified in TS 38.133 [14].

	measGapConfig
Used to setup and release measurement gaps in NR.

	measIdToAddModList
List of measurement identities to add and/or modify.

	measIdToRemoveList
List of measurement identities to remove.

	measObjectToAddModList
List of measurement objects to add and/or modify.

	measObjectToRemoveList
List of measurement objects to remove.

	reportConfigToAddModList
List of measurement reporting configurations to add and/or modify.

	reportConfigToRemoveList
List of measurement reporting configurations to remove.

	s-MeasureConfig
Threshold for NR SpCell RSRP measurement controlling when the UE is required to perform measurements on non-serving cells. Choice of ssb-RSRP corresponds to cell RSRP based on SS/PBCH block and choice of csi-RSRP corresponds to cell RSRP of CSI-RS. 

	[bookmark: _Hlk524337726]measGapSharingConfig
Specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.






2nd change

[bookmark: _Toc20426144]6.3.3	UE capability information elements
<Skip unrelated parts>
[bookmark: _Toc20426172][bookmark: _Toc29321569][bookmark: _Toc36757360][bookmark: _Toc36836901][bookmark: _Toc36843878][bookmark: _Toc37068167]–	MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).
MeasAndMobParameters information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {
    measAndMobParametersCommon              MeasAndMobParametersCommon              OPTIONAL,
    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,
    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {
    supportedGapPattern                     BIT STRING (SIZE (22))                  OPTIONAL,
    ssb-RLM                                 ENUMERATED {supported}                  OPTIONAL,
    ssb-AndCSI-RS-RLM                       ENUMERATED {supported}                  OPTIONAL,
    ...,
    [[
    eventB-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,
    handoverFDD-TDD                         ENUMERATED {supported}                  OPTIONAL,
    eutra-CGI-Reporting                     ENUMERATED {supported}                  OPTIONAL,
    nr-CGI-Reporting                        ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    independentGapConfig                    ENUMERATED {supported}                  OPTIONAL,
    periodicEUTRA-MeasAndReport             ENUMERATED {supported}                  OPTIONAL,
    handoverFR1-FR2                         ENUMERATED {supported}                  OPTIONAL,
    maxNumberCSI-RS-RRM-RS-SINR             ENUMERATED {n4, n8, n16, n32, n64, n96} OPTIONAL
    ]],
    [[
    nr-CGI-Reporting-ENDC                   ENUMERATED {supported}                  OPTIONAL
    ]]
}

MeasAndMobParametersXDD-Diff ::=            SEQUENCE {
    intraAndInterF-MeasAndReport        ENUMERATED {supported}                      OPTIONAL,
    eventA-MeasAndReport                ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    handoverInterF                      ENUMERATED {supported}                      OPTIONAL,
    handoverLTE-EPC                     ENUMERATED {supported}                      OPTIONAL,
    handoverLTE-5GC                     ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    sftd-MeasNR-Neigh                   ENUMERATED {supported}                      OPTIONAL,
    sftd-MeasNR-Neigh-DRX               ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    eutra-AutonomousGaps-r16            ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGaps-r16               ENUMERATED {supported}                      OPTIONAL,
    nr-AutonomousGaps-ENDC-r16          ENUMERATED {supported}                      OPTIONAL,
    handoverUTRA-FDD-r16                ENUMERATED {supported}                      OPTIONAL
    ]]

}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {
    ss-SINR-Meas                                ENUMERATED {supported}              OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithSSB                ENUMERATED {supported}              OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithoutSSB             ENUMERATED {supported}              OPTIONAL,
    csi-SINR-Meas                               ENUMERATED {supported}              OPTIONAL,
    csi-RS-RLM                                  ENUMERATED {supported}              OPTIONAL,
    ...,
    [[
    handoverInterF                              ENUMERATED {supported}              OPTIONAL,
    handoverLTE-EPC                             ENUMERATED {supported}              OPTIONAL,
    handoverLTE-5GC                             ENUMERATED {supported}              OPTIONAL
    ]],
    [[
    maxNumberResource-CSI-RS-RLM                ENUMERATED {n2, n4, n6, n8}         OPTIONAL
    ]],
    [[
    simultaneousRxDataSSB-DiffNumerology        ENUMERATED {supported}              OPTIONAL
    ]],
    [[
    nr-AutonomousGaps-r16                       ENUMERATED {supported}              OPTIONAL,
    nr-AutonomousGaps-ENDC-r16                  ENUMERATED {supported}              OPTIONAL,
    handoverUTRA-FDD-r16                        ENUMERATED {supported}              OPTIONAL,
    interF-MeasWithoutGap                       ENUMERATED {supported}              OPTIONAL,
    simultaneousRxDataInterSSB-DiffNumerology   ENUMERATED {supported}              OPTIONAL
    ]]

}

-- TAG-MEASANDMOBPARAMETERS-STOP
-- ASN1STOP

[bookmark: _Toc20426173][bookmark: _Toc29321570][bookmark: _Toc36757361][bookmark: _Toc36836902][bookmark: _Toc36843879][bookmark: _Toc37068168]–	MeasAndMobParametersMRDC
The IE MeasAndMobParametersMRDC is used to convey capability parameters related to RRM measurements and RRC mobility.
MeasAndMobParametersMRDC information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERSMRDC-START

MeasAndMobParametersMRDC ::=            SEQUENCE {
    measAndMobParametersMRDC-Common         MeasAndMobParametersMRDC-Common                 OPTIONAL,
    measAndMobParametersMRDC-XDD-Diff       MeasAndMobParametersMRDC-XDD-Diff               OPTIONAL,
    measAndMobParametersMRDC-FRX-Diff       MeasAndMobParametersMRDC-FRX-Diff               OPTIONAL
}

MeasAndMobParametersMRDC-v1560 ::=      SEQUENCE {
    measAndMobParametersMRDC-XDD-Diff-v1560    MeasAndMobParametersMRDC-XDD-Diff-v1560      OPTIONAL
}

MeasAndMobParametersMRDC-v16xy ::=      SEQUENCE {
    measAndMobParametersMRDC-FRX-Diff-v16xy    MeasAndMobParametersMRDC-FRX-Diff-v16xy      OPTIONAL
}

MeasAndMobParametersMRDC-Common ::=     SEQUENCE {
    independentGapConfig                    ENUMERATED {supported}                      OPTIONAL
}

MeasAndMobParametersMRDC-XDD-Diff ::=   SEQUENCE {
    sftd-MeasPSCell                         ENUMERATED {supported}                      OPTIONAL,
    sftd-MeasNR-Cell                        ENUMERATED {supported}                      OPTIONAL
}

MeasAndMobParametersMRDC-XDD-Diff-v1560 ::=    SEQUENCE {
    sftd-MeasPSCell-NEDC                           ENUMERATED {supported}              OPTIONAL
}

MeasAndMobParametersMRDC-FRX-Diff ::=          SEQUENCE {
    simultaneousRxDataSSB-DiffNumerology           ENUMERATED {supported}              OPTIONAL
}

MeasAndMobParametersMRDC-FRX-Diff-v16xy ::=    SEQUENCE {
    interF-MeasWithoutGap                          ENUMERATED {supported}              OPTIONAL,
    simultaneousRxDataInterSSB-DiffNumerology      ENUMERATED {supported}              OPTIONAL
}


-- TAG-MEASANDMOBPARAMETERSMRDC-STOP
-- ASN1STOP

<Skip unrelated parts>
[bookmark: _Toc20426196][bookmark: _Toc29321593][bookmark: _Toc36757384][bookmark: _Toc36836925][bookmark: _Toc36843902][bookmark: _Toc37068191]–	UE-MRDC-Capability
The IE UE-MRDC-Capability is used to convey the UE Radio Access Capability Parameters for MR-DC, see TS 38.306 [26].
UE-MRDC-Capability information element
-- ASN1START
-- TAG-UE-MRDC-CAPABILITY-START

UE-MRDC-Capability ::=              SEQUENCE {
    measAndMobParametersMRDC            MeasAndMobParametersMRDC                                                        OPTIONAL,
    phy-ParametersMRDC-v1530            Phy-ParametersMRDC                                                              OPTIONAL,
    rf-ParametersMRDC                   RF-ParametersMRDC,
    generalParametersMRDC               GeneralParametersMRDC-XDD-Diff                                                  OPTIONAL,
    fdd-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode                                                   OPTIONAL,
    tdd-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode                                                   OPTIONAL,
[bookmark: _Hlk515667413]    fr1-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode                                                   OPTIONAL,
    fr2-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode                                                   OPTIONAL,
    featureSetCombinations              SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    pdcp-ParametersMRDC-v1530           PDCP-ParametersMRDC                                                             OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                                                    OPTIONAL,
    nonCriticalExtension                UE-MRDC-Capability-v1560                                                        OPTIONAL
}

UE-MRDC-Capability-v1560 ::=        SEQUENCE {
    receivedFilters                     OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)                         OPTIONAL,
    measAndMobParametersMRDC-v1560      MeasAndMobParametersMRDC-v1560                                                  OPTIONAL,
    fdd-Add-UE-MRDC-Capabilities-v1560  UE-MRDC-CapabilityAddXDD-Mode-v1560                                             OPTIONAL,
    tdd-Add-UE-MRDC-Capabilities-v1560  UE-MRDC-CapabilityAddXDD-Mode-v1560                                             OPTIONAL,
    nonCriticalExtension                UE-MRDC-Capability-v16xySEQUENCE {}                                                                     OPTIONAL
}

UE-MRDC-Capability-v16xy ::=        SEQUENCE {
    measAndMobParametersMRDC-v16xy      MeasAndMobParametersMRDC-v16xy                                                  OPTIONAL,
    fr1-Add-UE-MRDC-Capabilities-v16xy  UE-MRDC-CapabilityAddFRX-Mode-v16xy                                             OPTIONAL,
    fr2-Add-UE-MRDC-Capabilities-v16xy  UE-MRDC-CapabilityAddFRX-Mode-v16xy                                             OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                                                     OPTIONAL
}


UE-MRDC-CapabilityAddXDD-Mode ::=   SEQUENCE {
    measAndMobParametersMRDC-XDD-Diff       MeasAndMobParametersMRDC-XDD-Diff                                           OPTIONAL,
    generalParametersMRDC-XDD-Diff          GeneralParametersMRDC-XDD-Diff                                              OPTIONAL
}

UE-MRDC-CapabilityAddXDD-Mode-v1560 ::=    SEQUENCE {
    measAndMobParametersMRDC-XDD-Diff-v1560    MeasAndMobParametersMRDC-XDD-Diff-v1560                                  OPTIONAL
}

UE-MRDC-CapabilityAddFRX-Mode-v16xy ::=    SEQUENCE {
    measAndMobParametersMRDC-FRX-Diff-v16xy    MeasAndMobParametersMRDC-FRX-Diff-v16xy                                  OPTIONAL
}

UE-MRDC-CapabilityAddFRX-Mode ::=   SEQUENCE {
    measAndMobParametersMRDC-FRX-Diff       MeasAndMobParametersMRDC-FRX-Diff
}


GeneralParametersMRDC-XDD-Diff ::= SEQUENCE {
[bookmark: _Hlk20467765]    splitSRB-WithOneUL-Path             ENUMERATED {supported}                                                          OPTIONAL,
    splitDRB-withUL-Both-MCG-SCG        ENUMERATED {supported}                                                          OPTIONAL,
    srb3                                ENUMERATED {supported}                                                          OPTIONAL,
    v2x-EUTRA                           ENUMERATED {supported}                                                          OPTIONAL,
    ...
}

-- TAG-UE-MRDC-CAPABILITY-STOP
-- ASN1STOP

	UE-MRDC-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList and supportedBandCombinationListNEDC-Only in UE-MRDC-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.




