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1 Introduction

In this contribution, we discuss the left issue in the following:

· FFS whether to support allowing CG periodicities of multiple of 2/7 symbols as a separate capability with a cross-slot boundary capability as a pre-requisite.
2 Discussion
The issue is whether to support allowing CG periodicities of multiple of 2/7 symbols as a separate capability. This proposed capability is conditional optional, with a cross-slot boundary capability as a pre-requisite. From our point of view, this capability is tight-coupling with RAN1 requirement. The cross-slot boundary feature can be supported even when CG periodicities are in slot level, since there is no restriction that the start symbol of the CG should be at the point of slot boundary. In addition, there is no requirement from RAN1 on CG periodicities of multiple of 2/7 symbols to support cross-slot boundary feature. Thus, it seems no clear reason to support CG periodicities of multiple of 2/7 symbols as a separate capability with a cross-slot boundary capability as a pre-requisite.

Proposal 1 Not support of CG periodicities of multiple of 2/7 symbols as a separate capability with a cross-slot boundary capability as a pre-requisite.
Furthermore, another left issue is whether to support CG periodicities of multiple of 2/7 symbols. From our point of view, it seems no clear/urgent requirement to support it, considering:

· No need to support CG periodicities of multiple of 2/7 symbols for cross-slot boundary feature.
· CG periodicities of 2/7 symbols are already supported. 
· The configuration of CG periodicities of multiple of 2/7 symbols can be implemented by configuring multiple CGs.
· As we understood, TSC traffic is symmetric-like traffic at the most case. Yet, no issue/concern is raised on support SPS periodicities of multiple of 2/7 symbols.
Proposal 2 Not support of CG periodicities of multiple of 2/7 symbols in Rel-16.
3 Conclusion
Based on the discussion in section 2, we propose:
Proposal 1
Not support of CG periodicities of multiple of 2/7 symbols as a separate capability with a cross-slot boundary capability as a pre-requisite.
Proposal 2
Not support of CG periodicities of multiple of 2/7 symbols in Rel-16.
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