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	[bookmark: _Hlk36821067]Reason for change:
	1.
The following note in section 8 regarding the minimum requirement for the number of DRBs that a UE shall support is not entirely clear.
· NOTE:	8 per MAC entity with duplication.
There is not direct mapping between DRBs and MAC entities. The essential factor here is whether a DRB has RLC entity(ies) associated with a MAC entity or not.
It is our understanding that the note was meant to indicate the following two restrictions.
1) The number of RLC bearers the UE shall support in case of duplication.
2) The Duplication Activation/Deactivation MAC-CE has a single octet field to point to duplication DRBs associated with the MAC entity.

2.
It is not clear in which 5G architecture options the minimum requirement for the number of DRBs applies, due to various DRB termination options involving multiple Cell Groups and RATs.


	
	

	Summary of change:
	1.
It is clarified that the number of RLC bearers the UE shall support is 16.

2.
It is clarified that the requirement for the number of DRBs in this specification is applicable in NR SA, NR-DC and NE-DC.

Impact Analysis:
Impacted 5G architecture options:
NR SA, NR-DC, NE-DC
Impacted functionality:
The minimum UE requirement for the number of DRBs.
Inter-operability:
· If the network is implemented according to the CR and the UE is not; The network may configure DRBs exceeding the UE capability. The UE may consider the configuration invalid.
· If the UE is implemented according to the CR and the network is not; The network may configure DRBs exceeding the UE capability. The UE may consider the configuration invalid.

	
	

	Consequences if not approved:
	The network may configure DRBs exceeding the UE capability. The UE may consider the configuration invalid.
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The following table lists constraints indicating the UE capabilities that the UE shall support.
	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE shall support.
	16 per UE.
NOTE:	8 per MAC entity with duplication.NOTE1

	#RLC bearers
	The number of RLC bearers associated with DRBs that a UE shall support.
	16 per UE.
NOTE1

	#minCellperMeasObjectNR

	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store associated with a MeasObjectNR.
	32

	#minBlackCellRangesperMeasObjectNR
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store associated with a MeasObjectNR.
	8

	#minCellperMeasObjectEUTRA

	The minimum number of neighbour cells that a UE shall be able to store associated with a MeasObjectEUTRA.
	32

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total from all measurement objects configured.
	256 with counting CSI-RS and SSB as 2.

	#cell for CGI reporting 
	the limit regarding the cells NR can configure includes the cell for which the UE is requested to report CGI.
	(# minCellperMeasObjectRAT - 1), where RAT represents NR and EUTRA.

	#maxDeprioritisationFreq
	The UE shall be able to store a depriotisation request for up to 8 frequencies (applicable when receiving another frequency specific deprioritisation request via RRCRelease before T325 expiry).
	8

	#minCellperMeasObjectUTRA-FDD
	The minimum number of neighbour cells that a UE shall be able to store associated with a MeasObjectUTRA-FDD.
	32

	NOTE 1:	This requirement is applicable in NR SA, NR-DC and NE-DC.



