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Discussion and Decision
1
Introduction
Based on the latest 38.331 CR for MDT [1], one RIL H368 is found, and this paper is to discuss the RIL H368.
2
Discussion
In the procedural text in the latest 38.331, the UE should set rlf-Report for its LTE RLF report purpose, and the detailed text is as below:

1>
if rlf-ReportReq is set to true:

2>
if the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in NR;

3>
set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;

3>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

2>
else if the UE has radio link failure information or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:

3>
set timeSinceFailure in VarRLF-Report of TS 36.331 [10] to the time that elapsed since the last radio link or handover failure in EUTRA;

3>
set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report of TS 36.331 [10]; 
3>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

3>
discard the rlf-Report from VarRLF-Report of TS 36.331 [10] upon successful delivery of the UEInformationResponse message confirmed by lower layers;

For the RLF-Report-r16, currenlty it has LTE RLF report and NR RLF report inside. If following the procedural text, it is unclear for the UE how to set the report because rlf-Report is not a formal field for LTE RLF report. To be more specific, the LTE RLF report should be included in the field measResult-RLF-Report-EUTRA-r16.
RLF-Report-r16 ::=                   CHOICE {

   <Partially omitted>
    eutra-RLF-Report-r16                 SEQUENCE {

        failedPCellId-EUTRA                  CGI-InfoEUTRALogging,

        measResult-RLF-Report-EUTRA-r16      OCTET STRING
    }

}
So it is proposed:
Proposal: The UE should set the measResult-RLF-Report-EUTRA in rlf-Report for LTE RLF report purpose.

3
Conclusions
For H368, it is proposed:
Proposal: The UE should set the measResult-RLF-Report-EUTRA in rlf-Report for LTE RLF report purpose.
A TP is attached in section 5.
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5
Text proposal
2>
else if the UE has radio link failure information or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:

3>
set timeSinceFailure in VarRLF-Report of TS 36.331 [10] to the time that elapsed since the last radio link or handover failure in EUTRA;

3>
set the measResult-RLF-Report-EUTRA in the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report of TS 36.331 [10]; 
3>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

3>
discard the rlf-Report from VarRLF-Report of TS 36.331 [10] upon successful delivery of the UEInformationResponse message confirmed by lower layers;

3 / 3

