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1 Introduction
In this paper, we discuss the capability of on-demand SI in RRC_CONNECTED.

2 Discussion
It was agreed in the last RAN2 meeting to introduce an explicit indication within the RRCReconfigutation to enable/disable the on-demand SI feature in RRC_CONNECTED. This means on-demand SI in RRC_CONNECTED is optional feature for network. Then, the problem whether on-demand SI in RRC_CONNECTED is optional feature for UE needs to be considered. According to the current discussion, on-demand SI mechanism in RRC_CONNECTED could be used for only V2X related SIBs(SIB12,SIB 13,SIB 14) and positioning SIBs. However, not all Rel-16 UE needs to support V2X traffic or positioning traffic. Thus, it is not necessary for those UEs to support on-demand SI in RRC_CONNECTED. So, it is proposed to define optional capacity for on-demand SI in RRC_CONNECTED in TS 38.306.
Proposal 1: define an optional capacity for on-demand SI in RRC_CONNECTED in TS 38.306.
If proposal 1 is agreed, on-demand SI in RRC_CONNECTED will an optional capability for UE. Further, it is observed that there are at least two benefit if network knows this capacity of each UE. Firstly, network could configure UE an active BWP without any CSS configuration. It will not be necessary for network to broadcast paging, SIB1, OSI to UE, and this will save many radio resource to transmit other PDCCH or PDSCH. Secondly, it will be not necessary for network to indicate UE whether the network supports on-demand SI in RRC_CONNECTED by RRCReconfiguration message. Therefore, it is proposed that UE needs to report its capability of on-demand SI in RRC_CONNECTED to networks.
Proposal 2: UE needs to report its capability of on-demand SI in RRC_CONNECTED to networks.
3 Conclusion

In this paper, we discussed the capability of on-demand SI in RRC_CONNECTED and have the following proposal:

Proposal 1: define a non-mandatory capacity for on-demand SI in RRC_CONNECTED in TS 38.306.
Proposal 2: UE needs to report its capability of on-demand SI in RRC_CONNECTED to networks.

4 Text proposal for TS 38.306
4.2.2
General parameters

	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2

DIFF

	accessStratumRelease

Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting

Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	dl-DedicatedMessageSegmentation-r16

Indicates whether the UE supports reception of segmented DL RRC messages.
	UE
	No
	No
	No

	inactiveState

Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	inDeviceCoexInd-r16

Indicates whether the UE supports IDC (In-Device Coexistence) assistance information as specified in TS 38.331 [9].
	UE
	No
	No
	No

	overheatingInd

Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	odSIConnected
Indicates whether the UE supports on-demand SI in RRC_CONNECTED.
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path

Indicates whether the UE supports UL transmission via MCG path and DL reception via either MCG path or SCG path, as specified for the split SRB in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG

Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	Yes
	No
	No

	srb3

Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode). This field is not applied to NE-DC.
	UE
	Yes
	No
	No

	v2x-EUTRA

Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in TS 36.331 [17], independent of the configured EN-DC band combination. This field is only applied to EN-DC. In UE-NR-Capability, this field is not used, and UE does not include the field.
	UE
	No
	Yes
	No


5 Text proposal for TS 38.331
–
UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].

UE-NR-Capability information element

-- ASN1START

-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {

    accessStratumRelease            AccessStratumRelease,

    pdcp-Parameters                 PDCP-Parameters,

    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,

    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,

    phy-Parameters                  Phy-Parameters,

    rf-Parameters                   RF-Parameters,

    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,

    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,

    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,

    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,

    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,

    featureSets                     FeatureSets                                                           OPTIONAL,

    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                                                          OPTIONAL,

    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL

}

UE-NR-Capability-v1530 ::=               SEQUENCE {

    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,

    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,

    dummy                                    ENUMERATED {supported}                                       OPTIONAL,

    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,

    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,

    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,

    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL

}

UE-NR-Capability-v1540 ::=              SEQUENCE {

    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,

    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,

    ims-Parameters                          IMS-Parameters                                                OPTIONAL,

    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,

    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,

    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL

}

UE-NR-Capability-v1550 ::=               SEQUENCE {

    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,

    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL

}

UE-NR-Capability-v1560 ::=               SEQUENCE {

    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,

    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL

}

UE-NR-Capability-v1570 ::=               SEQUENCE {

    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v16xy                                        OPTIONAL

}

UE-NR-Capability-v16xy ::=               SEQUENCE {

    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,

    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,

    nru-Parameters-r16                      NRU-Parameters-r16                                            OPTIONAL,

odSIConnected-r16





ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                   OPTIONAL

}
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