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	Reason for change:
	Current Signaling Limitation: If UL CA on FDD TDD is supported by the UE then, currently there is no way for the network to distinguish between:
· FDD(PCell) + TDD(SCell) and 
· TDD(PCell) + FDD(SCell). 
From a 3GPP perspective, network shall consider both combinations to be supported.
The distinction between the two configurations is necessary as each configuration requires a separate interoperability testing. UE Capability is motivated to ensure that the network is aware of which feature(s) the UE has been tested as part of the interoperability tests. 
LTE had already introduced a per-UE capability tdd-FDD-CA-PCellDuplex in Rel. 12 to provide the same capability as shown above. 

	
	

	Summary of change:
	The proposal adds 4 new capabilities to indicate on which types of bands, UE supports PCell when featureSets for band combination comprise of UL CA across different types of bands (FDD, TDD, FR2).
Following capabilities were added for EN-DC, NR SA, NR-DC: 
fr2-FR1FDD-CA-PCellDuplex
fr2-FR1TDD-CA-PCellDuplex
fr1tdd-FR1FDD-CA-PCellDuplex
fr1tdd-FR1FDD-FR2-CA-PCellDuplex
similar capabilities were added when the designated SpCell belongs to SCG.
fr2-FR1FDD-CA-PSCellDuplex-SCG
fr2-FR1TDD-CA-PSCellDuplex-SCG
fr1tdd-FR1FDD-CA-PSCellDuplex-SCG
fr1tdd-FR1FDD-FR2-CA-PSCellDuplex-SCG




Impact Analysis:
Impacted 5G architecture options: 
EN-DC, NR SA, NR-DC

Impacted functionality:
Duplex mode of operation in CA.

Interoperability issue:
· if the network is implemented according to the CR and the UE is not,
network may assume that the UE support PCell/PSCell on any of the bands which has a FeatureSetUplink in the band combination.
· if the UE is implemented according to the CR and the network is not,
The network may misconfigure the UE with PCell/PSCell on a band on which UE has not indicated support.


	
	

	Consequences if not approved:
	UE may be deployed with a capability that has not been interoperability tested, resulting in undefined performance. 
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[bookmark: _Toc36757366][bookmark: _Toc36836907][bookmark: _Toc36843884][bookmark: _Toc37068173]–	NRDC-Parameters
The IE NRDC-Parameters contains parameters specific to NR-DC, i.e., which are not applicable to NR SA.
NRDC-Parameters information element
-- ASN1START
-- TAG-NRDC-PARAMETERS-START

NRDC-Parameters ::=                 SEQUENCE {
    measAndMobParametersNRDC            MeasAndMobParametersMRDC                    OPTIONAL,
    generalParametersNRDC               GeneralParametersMRDC-XDD-Diff              OPTIONAL,
    fdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    tdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    fr1-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    fr2-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,
    dummy                               SEQUENCE {}                                 OPTIONAL
}

NRDC-Parameters-v1570 ::=           SEQUENCE {
    sfn-SyncNRDC                        ENUMERATED {supported}                      OPTIONAL
}

NRDC-Parameters-v15a0 ::=           SEQUENCE {
    fr2-FR1FDD-CA-PSCellDuplex-SCG				BIT STRING (SIZE (2))			            OPTIONAL,
	fr2-FR1TDD-CA-PSCellDuplex-SCG				BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-CA-PSCellDuplex-SCG			BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-FR2-CA-PSCellDuplex-SCG		BIT STRING (SIZE (3))			            OPTIONAL

}

-- TAG-NRDC-PARAMETERS-STOP
-- ASN1STOP
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[bookmark: _Toc36757369][bookmark: _Toc36836910][bookmark: _Toc36843887][bookmark: _Toc37068176]–	Phy-Parameters
The IE Phy-Parameters is used to convey the physical layer capabilities.
Phy-Parameters information element
-- ASN1START
-- TAG-PHY-PARAMETERS-START

Phy-Parameters ::=                  SEQUENCE {
    phy-ParametersCommon                Phy-ParametersCommon                        OPTIONAL,
    phy-ParametersXDD-Diff              Phy-ParametersXDD-Diff                      OPTIONAL,
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,
    phy-ParametersFR1                   Phy-ParametersFR1                           OPTIONAL,
    phy-ParametersFR2                   Phy-ParametersFR2                           OPTIONAL
}

Phy-ParametersCommon ::=            SEQUENCE {
    csi-RS-CFRA-ForHO                   ENUMERATED {supported}                      OPTIONAL,
    dynamicPRB-BundlingDL               ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-ReportPUCCH                  ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-ReportPUSCH                  ENUMERATED {supported}                      OPTIONAL,
    nzp-CSI-RS-IntefMgmt                ENUMERATED {supported}                      OPTIONAL,
    type2-SP-CSI-Feedback-LongPUCCH     ENUMERATED {supported}                      OPTIONAL,
    precoderGranularityCORESET          ENUMERATED {supported}                      OPTIONAL,
    dynamicHARQ-ACK-Codebook            ENUMERATED {supported}                      OPTIONAL,
    semiStaticHARQ-ACK-Codebook         ENUMERATED {supported}                      OPTIONAL,
    spatialBundlingHARQ-ACK             ENUMERATED {supported}                      OPTIONAL,
    dynamicBetaOffsetInd-HARQ-ACK-CSI   ENUMERATED {supported}                      OPTIONAL,
    pucch-Repetition-F1-3-4             ENUMERATED {supported}                      OPTIONAL,
    ra-Type0-PUSCH                      ENUMERATED {supported}                      OPTIONAL,
    dynamicSwitchRA-Type0-1-PDSCH       ENUMERATED {supported}                      OPTIONAL,
    dynamicSwitchRA-Type0-1-PUSCH       ENUMERATED {supported}                      OPTIONAL,
    pdsch-MappingTypeA                  ENUMERATED {supported}                      OPTIONAL,
    pdsch-MappingTypeB                  ENUMERATED {supported}                      OPTIONAL,
    interleavingVRB-ToPRB-PDSCH         ENUMERATED {supported}                      OPTIONAL,
    interSlotFreqHopping-PUSCH          ENUMERATED {supported}                      OPTIONAL,
    type1-PUSCH-RepetitionMultiSlots    ENUMERATED {supported}                      OPTIONAL,
    type2-PUSCH-RepetitionMultiSlots    ENUMERATED {supported}                      OPTIONAL,
    pusch-RepetitionMultiSlots          ENUMERATED {supported}                      OPTIONAL,
    pdsch-RepetitionMultiSlots          ENUMERATED {supported}                      OPTIONAL,
    downlinkSPS                         ENUMERATED {supported}                      OPTIONAL,
    configuredUL-GrantType1             ENUMERATED {supported}                      OPTIONAL,
    configuredUL-GrantType2             ENUMERATED {supported}                      OPTIONAL,
    pre-EmptIndication-DL               ENUMERATED {supported}                      OPTIONAL,
    cbg-TransIndication-DL              ENUMERATED {supported}                      OPTIONAL,
    cbg-TransIndication-UL              ENUMERATED {supported}                      OPTIONAL,
    cbg-FlushIndication-DL              ENUMERATED {supported}                      OPTIONAL,
    dynamicHARQ-ACK-CodeB-CBG-Retx-DL   ENUMERATED {supported}                      OPTIONAL,
    rateMatchingResrcSetSemi-Static     ENUMERATED {supported}                      OPTIONAL,
    rateMatchingResrcSetDynamic         ENUMERATED {supported}                      OPTIONAL,
    bwp-SwitchingDelay                  ENUMERATED {type1, type2}                   OPTIONAL,
    ...,
    [[
    dummy                               ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    maxNumberSearchSpaces               ENUMERATED {n10}                            OPTIONAL,
[bookmark: _Hlk536765078][bookmark: _Hlk726461][bookmark: _Hlk726490]    rateMatchingCtrlResrcSetDynamic     ENUMERATED {supported}                      OPTIONAL,
    maxLayersMIMO-Indication            ENUMERATED {supported}                      OPTIONAL
    ]] ,
    [[
  	fr2-FR1FDD-CA-PCellDuplex			BIT STRING (SIZE (2))			            OPTIONAL,
	fr2-FR1TDD-CA-PCellDuplex			BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-CA-PCellDuplex		BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-FR2-CA-PCellDuplex	BIT STRING (SIZE (3))			            OPTIONAL
	]]

}

Phy-ParametersXDD-Diff ::=          SEQUENCE {
    dynamicSFI                          ENUMERATED {supported}                      OPTIONAL,
    twoPUCCH-F0-2-ConsecSymbols         ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUSCH          ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUCCH          ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    dl-SchedulingOffset-PDSCH-TypeA     ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB     ENUMERATED {supported}                      OPTIONAL,
    ul-SchedulingOffset                 ENUMERATED {supported}                      OPTIONAL
    ]]
}

Phy-ParametersFRX-Diff ::=                  SEQUENCE {
    dynamicSFI                                  ENUMERATED {supported}                      OPTIONAL,
    dummy1                                      BIT STRING (SIZE (2))                       OPTIONAL,
    twoFL-DMRS                                  BIT STRING (SIZE (2))                       OPTIONAL,
    dummy2                                      BIT STRING (SIZE (2))                       OPTIONAL,
    dummy3                                      BIT STRING (SIZE (2))                       OPTIONAL,
    supportedDMRS-TypeDL                        ENUMERATED {type1, type1And2}               OPTIONAL,
    supportedDMRS-TypeUL                        ENUMERATED {type1, type1And2}               OPTIONAL,
    semiOpenLoopCSI                             ENUMERATED {supported}                      OPTIONAL,
    csi-ReportWithoutPMI                        ENUMERATED {supported}                      OPTIONAL,
    csi-ReportWithoutCQI                        ENUMERATED {supported}                      OPTIONAL,
    onePortsPTRS                                BIT STRING (SIZE (2))                       OPTIONAL,
    twoPUCCH-F0-2-ConsecSymbols                 ENUMERATED {supported}                      OPTIONAL,
    pucch-F2-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F3-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F4-WithFH                             ENUMERATED {supported}                      OPTIONAL,
    pucch-F0-2WithoutFH                         ENUMERATED {notSupported}                   OPTIONAL,
    pucch-F1-3-4WithoutFH                       ENUMERATED {notSupported}                   OPTIONAL,
    mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot      ENUMERATED {supported}                      OPTIONAL,
    uci-CodeBlockSegmentation                   ENUMERATED {supported}                      OPTIONAL,
    onePUCCH-LongAndShortFormat                 ENUMERATED {supported}                      OPTIONAL,
    twoPUCCH-AnyOthersInSlot                    ENUMERATED {supported}                      OPTIONAL,
    intraSlotFreqHopping-PUSCH                  ENUMERATED {supported}                      OPTIONAL,
    pusch-LBRM                                  ENUMERATED {supported}                      OPTIONAL,
    pdcch-BlindDetectionCA                      INTEGER (4..16)                             OPTIONAL,
    tpc-PUSCH-RNTI                              ENUMERATED {supported}                      OPTIONAL,
    tpc-PUCCH-RNTI                              ENUMERATED {supported}                      OPTIONAL,
    tpc-SRS-RNTI                                ENUMERATED {supported}                      OPTIONAL,
    absoluteTPC-Command                         ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUSCH                  ENUMERATED {supported}                      OPTIONAL,
    twoDifferentTPC-Loop-PUCCH                  ENUMERATED {supported}                      OPTIONAL,
    pusch-HalfPi-BPSK                           ENUMERATED {supported}                      OPTIONAL,
    pucch-F3-4-HalfPi-BPSK                      ENUMERATED {supported}                      OPTIONAL,
    almostContiguousCP-OFDM-UL                  ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-RS                                   ENUMERATED {supported}                      OPTIONAL,
    sp-CSI-IM                                   ENUMERATED {supported}                      OPTIONAL,
    tdd-MultiDL-UL-SwitchPerSlot                ENUMERATED {supported}                      OPTIONAL,
    multipleCORESET                             ENUMERATED {supported}                      OPTIONAL,
    ...,
    [[
    csi-RS-IM-ReceptionForFeedback              CSI-RS-IM-ReceptionForFeedback              OPTIONAL,
    csi-RS-ProcFrameworkForSRS                  CSI-RS-ProcFrameworkForSRS                  OPTIONAL,
    csi-ReportFramework                         CSI-ReportFramework                         OPTIONAL,
    mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot       SEQUENCE {
        sameSymbol                                  ENUMERATED {supported}                      OPTIONAL,
        diffSymbol                                  ENUMERATED {supported}                      OPTIONAL
    } OPTIONAL,
    mux-SR-HARQ-ACK-PUCCH                       ENUMERATED {supported}                      OPTIONAL,
    mux-MultipleGroupCtrlCH-Overlap             ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeA             ENUMERATED {supported}                      OPTIONAL,
    dl-SchedulingOffset-PDSCH-TypeB             ENUMERATED {supported}                      OPTIONAL,
    ul-SchedulingOffset                         ENUMERATED {supported}                      OPTIONAL,
    dl-64QAM-MCS-TableAlt                       ENUMERATED {supported}                      OPTIONAL,
    ul-64QAM-MCS-TableAlt                       ENUMERATED {supported}                      OPTIONAL,
    cqi-TableAlt                                ENUMERATED {supported}                      OPTIONAL,
    oneFL-DMRS-TwoAdditionalDMRS-UL             ENUMERATED {supported}                      OPTIONAL,
    twoFL-DMRS-TwoAdditionalDMRS-UL             ENUMERATED {supported}                      OPTIONAL,
    oneFL-DMRS-ThreeAdditionalDMRS-UL           ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    pdcch-BlindDetectionNRDC                SEQUENCE {
        pdcch-BlindDetectionMCG-UE              INTEGER (1..15),
        pdcch-BlindDetectionSCG-UE              INTEGER (1..15)
    }                                                                                       OPTIONAL,
    mux-HARQ-ACK-PUSCH-DiffSymbol               ENUMERATED {supported}                      OPTIONAL
    ]]
}

Phy-ParametersFR1 ::=                       SEQUENCE {
    pdcch-MonitoringSingleOccasion              ENUMERATED {supported}                      OPTIONAL,
    scs-60kHz                                   ENUMERATED {supported}                      OPTIONAL,
    pdsch-256QAM-FR1                            ENUMERATED {supported}                      OPTIONAL,
    pdsch-RE-MappingFR1-PerSymbol               ENUMERATED {n10, n20}                       OPTIONAL,
    ...,
    [[
    pdsch-RE-MappingFR1-PerSlot                 ENUMERATED {n16, n32, n48, n64, n80, n96, n112, n128,
                                                n144, n160, n176, n192, n208, n224, n240, n256}         OPTIONAL
    ]]
}

Phy-ParametersFR2 ::=                       SEQUENCE {
    dummy                                       ENUMERATED {supported}                                  OPTIONAL,
    pdsch-RE-MappingFR2-PerSymbol               ENUMERATED {n6, n20}                                    OPTIONAL,
    ...,
    [[
    pCell-FR2                                   ENUMERATED {supported}                                  OPTIONAL,
    pdsch-RE-MappingFR2-PerSlot                 ENUMERATED {n16, n32, n48, n64, n80, n96, n112, n128,
                                                    n144, n160, n176, n192, n208, n224, n240, n256}     OPTIONAL
    ]]
}

-- TAG-PHY-PARAMETERS-STOP
-- ASN1STOP

	Phy-ParametersFRX-Diff field description

	csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework
These fields are optionally present in fr1-fr2-Add-UE-NR-Capabilities in UE-NR-Capability. For a band combination comprised of FR1 and FR2 bands, these parameters, if present, limit the corresponding parameters in MIMO-ParametersPerBand.
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[bookmark: _Toc20426182][bookmark: _Toc29321579][bookmark: _Toc36757370][bookmark: _Toc36836911][bookmark: _Toc36843888][bookmark: _Toc37068177]–	Phy-ParametersMRDC
The IE Phy-ParametersMRDC is used to convey physical layer capabilities for MR-DC.
Phy-ParametersMRDC information element
-- ASN1START
-- TAG-PHY-PARAMETERSMRDC-START

Phy-ParametersMRDC ::=              SEQUENCE {
    naics-Capability-List               SEQUENCE (SIZE (1..maxNrofNAICS-Entries)) OF NAICS-Capability-Entry         OPTIONAL,
    ... ,
	[[
	fr2-FR1FDD-CA-PSCellDuplex-SCG				BIT STRING (SIZE (2))			            OPTIONAL,
	fr2-FR1TDD-CA-PSCellDuplex-SCG				BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-CA-PSCellDuplex-SCG			BIT STRING (SIZE (2))			            OPTIONAL,
	fr1tdd-FR1FDD-FR2-CA-PSCellDuplex-SCG		BIT STRING (SIZE (3))			            OPTIONAL
	]]

}

NAICS-Capability-Entry ::=          SEQUENCE {
    numberOfNAICS-CapableCC             INTEGER(1..5),
    numberOfAggregatedPRB               ENUMERATED {n50, n75, n100, n125, n150, n175, n200, n225,
                                                    n250, n275, n300, n350, n400, n450, n500, spare},
    ...
}

-- TAG-PHY-PARAMETERSMRDC-STOP
-- ASN1STOP

	PHY-ParametersMRDC field descriptions

	naics-Capability-List
Indicates that UE in MR-DC supports NAICS as defined in TS 36.331 [10].
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[bookmark: _Toc20426197][bookmark: _Toc29321594][bookmark: _Toc36757385][bookmark: _Toc36836926][bookmark: _Toc36843903][bookmark: _Toc37068192][bookmark: _Hlk726563]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
[bookmark: _Hlk515667603]    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                                                          OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

[bookmark: _Hlk726539]UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v16xy                                        OPTIONAL
}

UE-NR-Capability-v15a0 ::=               SEQUENCE {
    nrdc-Parameters-v15a0                   NRDC-Parameters-v15a0                                               OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                         OPTIONAL
}

UE-NR-Capability-v16xy ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nru-Parameters-r16                      NRU-Parameters-r16                                            OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                                   OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

NRU-Parameters-r16 ::=                   SEQUENCE {
    rssi-CO-Measurements-r16                 ENUMERATED {supported}                                       OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.

	rssi-CO-Measurements
Indicates whether the UE supports performing RSSI and Channel Occupancy (CO) measurements for operation with shared spectrum channel access.



Editor's Note: The structure for NR-U capabilities, e.g. whether they should all be in physical parameters, will be revisited after PHY related parameters and the applicability of NR-U features to licensed are decided

	End of changes



