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Introduction
This papers ask if IAB node may access a cell not broadcasting iab-Support indication, and if in this case the IAB node should apply access control mechanism. 
Discussion 
[bookmark: _Toc462951621][bookmark: _Toc462951630][bookmark: _Toc465023135][bookmark: _Toc465023136][bookmark: _Toc465346829]Currently IAB-MT ignores access control mechanism and UAC in a cell.  
However, it is not clear what if a device capable of IAB functionalities goes outside intended IAB networks and happens to only identify a cell not supporting IAB operations? Is it possible for the device to access the cell as if it is a normal UEs? If this is possible (e.g. in case the IAB node has normal UE subscription as well), should the device ignore or apply UAC? What about other access control mechanism in such a case?
Our view is that if there is indeed a case where IAB node accesses a cell not broadcasting iab-Support indication as if it is a normal UE, the IAB node should apply UAC as well as other access control mechanisms. Since it is not clear if such cases exist, we would like to hear companies’ view. 
Proposal 1: Discuss if there is a case where IAB node accesses a cell not broadcasting iab-Support indication as if it is a normal UE. 
Just in case RAN2 conclude that there is indeed the case where IAB node accesses a cell not broadcasting iab-Support indication, we further suggest:
Proposal 2: Discuss if IAB node should apply access control mechanisms including UAC in the case where IAB node accesses a cell not broadcasting iab-Support.
Conclusion
Proposal 1: Discuss if there is a case where IAB node accesses a cell not broadcasting iab-Support indication as if it is a normal UE. 
Proposal 2: Discuss if IAB node should apply access control mechanisms including UAC in the case where IAB node accesses a cell not broadcasting iab-Support.
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Definitions in TS 38.300
IAB-MT: IAB-node function that terminates the Uu interface to the parent node using the procedures and behaviours specified for UEs unless stated otherwise. IAB-MT function used in 38series of 3GPP Specifications corresponds to IAB-UE function defined in TS 23.501 [3].
IAB-node: RAN node that supports NR access links to UEs and NR backhaul links to parent nodes and child nodes. The IAB-node does not support backhauling via LTE.

