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1. Overall Description:

RAN2 would like to thank RAN4 for the LS in regards the UE FR2 P-MPR reporting via MAC CE. The working assumption in RAN2 is that UE FR2 P-MPR reporting only applies to FR2 activated serving cells and its active BWP is not dormant BWP. The P-MPR reporting will be via MAC CE.
There are 2 options to define the MAC CE:

Option 1: define new MAC CE for UE FR2 P-MPR reporting.
Option 2: current PHR MAC CE are enhanced for UE FR2 P-MPR reporting.
For RAN2 understanding, the P-MPR is reported only when P is set to 1. It is not clear from RAN2 point of view whether it is enough if only P-MPR is report to the network without PHR and PCMAX,f,c information from network point of view. If yes, new MAC CE for UE FR2 P-MPR reporting works. But if No, it is better to enhance the current PHR MAC CE to report P-MPR.

For option 1, the possible MAC CE will be like figure a), and for option 2, the possible MAC CE format for one serving cell will be like figure b) (i.e for 2 bit P-MPR value case and more than 2 bit P-MPR case).
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Figure a)                                                                                         figure b)
In order to implement the MAC CE for UE FR2 P-MPR reporting correctly, RAN2 would like to confirm the following issues with RAN4.
Q1: Confirm with RAN4 whether it is enough if only P-MPR is report to the network without corresponding PHR and PCMAX,f,c information?
Q2: confirm with RAN4 whether it is correct that only when P=1 and V=0, the P-MPR reporting for one serving cell may be triggered?

Q3: Confirm with RAN4 the below issues if enhanced PHR MAC CE is used to report P-MPR.

· event-based P-MPR reporting defined in RAN4 is common for PHR and P-MPR reporting? 

· whether PHR MAC CE can also include the P-MPR due to all the triggers of PHR reporting?

2. Actions:

To RAN1
ACTION: 
RAN2 respectfully asks RAN4 to take the questions into account.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #111        
24 Aug. - 28 Aug. 2020     TBD
TSG-RAN WG2 Meeting #111bis       
12 Oct. - 16 Oct. 2020     TBD
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