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[bookmark: _Toc535235050]START OF CHANGES
[bookmark: _Toc37236801][bookmark: _Toc5705145]4.3.13	UE-based network performance measurement parameters
[bookmark: _Toc29241396][bookmark: _Toc37152865][bookmark: _Toc37236802]4.3.13.1	loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements in RRC_IDLE upon request from the network. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.
[bookmark: _Toc29241397][bookmark: _Toc37152866][bookmark: _Toc37236803]4.3.13.2	standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.
[bookmark: _Toc29241398][bookmark: _Toc37152867][bookmark: _Toc37236804]4.3.13.3	Void
[bookmark: _Toc29241399][bookmark: _Toc37152868][bookmark: _Toc37236805]4.3.13.4	loggedMBSFNMeasurements-r12
This parameter defines whether the UE supports logged MBSFN measurement in RRC_IDLE and RRC_CONNECTED upon request from the network. A UE that supports logged MBSFN measurements shall also support a minimum of 64kB memory for log storage. A UE that supports logged MBSFN measurements shall also support logged measurements in RRC_IDLE upon request from the network.
[bookmark: _Toc29241400][bookmark: _Toc37152869][bookmark: _Toc37236806]4.3.13.5	locationReport-r14
This parameter defines whether the UE supports reporting of its geographical location information to eNB.
[bookmark: _Toc29241401][bookmark: _Toc37152870][bookmark: _Toc37236807]4.3.13.6	loggedMeasBT-r15
This parameter indicates whether the UE supports Bluetooth measurements in RRC_IDLE mode.
[bookmark: _Toc29241402][bookmark: _Toc37152871][bookmark: _Toc37236808]4.3.13.7	loggedMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_IDLE mode.
[bookmark: _Toc29241403][bookmark: _Toc37152872][bookmark: _Toc37236809]4.3.13.8	immMeasBT-r15
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]This parameter indicates whether the UE supports Bluetooth measurements in RRC_CONNECTED mode.
[bookmark: _Toc29241404][bookmark: _Toc37152873][bookmark: _Toc37236810]4.3.13.9	immMeasWLAN-r15
This parameter indicates whether the UE supports WLAN measurements in RRC_CONNECTED mode.
4.3.13.x	ulPDCP-Delay-16
[bookmark: _GoBack]This parameter indicates whether the UE supports UL PDCP Packet Delay measurements in RRC_CONNECTED mode. In LTE, the uplink delay is measured as the Excess Packet Delay Ratio.
END OF CHANGES



