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Introduction
[bookmark: _Ref178064866]During the RAN2#109e meeting, the following agreement was made [1].
 2b	Remove “last serving cell UE camped on before OOC happens” from the RAN2 minutes, as it is agreed online that it is only the leaving condition.
This is not incorporated in the RRC specification and this contribution highlights the issue and also proposes the TP.
[bookmark: _Ref40108184]Discussion
The current procedural text for the inclusion of any-cell selection state related logging is as follows.
2>	when performing the logging:
…
3>	if the UE is in any cell seletion state (as specificed in TS 38.304 [20]):
4>	set anyCellSelectionDetected to indicate the detection of no suitable or no acceptable cell found;
4>	set the servCellIdentity to indicate global cell identity of the last logged cell that the UE was camping on;
4>	set the measResultServCell to include the quantities of the last logged cell the UE was camping on;
Based on this procedure, the UE enters this scenario when the UE is configured with periodical logged MDT or any of the event driven logged MDT (OOC or L1). This is not what has been agreed in RAN2. In RAN2#109e, it was agreed that the UE shall not log previous serving cell upon entering any cell selection state for the OOC event. 
2b	Remove “last serving cell UE camped on before OOC happens” from the RAN2 minutes, as it is agreed online that it is only the leaving condition.
Additionally, when the UE is configured with OOC and if the UE has included some logs, then it is implicit that the UE has entered the any cell selection state and the inclusion of anyCellSelectionDetected flag is not required. Therefore, in our understanding, the UE should log the above procedural text only for periodical MDT logging.  
1. [bookmark: _Toc36581740][bookmark: _Toc36620877][bookmark: _Toc36623411][bookmark: _Toc37082030][bookmark: _Toc37269688][bookmark: _Toc37274597][bookmark: _Toc37317999][bookmark: _Toc37318080][bookmark: _Toc40694748]Modify the procedural text to indicate that the UE shall log anyCellSelectionDetected flag indication and the last serving cell related measurements upon entering any cell selection state only when the UE is configured with periodical logged MDT.
1. [bookmark: _Toc36581741][bookmark: _Toc36620878][bookmark: _Toc36623412][bookmark: _Toc37082031][bookmark: _Toc37269689][bookmark: _Toc37274598][bookmark: _Toc37318000][bookmark: _Toc37318081][bookmark: _Toc40694749]RAN2 is kindly requested to agree the TP provided in section 5.
Conclusion
Based on the discussion in section 2 we propose the following:
Proposal 1	Modify the procedural text to indicate that the UE shall log anyCellSelectionDetected flag indication and the last serving cell related measurements upon entering any cell selection state only when the UE is configured with periodical logged MDT.
Proposal 2	RAN2 is kindly requested to agree the TP provided in section 5.
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[bookmark: _Ref40682686]Text proposal for TS 38.331 (running CR is taken as the baseline version for this TP)
/*start of first change*/
[bookmark: _Toc525856540][bookmark: _Toc36756842][bookmark: _Toc36836383][bookmark: _Toc36843360][bookmark: _Toc37067649]5.5a.3.2	Initiation
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if the reportType is set to periodical in the VarLogMeasConfig:
3>	if the UE is camping normally on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>	perform the logging at regular time intervals, as defined by the loggingInterval in the LoggedPeriodicalReportConfig;
2>	else if the reportType is set to eventTriggered and eventType is set to outOfCoverage:
3>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the UE is in any cell selection state;
3>	perform the logging immediately upon transitioning from the any cell selection state to the camped normally state;
2>	else if the reportType is set to eventType and eventType is set to eventL1:
3>	if the UE is camping normally on an NR cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig;
4>	perform the logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig only when the conditions indicated by the eventL1 are met;
2>	when performing the logging:
3>	set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;
3>	if detailed location information became available during the last logging interval, set the content of the locationInfo as in 5.3.3.7.
3>	if the UE is in any cell selection state (as specificed in TS 38.304 [20]):
4>	set anyCellSelectionDetected to indicate the detection of no suitable or no acceptable cell found;
4> if the reportType is set to periodical in the VarLogMeasConfig:
45> set the servCellIdentity to indicate global cell identity of the last logged cell that the UE was camping on;
45> set the measResultServCell to include the quantities of the last logged cell the UE was camping on;
3>	else:
4>	set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;
4>	set the measResultServCell to include the quantities of the cell the UE is camping on;
4>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements (excluding the resultsSSB-Indexes IE) that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
5>	for each neighbour cell included, include the optional fields that are available;

NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or RRC_INACTIVE or as used for evaluation of reporting criteria or for measurement reporting according to 5.5.3 in RRC_CONNECTED, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
2>	when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as performed upon expiry of T330, as specified in 5.5a.1.4.
/*end of first change*/
