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Introduction
Some of the UE capabilities related to SON and MDT functionalities were included in 38.306 in the R2-2000299 contribution to RAN2#109e meeting. The newly introduced capabilities include rach-Report, barometerMeasReport, immMeasBT, immMeasWLAN, loggedMeasBT, loggedMeasurements, loggedMeasWLAN, orientationMeasReport, speedMeasReport, standaloneGNSS-Location and ulPDCP-Delay. However, these UE capabilities are not reflected in the RRC CR. 
In addition to the above capabilities, new capabilities were added in RAN2#109e meeting.
1	Introduce a capability in 38.306 for cross-RAT RLF report delivery.
This needs to be captured in TS 38.331.
This contribution provides the text proposal for the same. 

	2	

[bookmark: _Toc20426144][bookmark: _Toc29321541][bookmark: _Toc36757332][bookmark: _Toc36836873][bookmark: _Toc36843850][bookmark: _Toc37068139][bookmark: _Toc29321276][bookmark: _Toc20425880][bookmark: _Toc12718213][bookmark: _Toc12718222]Appendix: TP for 38.331
6.3.3	UE capability information elements
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The IE SON-Parameters is used to convey capabilities related to SON functions.
SON-Parameters information element
-- ASN1START
-- TAG-SON-PARAMETERS-START

SON-Parameters ::= SEQUENCE {
    rach-Report-r16                	ENUMERATED {supported}       OPTIONAL,
    crossRATRLF-Report-r16       	ENUMERATED {supported}       OPTIONAL,
    ...
}

-- TAG-SON-PARAMETERS-STOP
-- ASN1STOP

	SON-Parameters field descriptions

	rach-Report
Indicates whether the UE supports delivery of ra-ReportList upon request from the network.

	crossRATRLF-Report
Indicates whether the UE supports the reporting of EUTRA RLF report to an NR node.



/*end of change*/

/*start of change*/
–	UEBasedPerfMeas-Parameters
The IE UEBasedPerfMeas-Parameters is used to convey capabilities related to UE based performance measurements.
UEBasedPerfMeas-Parameters information element
-- ASN1START
-- TAG-UEBASEDPERFMEAS-PARAMETERS-START

UEBasedPerfMeas-Parameters ::= SEQUENCE {
    barometerMeasReport-r16                	ENUMERATED {supported}       OPTIONAL,
    immMeasBT-r16       					ENUMERATED {supported}       OPTIONAL,
    immMeasWLAN-r16       				ENUMERATED {supported}       OPTIONAL,
    loggedMeasBT-r16       				ENUMERATED {supported}       OPTIONAL,
    loggedMeasurements-r16       			ENUMERATED {supported}       OPTIONAL,
    loggedMeasWLAN-r16      				ENUMERATED {supported}       OPTIONAL,
    orientationMeasReport-r16       		ENUMERATED {supported}       OPTIONAL,
    speedMeasReport-r16       			ENUMERATED {supported}       OPTIONAL,
    standaloneGNSS-Location-r16       	ENUMERATED {supported}       OPTIONAL,
    ulPDCP-Delay-r16       				ENUMERATED {supported}       OPTIONAL,
    ...
}

-- TAG-UEBASEDPERFMEAS-PARAMETERS-STOP
-- ASN1STOP

/*end of change*/
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