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1 Introduction

The following agreement has been made at RAN2#109e meeting.
Proposal 33.
CHO+DAPS is not supported in Rel-16.

In this contribution, we will discuss how to capture this agreement in the RRC spec.
2 Discussion 
In the current version of TS 38.331 (v16.0.0), it is captured in the field description (excerpted as below) of conditionalReconfiguration that the field is absent when dapsConfig is configured for any DRB.

· conditionalReconfiguration

Configuration of candidate target SpCell(s) and execution condition(s) for conditional handover or conditional PSCell change. For conditional PSCell change, this field may only be present in an RRCReconfiguration message for intra-SN PSCell change. The network does not configure a UE with both conditional PCell change and conditional PSCell change simultaneously. The field is absent if dapsConfig is configured for any DRB or the cell indicated in masterCellGroup is different from the serving cell. .

This only captures one part of not supporting CHO+DAPS, and the other part is missing in the current spec. the spec should be clear that when conditionalReconfiguration is configured, dapsConfig should be absent.
Proposal 1 The field of dapsConfig is absent when conditionalReconfiguration is configured. 

Proposal 2 RAN2 to agree the text proposal in the annex.
3 Conclusion
Based on the discussion in section 0 we have following observations and proposals:
Proposal 1
The field of dapsConfig is absent when conditionalReconfiguration is configured.
Proposal 2
RAN2 to agree the text proposal in the annex.


4 Annex 
–
RadioBearerConfig
The IE RadioBearerConfig is used to add, modify and release signalling and/or data radio bearers. Specifically, this IE carries the parameters for PDCP and, if applicable, SDAP entities for the radio bearers.

RadioBearerConfig information element

-- ASN1START

-- TAG-RADIOBEARERCONFIG-START

RadioBearerConfig ::=                   SEQUENCE {

    srb-ToAddModList                        SRB-ToAddModList                                        OPTIONAL,   -- Cond HO-Conn

    srb3-ToRelease                          ENUMERATED{true}                                        OPTIONAL,   -- Need N

    drb-ToAddModList                        DRB-ToAddModList                                        OPTIONAL,   -- Cond HO-toNR

    drb-ToReleaseList                       DRB-ToReleaseList                                       OPTIONAL,   -- Need N

    securityConfig                          SecurityConfig                                          OPTIONAL,   -- Need M

    ...

}

SRB-ToAddModList ::=                    SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=                        SEQUENCE {

    srb-Identity                            SRB-Identity,

    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N

    discardOnPDCP                           ENUMERATED{true}                                        OPTIONAL,   -- Need N

    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP

    ...

}

DRB-ToAddModList ::=                    SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod

DRB-ToAddMod ::=                        SEQUENCE {

    cnAssociation                           CHOICE {

        eps-BearerIdentity                      INTEGER (0..15),

        sdap-Config                             SDAP-Config

    }                                                                                               OPTIONAL,   -- Cond DRBSetup

    drb-Identity                            DRB-Identity,

    reestablishPDCP                         ENUMERATED{true}                                        OPTIONAL,   -- Need N

    recoverPDCP                             ENUMERATED{true}                                        OPTIONAL,   -- Need N

    pdcp-Config                             PDCP-Config                                             OPTIONAL,   -- Cond PDCP

    ...,

    [[

    dapsConfig-r16                          ENUMERATED{true}                                        OPTIONAL     --Need N

    ]]

}

DRB-ToReleaseList ::=                   SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

SecurityConfig ::=                      SEQUENCE {

    securityAlgorithmConfig                 SecurityAlgorithmConfig                                 OPTIONAL,   -- Cond RBTermChange1

    keyToUse                                ENUMERATED{master, secondary}                           OPTIONAL,   -- Cond RBTermChange

    ...

}

-- TAG-RADIOBEARERCONFIG-STOP

-- ASN1STOP

	DRB-ToAddMod field descriptions

	cnAssociation
Indicates if the bearer is associated with the eps-bearerIdentity (when connected to EPC) or sdap-Config (when connected to 5GC).

	dapsConfig
Indicates that the bearer is configured as DAPS bearer.This field is optional present, need N, in case masterCellGroup includes ReconfigurationWithSync, MR DC is not configured, and conditionalReconfiguration is not configured. Otherwise the field is absent.

	drb-Identity
In case of DC, the DRB identity is unique within the scope of the UE, i.e. an MCG DRB cannot use the same value as a split DRB. For a split DRB the same identity is used for the MCG and SCG parts of the configuration.

	eps-BearerIdentity

The EPS bearer ID determines the EPS bearer.

	reestablishPDCP
Indicates that PDCP should be re-established. Network sets this to true whenever the security key used for this radio bearer changes. Key change could for example be due to termination point change for the bearer, reconfiguration with sync, resuming an RRC connection, or the first reconfiguration after reestablishment. It is also applicable for LTE procedures when NR PDCP is configured. Network doesn't include this field if dapsConfig is configured for this bearer.

	recoverPDCP

Indicates that PDCP should perform recovery according to TS 38.323 [5]. Network doesn't include this field if dapsConfig is configured for this bearer.

	sdap-Config
The SDAP configuration determines how to map QoS flows to DRBs when NR or E-UTRA connects to the 5GC and presence/absence of UL/DL SDAP headers.
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