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[bookmark: _Toc37680856]–	NR-DL-PRS-BeamInfo
The IE NR-DL-PRS-BeamInfo is used by the location server to provide spatial direction information of the DL-PRS Resources.
-- ASN1START

NR-DL-PRS-BeamInfo-r16 ::= SEQUENCE (SIZE (1..4)) OF NR-DL-PRS-BeamInfoPerFreqLayer-r16

NR-DL-PRS-BeamInfoPerFreqLayer-r16 ::= SEQUENCE (SIZE (1..64)) OF NR-DL-PRS-BeamInfo-r16

NR-DL-PRS-BeamInfo-r16 ::= SEQUENCE {
	trp-id-r16							TRP-ID-r16,
	lcs-gcs-translation-parameter-r16	LCS-GCS-Translation-Parameter-r16	OPTIONAL,	-- Need OP
	dl-prs-BeamInfoSet-r16				DL-PRS-BeamInfoSet-r16,
	...
}

DL-PRS-BeamInfoSet-r16 ::= SEQUENCE (SIZE(1..2)) OF DL-PRS-BeamInfoResourceSet-r16

DL-PRS-BeamInfoResourceSet-r16 ::= SEQUENCE (SIZE(1..64)) OF DL-PRS-BeamInfoElement-r16

DL-PRS-BeamInfoElement-r16 ::= SEQUENCE {
	dl-PRS-Azimuth-r16				INTEGER (0..3599),
	dl-PRS-Elevation-r16			INTEGER (0..1800)				OPTIONAL,	-- Need ON
	dl-PRS-HPBW-Az-r16				INTEGER (0..1300)				OPTIONAL,	-- Need ON
	dl-PRS-HPBW-El-r16				INTEGER (0..1300)				OPTIONAL,	-- Need ON
	...
}

LCS-GCS-Translation-Parameter-r16 ::= SEQUENCE {
	alpha-r16						INTEGER (0..3599),
	beta-r16						INTEGER (0..3599),
	gamma-r16						INTEGER (0..3599),
	...
}

-- ASN1STOP

	NR-DL-PRS-Beam-Info field descriptions

	trp-id
This field provides an identity of the TRP.

	lcs-gcs-translation-parameter
This field provides the angles α (bearing angle), β (downtilt angle) and γ (slant angle) for the translation of a Local Coordinate System (LCS) to a Global Coordinate System (GCS) as defined in TR 38.901 [44]. If this field is absent, the dl-PRS-Azimuth and dl-PRS-Elevation are provided in a GCS.

	dl-prs-BeamInfoSet
This field provides the DL-PRS beam information for each DL-PRS Resource of the DL-PRS Resource Set associated with this TRP.

	dl-PRS-Azimuth
This field specifies the azimuth angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the azimuth angle is measured counter-clockwise from geographical North.
For a Local Coordinate System (LCS), the azimuth angle is measured measured counter-clockwise from the x-axis of the LCS.
Scale factor 0.1 degrees; range 0 to 359.9 degrees.

	dl-PRS-Elevation
This field specifies the elevation angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the elevation angle is measured relative to zenith and positive to the horizontal direction (elevation 0 deg. points to zenith, 90 deg to the horizon).
For a Local Coordinate System (LCS), the elevation angle is measured relative to the z-axis of the LCS (elevation 0 deg. points to the z-axis, 90 deg to the x-y plane).
Scale factor 0.1 degrees; range 0 to 180 degrees.

	[bookmark: _GoBack]dl-PRS-HPBW-Az
This field specifies the half-power beamwidth (HPBW) in the horizontal plane of the beam in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted. HPBW is the angle subtended by the half-power points of the mainlobe in the horizontal plane. 
Scale factor 0.1 degrees; range 0 to 130 degrees.

	dl-PRS-HPBW-El
This field specifies the half-power beamwidth (HPBW) in the vertical plane of the beam in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted. HPBW is the angle subtended by the half-power points of the mainlobe in the vertical plane. 
Scale factor 0.1 degrees; range 0 to 130 degrees.

	alpha
This field specifies the bearing angle α for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 0.1 degrees; range 0 to 359.9 degrees.

	beta
This field specifies the downtilts angle β for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 0.1 degrees; range 0 to 359.9 degrees.

	gamma
This field specifies the slant angle γ for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 0.1 degrees; range 0 to 359.9 degrees.
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