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	Reason for change:
	Two new subcarrier spacings (2.5kHz and 0.37kHz) and corresponding capability signaling per UE were introduced in Rel-16 LTE-based 5G terrestrial broadcast in RP-200363. However, RAN1 has sent LS in R2-2004357 on the updated RAN1 UE feature list. Therefore, RAN2 needs to update the UE capability signaling from per UE to per supported band for support of subcarrier spacing of 2.5kHz and 0.37kHz. 

	
	

	Summary of change:
	Following changes are made.  
1. subcarrierSpacingMBMS-khz0dot37-r16 and subcarrierSpacingMBMS-khz2dot5-r16 are added to indicate supported subcarrier spacing in the band.
2. [bookmark: _GoBack]mbms-ScalingFactor0dot37-r16, mbms-ScalingFactor2dot5-r16 are updated to be applicable for all supported bands.
3. timeSeparationSlot2-r16, timeSeparationSlot4-r16 are updated to be applicable per supported band.

	
	

	Consequences if not approved:
	UE cannot report the per band capability for support of subcarrier spacing of 2.5kHz and 0.37kHz.
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[bookmark: _Toc29241432][bookmark: _Toc37152901][bookmark: _Toc37236838][bookmark: _Toc20487181][bookmark: _Toc29342476][bookmark: _Toc29343615][bookmark: _Toc20487193][bookmark: _Toc29342488][bookmark: _Toc29343627][bookmark: _Toc20487460][bookmark: _Toc29342759][bookmark: _Toc29343898][bookmark: _Toc20487489][bookmark: _Toc29342789][bookmark: _Toc29343928]4.3.17	MBMS parameters
[bookmark: _Toc29241433][bookmark: _Toc37152902][bookmark: _Toc37236839]4.3.17.1	mbms-SCell-r11
This parameter defines whether the UE in RRC_CONNECTED supports MBMS reception via MBSFN on a frequency indicated in an MBMSInterestIndication message, when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated), as specified in TS 36.331 [5].
[bookmark: _Toc29241434][bookmark: _Toc37152903][bookmark: _Toc37236840]4.3.17.2	mbms-NonServingCell-r11
This parameter defines whether the UE in RRC_CONNECTED supports MBMS reception via MBSFN on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination and to network synchronization properties) a serving cell may be additionally configured, as specified in TS 36.331 [5]. If this is supported, the UE shall also support MBMS reception via MBSFN on a frequency when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated), as specified in TS 36.331 [5].
[bookmark: _Toc29241435][bookmark: _Toc37152904][bookmark: _Toc37236841]4.3.17.3	mbms-AsyncDC-r12
This parameter defines whether the UE in RRC_CONNECTED supports MBMS reception via MBSFN on a frequency indicated in an MBMSInterestIndication message, where according to supportedBandCombination, the carriers are configured or can be configured as serving cells in the MCG and the SCG which are not synchronized, specified in TS 36.331 [5]. In this release of specification, it is mandatory to support this according to MBMSInterestIndication and indicated supportedBandCombination.
[bookmark: _Toc29241436][bookmark: _Toc37152905][bookmark: _Toc37236842]4.3.17.4	fembmsMixedCell-r14
This parameter defines whether the UE in RRC_CONNECTED supports MBMS reception with 15kHz subcarrier spacings via MBSFN from FeMBMS/Unicast mixed cells on a frequency indicated in an MBMSInterestIndication message.
[bookmark: _Toc29241437][bookmark: _Toc37152906][bookmark: _Toc37236843]4.3.17.5	fembmsDedicatedCell-r14
This parameter defines whether the UE in RRC_CONNECTED supports MBMS reception with 15kHz subcarrier spacings via MBSFN from MBMS-dedicated cells on a frequency indicated in an MBMSInterestIndication message.
[bookmark: _Toc29241438][bookmark: _Toc37152907][bookmark: _Toc37236844]4.3.17.6	subcarrierSpacingMBMS-khz1dot25-r14, subcarrierSpacingMBMS-khz7dot5-r14
This parameter defines the supported subcarrier spacing for MBSFN subframes on FeMBMS/Unicast mixed cells or MBMS-Dedicated cells in addition to 15kHz subcarrier spacing. The subcarrierSpacingMBMS-khz7dot5-r14 refers to 7.5kHz subcarrier spacing and subcarrierSpacingMBMS-khz1dot25-r14 refers to 1.25 kHz subcarrier spacing as defined in TS 36.211 [21], clause 6.12. This field is included only if UE supports MBMS reception from FeMBMS/Unicast mixed cell or MBMS-dedicated cell.
[bookmark: _Toc29241439][bookmark: _Toc37152908][bookmark: _Toc37236845]4.3.17.6x 	subcarrierSpacingMBMS-khz0dot37-r16, subcarrierSpacingMBMS-khz2dot5-r16
This parameter defines for each supported E-UTRA band the supported subcarrier spacing for MBSFN subframes on FeMBMS/Unicast mixed cells or MBMS-Dedicated cells in addition to 15kHz subcarrier spacing. The subcarrierSpacingMBMS-khz0dot37-r16 refers to 0.37 kHz subcarrier spacing and subcarrierSpacingMBMS-khz2dot5-r16 refers to 2.5 kHz subcarrier spacing as defined in TS 36.211 [21], clause 6.12. This field is included only if UE supports MBMS reception from FeMBMS/Unicast mixed cell or MBMS-dedicated cell for the supported E-UTRA band.
4.3.17.7	mbms-MaxBW-r14
This parameter defines the maximum supported bandwidth (T) for MBMS reception, see TS 36.213 [22], clause 11.1. If the value is set to implicitValue, the corresponding value of T is calculated as specified in TS 36.213 [22], clause 11.1. If the value is set to explicitValue, the actual value of T = explicitValue * 40 MHz.
[bookmark: _Toc29241440][bookmark: _Toc37152909][bookmark: _Toc37236846]4.3.17.8	mbms-ScalingFactor1dot25-r14, mbms-ScalingFactor7dot5-r14
These parameters correspond to A(1.25 and A(7.5, respectively, i.e., scaling factor for processing one unit of bandwidth corresponding to subcarrier spacing of 1.25 kHz and 7.5 kHz, with respect to one unit of bandwidth corresponding to subcarrier spacing of 15 kHz. See TS 36.213 [22], clause 11.1. The field is included only if UE supports corresponding subcarrier spacing for MBSFN subframes on FeMBMS/Unicast mixed cells or MBMS-Dedicated cells in addition to 15kHz subcarrier spacing. The field shall be included if the UE supports corresponding subcarrier spacing for MBSFN subframes on FeMBMS/Unicast mixed cells or MBMS-Dedicated cells in addition to 15kHz subcarrier spacing and mbms-MaxBW-r14 is included.
4.3.17.9	mbms-ScalingFactor0dot37-r16, mbms-ScalingFactor2dot5-r16
These parameters indicate whether UE supports subcarrier spacing of 0.37 kHz / 2.5 kHz, for MBSFN subframes as described in TS 36.211 [17], clause 6.12. The indicated value corresponds to A(0.37 / A(2..5, i.e., scaling factor for processing one unit of bandwidth corresponding to subcarrier spacing of 0.37 kHz / 2.5 kHz, with respect to one unit of bandwidth corresponding to subcarrier spacing of 15 kHz. See TS 36.213 [22], clause 11.1. This field is included only if UE supports MBMS reception from FeMBMS/Unicast mixed cell or MBMS-dedicated cell. This field shall be included if subcarrierSpacingMBMS-khz0dot37-r16 / subcarrierSpacingMBMS-khz2dot5-r16 is included for at least one supported E-UTRA band.
4.3.17.10	timeSeparationSlot2-r16, timeSeparationSlot4-r16
These parameters define for each supported E-UTRA band the supported time staggering length of 2 slots (MBSFN reference signal pattern type 2) / 4 slots (MBSFN reference signal pattern type 1) for MBSFN-RS associated with PMCH with subcarrier spacing of 0.37 kHz for MBSFN subframes as described in TS 36.211 [17], clause 6.10.2.2.4. This field is included only if UE supports subcarrier spacing of 0.37 kHz for MBSFN subframes on FeMBMS/Unicast mixed cells or MBMS-Dedicated cells in addition to 15kHz subcarrier spacing.
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