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	Reason for change:
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	Description of the possible contents of DLInformationTransferMRDC is extended to include 
a) NR MobilityFromNRCommand message (NR-DC)
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Start of 1st change
[bookmark: _Toc36756997][bookmark: _Toc36836538][bookmark: _Toc36843515][bookmark: _Toc37067804][bookmark: _Toc20425896][bookmark: _Toc29321292]–	DLInformationTransferMRDC
The DLInformationTransferMRDC message is used for the downlink transfer of RRC messages (e.g. for transferring NR or E-UTRA RRC connection reconfiguration or RRC connection release messages) over SRB3 during fast MCG link recovery via SRB3.
Signalling radio bearer: SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
DLInformationTransferMRDC message
-- ASN1START
-- TAG-DLINFORMATIONTRANSFERMRDC-START

DLInformationTransferMRDC-r16 ::=       SEQUENCE {
    criticalExtensions                      CHOICE {
        c1                                      CHOICE {
            dlInformationTransferMRDC-r16           DLInformationTransferMRDC-r16-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture                SEQUENCE {}
    }
}

DLInformationTransferMRDC-r16-IEs::=    SEQUENCE {
    dl-DCCH-MessageNR-r16                   OCTET STRING             OPTIONAL, -- Need N	Comment by Intel: [RIL]: I670 [Delegate]: Intel (Sudeep)  [WI]: DCCA [Class]: 2 [Status]: ConcAgree WI-CR [TDoc]: None [Proposed Conclusion]: 
[Description]: Missing Need codes.  Since these are containers Need N could be used.
[Proposed Change]: Add Need N for all these fields.
[Comments]: Rapp1: Implemented as proposed.
	Comment by Huawei: 
[RIL]: H193 [Delegate]: David (Huawei)  [WI]: DCCA [Class]: 2 [Status]: Duplicate [TDoc]: R2-2003719 [Proposed Conclusion]: 
[Description]: Missing need codes for this field and the next one.
[Proposed Change]: v27: Add "-- Need N"
[Comments]: Rapp1: Tdoc not checked, not available

    dl-DCCH-MessageEUTRA-r16                OCTET STRING             OPTIONAL, -- Need N
    lateNonCriticalExtension                OCTET STRING             OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}              OPTIONAL
}

-- TAG-DLINFORMATIONTRANSFERMRDC-STOP
-- ASN1STOP


	DLInformationTransferMRDC field descriptions

	dl-DCCH-MessageNR
Includes the DL-DCCH-Message. In this version of the specification, the field is only used to transfer the NR RRCReconfiguration and, in case of fast MCG link recovery via SRB3, also RRCRelease and MobilityFromNRCommand messages.	Comment by C: 
[RIL]: C123 [Delegate]: CATT (Chandrika) [WI]: DCCA [Class]: 3[Status]: ToDo [TDoc]: R2-20xxxx [Proposed Conclusion]: 
[Description]: It was agreed to support inter-RAT HO for MCG fast recovery, so the MobilityFromNRCommand can also be included into the message.
[Proposed Change]: Related to C122, See the Tdoc
[Comments]:


	dl-DCCH-MessageEUTRA
Includes the DL-DCCH-Message. In this version of the specification, the field is only used to transfer the E-UTRA RRCConnectionReconfiguration and, in case of fast MCG link recovery via SRB3, also RRCConnectionRelease and MobilityFromEUTRACommand messages as specified in TS 36.331 [10].	Comment by C: 
[RIL]: C124 [Delegate]: CATT (Chandrika) [WI]: DCCA [Class]: 3[Status]: ToDo [TDoc]: None [Proposed Conclusion]: 
[Description]: It was agreed to support inter-RAT HO for MCG fast recovery, so the MobilityFromEutranCommand can also be included into the message.
[Proposed Change]: Related to C122, See the Tdoc
[Comments]:





End of 1st change 
