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Discussion and Decision
1
Introduction
At the last RAN2 meeting, the following proposals were postponed:
· The following proposals are postponed to next meeting:
Proposal-Z255: Further discuss Z255, how to handle the CPC configuration if PCell change together with security key change? Can the stored CPC configuration be used without any change, e.g. security.  

Proposal-C003-1: To discuss whether the changes in T312 from C003 should be captured for T310. 

Proposal-S350-P1/2: further discuss whether there is the need to capture “establish and first configure the target L2 entities according to the source configuration and then later update to target configuration” considering by default source configuration shall be used for delta signaling purpose during handover.
In this paper, we discuss how to progress on C003.

2
Discussion
According to [1], the detailed discussion is as below:
2 companies suggested to align T312 and T310. 

Proposal-C003: Agree C003 and the changes in 7.1.1 as below:

Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, receiving RRCReconfiguration with reconfigurationWithSync for that cell group, upon initiating the connection re-establishment procedure, upon the reconfiguration of rlf-TimersAndConstant, and upon the expiry of T310 in corresponding SpCell.

Upon SCG release, if the T312 is kept in SCG.
Proposal-C003-1: To discuss whether the changes in T312 from C003 should be capatured for T310. 

Generally, we think C003-1 is reasonable, and there were some supports in the last RAN2 meeting. However, T312 was introduced in Rel-16 so the basic C003 only impacts Rel-16 38.331, and for C003-1, it will impact both Rel-15 and Rel-16 specs due to T310. If RAN2 is to agree on C003-1, one option may be that:
· Capture C003-1 in the 38.331 CR for NR mob

· Need a Rel-15 correction CR for 38.331 (or may be merged into another Rel-15 CR if possible). Since it is Rel-15 correction, inter-operability impact is needed
Proposal 1: If RAN2 is to agree on C003-1, changes to T310 are needed for both Rel-15 and Rel-16 38.331 specs.
3
Conclusions
In this paper, we discuss one leftover for T312, i.e. C003-1. It is proposed:

Proposal 1: If RAN2 is to agree on C003-1, changes to T310 are needed for both Rel-15 and Rel-16 38.331 specs.
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