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	Reason for change:
	According to the agreement in RAN2#107bis, a UE supports conditional handover may or may not support conditional handover during RRC re-establishment procedure. Nevertheless, current text implies this is a mandatory feature.
1.	Confirm the working assumption as an optional feature:
At RLF/HO failure/CHO failure, the UE performs cell selection and if the selected cell is a CHO candidate then the UE attempts CHO execution, otherwise re-establishment is performed.
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	Summary of change:
	Add a condition to specify that a UE performs conditional handover during RRC re-establishment procedure only when it supports this optional feature.
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	A UE supports conditional handover also needs to support conditioanl hadnover during RRC re-establishment procedure.
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[bookmark: _Toc20425733][bookmark: _Toc29321129][bookmark: _Toc36756732][bookmark: _Toc36836273][bookmark: _Toc36843250][bookmark: _Toc37067539]5.3.7.3	Actions following cell selection while T311 is running
Upon selecting a suitable NR cell, the UE shall:
1>	ensure having valid and up to date essential system information as specified in clause 5.2.2.2;
1>	stop timer T311;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if the cell selection is triggered by detecting radio link failure of the MCG or re-configuration with sync failure of the MCG, and
1>	if attemptCondReconfig is configured; and
1> If the UE is capable to perform conditional handover during RRC re-establishment procedure; and
1>	if the selected cell is one of the candidate cells which the reconfigurationWithSync is included in the masterCellGroup in VarCondtionalReconfig:
2>	apply the stored condRRCReconfig associated to the selected cell and perform actions as specified in 5.3.5.3; 
1>	else:
2>	if UE is configured with conditionalReconfiguration:
3>	release spCellConfig, if configured; 
3>	release the MCG SCell(s), if configured;
3>	release delayBudgetReportingConfig, if configured;
3>	release overheatingAssistanceConfig , if configured;
3>	suspend all RBs, except SRB0;
2>	remove all the entries within VarConditionalReconfig, if any;
2>	for each measId, if the associated reportConfig has a reportType set to condTriggerConfig:
3>	for the associated reportConfigId:
4>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
3>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
4>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
3>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	start timer T301;
2>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	apply the timeAlignmentTimerCommon included in SIB1;
2>	initiate transmission of the RRCReestablishmentRequest message in accordance with 5.3.7.4;
NOTE:	This procedure applies also if the UE returns to the source PCell.
Upon selecting an inter-RAT cell, the UE shall:
1>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure'.



