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	Reason for change:
	For NR-DC, the UE is mandated to support IMS voice over SCG bearer; and 
However, this requirement creates burdens in the UE implementation and IOT.

	
	

	Summary of change:
	Introduce a new UE capability voiceOverSCG-BearerNR to indicate whether the UE supports IMS voice over SCG bearer of NR-DC.

Impact analysis
Impacted 5G architecture options: 
NR-DC

Impacted functionality: 
IMS voice over NR SCG bearer

Inter-operability:
If the UE is implemented according to CR and the network is not, the network may configure IMS voice over SCG bearer that the UE may not support in NR-DC. If the network is implemented according to CR and the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The UE is required to support IMS voice over SCG bearer for NR-DC, which requires the UE and the network have to be IOTed.
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[bookmark: _Toc20426169][bookmark: _Toc29321566][bookmark: _Toc36219749][bookmark: _Toc36220425][bookmark: _Toc36513845]–	IMS-Parameters
The IE IMS-Parameters is used to convery capabilities related to IMS.
IMS-Parameters information element
-- ASN1START
-- TAG-IMS-PARAMETERS-START

IMS-Parameters ::=         SEQUENCE {
    ims-ParametersCommon       IMS-ParametersCommon                  OPTIONAL,
    ims-ParametersFRX-Diff     IMS-ParametersFRX-Diff                OPTIONAL,
    ...
}

IMS-ParametersCommon ::=   SEQUENCE {
    voiceOverEUTRA-5GC         ENUMERATED {supported}                OPTIONAL,
    ...,
    [[
    voiceOverSCG-BearerEUTRA-5GC       ENUMERATED {supported}        OPTIONAL
    ]]
}

IMS-ParametersFRX-Diff ::= SEQUENCE {
    voiceOverNR                ENUMERATED {supported}                OPTIONAL,
    ...
    [[
    voiceOverSCG-BearerNR-5GC       ENUMERATED {supported}        	 OPTIONAL
    ]]
}

-- TAG-IMS-PARAMETERS-STOP
-- ASN1STOP

