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1. Introduction
During Phase 2 ASN.1 review, Z113 and Z117 have been accepted by the rapporteur [1]. In this paper, we give some explanation for these two RILs and include the proposed changes for Z113 and Z117 as text proposal. 
2. [bookmark: _Toc12718547]Discussion
[Z113] Remove onDemandSIB-Request related description
RRCReconfiguration-v16xy-IEs ::=        SEQUENCE {
    otherConfig-v16xy                       OtherConfig-v16xy                          OPTIONAL, -- Need M 
    bap-Config-r16                           SetupRelease { BAP-Config-r16 }            OPTIONAL, -- Need M
    conditionalReconfiguration-r16          ConditionalReconfiguration-r16             OPTIONAL, -- Need M
    daps-SourceRelease-r16                  ENUMERATED{true}                           OPTIONAL, -- Need N
    sl-ConfigDedicatedNR-r16                SetupRelease {SL-ConfigDedicatedNR-r16}    OPTIONAL, -- Need M
    sl-ConfigDedicatedEUTRA-r16             SetupRelease {SL-ConfigDedicatedEUTRA-r16} OPTIONAL, -- Need M
    onDemandSIB-RequestConfig-r16            SetupRelease { OnDemandSIB-Request-r16 }   OPTIONAL, -- Need M
    t316-r16                                SetupRelease {T316-r16 }                   OPTIONAL, -- Cond MCG-Only 
    nonCriticalExtension                    SEQUENCE {}                                OPTIONAL
}
OnDemandSIB-Request-r16 ::=              SEQUENCE {
    onDemandSIB-Request                     ENUMERATED {true},
    onDemandSIB-RequestProhibitTimer        ENUMERATED {s0 , s0dot5, s1, s2, s5, s10, s20, s30,
                                          spare4, spare3, spare2, spare1}
}
[bookmark: _GoBack]As shown in the above ASN.1, if the field onDemandSIB-RequestProhibitTimer is configured, UE will consider the on demand SI in connected is enabled and thus there is no need to include the onDemandSIB-Request as a separate indicator showing allowance of on demand SI request in connected. The configuration of the onDemandSIB-RequestProhibitTimer is an implicit way of showing allowance. 
Proposal 1：Remove onDemandSIB-Request related descriptions in 5.2.2.4.2.
[Z117] Correction on stop condition of T350
As shown in the above ASN.1, a setup/release structure is used to configure on demand SI in connected for a UE. Network can set the onDemandSIB-RequestConfig to release showing that on demand SI in connected is no longer allowed and UE should stop T350 (the prohibit timer for on demand SI request in connected). 

Proposal 2: UE shall stop T350 upon receiving onDemandSIB-RequestConfig set to release.
Proposal 3: Agree the text proposal.
3. Conclusion and proposals
With the above analysis, we have the following proposals:
Proposal 1：Remove onDemandSIB-Request related descriptions in 5.2.2.4.2.
Proposal 2: UE shall stop T350 upon receiving onDemandSIB-RequestConfig set to release.
Proposal 3: Agree the text proposal.
4. Reference
[1] R2-190xxxx 38331 Rel16 ASN1 review Ph 1 v112
5. Text proposal
The text proposal is drafted based on R2-190xxxx 38331 Rel16 ASN1 review Ph 1 v69.
---------------------------------------------------------Text Proposal- start------------------------------------------------------------
5.2.2.4.2	Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>	store the acquired SIB1;
1>	if the cell is not an NPN-only cell  and the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;
1>	if the cellAccessRelatedInfo contains an entry with the NPN-Identity of the selected NPN:
2>	in the remainder of the procedures use npn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding NPN-IdentityInfo containing the selected NPN;
1>	if in RRC_CONNECTED while T311 is not running:
2>	disregard the frequencyBandList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
2>	apply the configuration included in the servingCellConfigCommon;
2>	if the UE has a stored valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.1:
3>	use the stored version of the required SIB;
2>	else if the UE has an active BWP configured with common search space configured with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or according to the request from upper layers:
3>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
4>	acquire the SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.5;
3>	if configured to request on demand system information in RRC_CONNECTEDand timer T350 is not running:
4> for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
5>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
54>	trigger a request to acquire the required SIB(s) as defined in sub-clause 5.2.2.3.5;
2>	else if the UE has an active BWP not configured with common search space configured with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or according to the request from upper layers:
3>	if configured to request on demand system information in RRC_CONNECTEDand timer T350 is not running:
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
43>	trigger a request to acquire the required SIB(s) as defined in sub-clause 5.2.2.3.5;
1>	else:
2>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList for downlink for TDD, or one or more of the frequency bands indicated in the frequencyBandList for uplink for FDD, and they are not downlink only bands, and
2>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported band in the downlink for TDD, or a supported band in uplink for FDD, and
2>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in uplinkConfigCommon for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP, and
2>	if the UE supports a downlink channel bandwidth with a maximum transmission bandwidth configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in downlinkConfigCommon for the SCS of the initial downlink BWP), and which
-	is wider than or equal to the bandwidth of the initial downlink BWP:
3>	apply a supported uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in uplinkConfigCommon for the SCS of the initial uplink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the uplink;
3>	apply a supported downlink channel bandwidth with a maximum transmission bandwidth which
-	is contained within the carrierBandwidth indicated in downlinkConfigCommon for the SCS of the initial downlink BWP, and which
-	is wider than or equal to the bandwidth of the initial BWP for the downlink;
3>	select the first frequency band in the frequencyBandList, for FDD from frequencyBandList for uplink, or for TDD from frequencyBandList for downlink, which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
3>	forward the cellIdentity to upper layers;
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list nor the selected NPN nor the registered NPN:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
3>	else:
4>	forward the trackingAreaCode to upper layers;
3>	forward the PLMN identity or SNPN identity or PNI-NPN identity to upper layers;
3>	if in RRC_INACTIVE and the forwarded information does not trigger message transmission by upper layers:
4>	if the serving cell does not belong to the configured ran-NotificationAreaInfo:
5>	initiate an RNA update as specified in 5.3.13.8;
3>	forward the ims-EmergencySupport to upper layers, if present;
3>	forward the eCallOverIMS-Support to upper layers, if present;
3>	forward the uac-AccessCategory1-SelectionAssistanceInfo to upper layers, if present;
3>	apply the configuration included in the servingCellConfigCommon;
3>	apply the specified PCCH configuration defined in 9.1.1.3;
3>	if the UE has a stored valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.1:
4>	use the stored version of the required SIB;
3>	if the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1:
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
5>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
4>	for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
5>	trigger a request to acquire the SI message(s) as defined in sub-clause 5.2.2.3.3;
3>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList in uplinkConfigCommon for FDD or in downlinkConfigCommon for TDD;
3>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:
4>	apply the additionalPmax for UL;
3>	else:
4>	apply the p-Max in uplinkConfigCommon for UL;
3>	if supplementaryUplink is present in servingCellConfigCommon; and
3>	if the UE supports one or more of the frequency bands indicated in the frequencyBandList of supplementary uplink; and
3>	if the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList for a supported supplementary uplink band; and
3>	if the UE supports an uplink channel bandwidth with a maximum transmission bandwith configuration (see TS 38.101-1 [15] and TS 38.101-2 [39]) which
-	is smaller than or equal to the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial uplink BWP of the SUL:
4>	consider supplementary uplink as configured in the serving cell;
4>	select the first frequency band in the frequencyBandList of supplementary uplink which the UE supports and for which the UE supports at least one of the additionalSpectrumEmission values in nr-NS-PmaxList, if present;
4>	apply a supported supplementary uplink channel bandwidth with a maximum transmission bandwidth which
-	is contained withn the carrierBandwidth (indicated in supplementaryUplink for the SCS of the initial uplink BWP), and which
-	is wider than or equal to the bandwidth of the initial BWP of the SUL;
4>	apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList for the supplementaryUplink;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList for the supplementaryUplink:
5>	apply the additionalPmax in supplementaryUplink for SUL;
4>	else:
5>	apply the p-Max in supplementaryUplink for SUL;
3>	if iab-Support is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred for IAB-MT in accordance with TS 38.304 [20];
2>	else:
3>	consider the cell as barred in accordance with TS 38.304 [20]; and
3>	perform barring as if intraFreqReselection is set to notAllowed;
----------------------------------------------------------------next change--------------------------------------------------------------

7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
	Upon transmission of RRCSetupRequest.
	Upon reception of RRCSetup or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.3.7. 

	T301
	Upon transmission of RRCReestabilshmentRequest
	Upon reception of RRCReestablishment or RRCSetup message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Upon reception of RRCReject while performing RRC connection establishment or resume, upon reception of RRCRelease with waitTime.
	Upon entering RRC_CONNECTED or RRC_IDLE, upon cell re-selection and upon reception of RRCReject message.
	Inform upper layers about barring alleviation as specified in 5.3.14.4

	T304
	Upon reception of RRCReconfiguration message including reconfigurationWithSync or upon conditional reconfiguration execution i.e. when applying a stored RRCReconfiguration message including reconfigurationWithSync.
	Upon successful completion of random access on the corresponding SpCell
For T304 of SCG, upon SCG release
	For T304 of MCG, in case of the handover from NR or intra-NR handover, initiate the RRC re-establishment procedure; In case of handover to NR, perform the actions defined in the specifications applicable for the source RAT. If any DAPS bearer is configured and if there is no RLF in source, initiate the failure information procedure.

For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T310

	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.
Upon SCG release, if the T310 is kept in SCG.

	If the T310 is kept in MCG: If AS security is not activated: go to RRC_IDLE else: initiate the MCG failure information procedure as specified in 5.7.3b or the connection re-establishment procedure as specified in 5.3.7.
If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311

	Upon initiating the RRC connection re-establishment procedure
	Upon selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T312

	If T312 is configured  in MCG: Upon triggering a measurement report for a measurement identity for which T312 has been configured and useT312 has been set to true, while T310 in PCell is running.
If T312 is configured in SCG and useT312 has been set to true: Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 in PSCell is running.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, receiving RRCReconfiguration with reconfigurationWithSync for that cell group, upon initiating the connection re-establishment procedure, upon the reconfiguration of rlf-TimersAndConstant, and upon the expiry of T310 in corresponding SpCell.
Upon SCG release, if the T312 is kept in SCG
	If the T312 is kept in MCG: If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure.
If the T312 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure.as specified in 5.7.3.

	T316
	Upon transmission of the MCGFailureInformation message
	Upon receiving RRCRelease,  RRCReconfiguration with reconfigurationwithSync for the PCell, E-UTRA RRCConnectionReconfiguration with mobilityControlInforesumption of MCG transmission, upon reception of RRCRelease, or upon initiating the re-establishment procedure., 
	Perform the actions as specified in 5.7.3b.5.

	T319
	Upon transmission of RRCResumeRequest or RRCResumeRequest1.
	Upon reception of RRCResume, RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.13.5.

	T320
	Upon reception of t320 or upon cell (re)selection to NR from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, upon reception of RRCRelease, when PLMN selection is performed on request by NAS, when the UE enters RRC_IDLE from RRC_INACTIVE, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cgi-info, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements.

	T322
	Upon receving measConfig including reportConfigNR with the purpose set to reportSFTD and drx-SFTD-NeighMeas is set to true.
	Upon acquiring the SFTD measurement results, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportSFTD.
	Initiate the measurement reporting procedure, stop performing the related measurements.

	T325
	Upon reception of RRCRelease message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or NR signalled by RRCRelease.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.5a.1.4

	T331
	Upon receiving RRCRelease message with measIdleDuration
	Upon receiving RRCSetup, RRCResume, RRCRelease with idle/inactive measurement configuration, upon cell selection/reselectiong to a cell that does not belong to the validityArea (if configured), or upon cell re-selection to another RAT.
	Perform the actions as specified in 5.7.8.43.

	T342
	Upon transmitting UEAssistanceInformation message with DelayBudgetReport.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving delayBudgetReportingConfig set to release.
	No action.

	T345
	Upon transmitting UEAssistanceInformation message with overheatingAssistance
	Upon initiating the connection re-establishment procedure and upon initiating the connection resumption procedure
	No action.

	T346a
	Upon transmitting UEAssistanceInformation message with drx-Preference. The UE maintains one instance of this timer per cell group.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving drx-PreferenceConfig set to release.
	No action.

	T346b
	Upon transmitting UEAssistanceInformation message with maxBW-Preference. The UE maintains one instance of this timer per cell group.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving maxBW-PreferenceConfig set to release.
	No action.

	T346c
	Upon transmitting UEAssistanceInformation message with maxCC-Preference. The UE maintains one instance of this timer per cell group.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving maxCC-PreferenceConfig set to release.
	No action.

	T346d
	Upon transmitting UEAssistanceInformation message with maxMIMO-LayerPreference. The UE maintains one instance of this timer per cell group.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving maxMIMO-LayerPreferenceConfig set to release.
	No action.

	T346e
	Upon transmitting UEAssistanceInformation message with minSchedulingOffsetPreference. The UE maintains one instance of this timer per cell group.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving minSchedulingOffsetPreferenceConfig set to release.
	No action.

	T346f
	Upon transmitting UEAssistanceInformation message with releasePreference.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving releasePreferenceConfig set to release.
	No action.

	T350
	Upon transmitting DedicatedSIBRequest message with requestedSIB-List.
	Upon acquiring the requested SIB(s), upon initiating the connection re-establishment/resume procedures and upon receiving onDemandSIB-RequestConfig set to release.
	No action

	T380
	Upon reception of t380 in RRCRelease.
	Upon reception of RRCResume, RRCSetup or RRCRelease.

	Perform the actions as specified in 5.3.13.

	T390
	When access attempt is barred at access barring check for an Access Category. The UE maintains one instance of this timer per Access Category.
	Upon cell (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.

	T400
	Upon transmission of RRCReconfigurationSidelink
	Upon reception of RRCReconfigurationFailureSidelink or RRCReconfigurationCompleteSidelink
	Perform the sidelink RRC reconfiguration failure procedure as specified in 5.8.9.1.8


---------------------------------------------------------Text Proposal- End-------------------------------------------------------------




