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1 Introduction
This paper is to discuss how to extend search space configuration in PDCCH configuration.
2 Discussion
PDCCH configuration comprises of two parts:

Part 1: PDCCH common configuration

-- ASN1START

-- TAG-PDCCH-CONFIGCOMMON-START

PDCCH-ConfigCommon ::=              SEQUENCE {

    controlResourceSetZero              ControlResourceSetZero                                  OPTIONAL,   -- Cond InitialBWP-Only

    commonControlResourceSet            ControlResourceSet                                      OPTIONAL,   -- Need R

    searchSpaceZero                     SearchSpaceZero                                         OPTIONAL,   -- Cond InitialBWP-Only

    commonSearchSpaceList               SEQUENCE (SIZE(1..4)) OF SearchSpace                    OPTIONAL,   -- Need R
    searchSpaceSIB1                     SearchSpaceId                                           OPTIONAL,   -- Need S

    searchSpaceOtherSystemInformation   SearchSpaceId                                           OPTIONAL,   -- Need S

    pagingSearchSpace                   SearchSpaceId                                           OPTIONAL,   -- Need S

    ra-SearchSpace                      SearchSpaceId                                           OPTIONAL,   -- Need S

    ...,

    [[

    firstPDCCH-MonitoringOccasionOfPO   CHOICE {

        sCS15KHZoneT                                                             SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..139),

        sCS30KHZoneT-SCS15KHZhalfT                                               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..279),

        sCS60KHZoneT-SCS30KHZhalfT-SCS15KHZquarterT                              SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..559),

        sCS120KHZoneT-SCS60KHZhalfT-SCS30KHZquarterT-SCS15KHZoneEighthT          SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..1119),

        sCS120KHZhalfT-SCS60KHZquarterT-SCS30KHZoneEighthT-SCS15KHZoneSixteenthT SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..2239),

        sCS120KHZquarterT-SCS60KHZoneEighthT-SCS30KHZoneSixteenthT               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..4479),

        sCS120KHZoneEighthT-SCS60KHZoneSixteenthT                                SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..8959),

        sCS120KHZoneSixteenthT                                                   SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..17919)

    }                                                                                                                OPTIONAL       -- Cond OtherBWP

    ]]

}

-- TAG-PDCCH-CONFIGCOMMON-STOP

-- ASN1STOP

There is a list of common search space (i.e. commonSearchSpaceList) included in the PDCCH common configuration.

Part 2: PDCCH dedicated configuration

-- ASN1START

-- TAG-PDCCH-CONFIG-START

PDCCH-Config ::=                    SEQUENCE {

    controlResourceSetToAddModList      SEQUENCE(SIZE (1..3)) OF ControlResourceSet                 OPTIONAL,   -- Need N

    controlResourceSetToReleaseList     SEQUENCE(SIZE (1..3)) OF ControlResourceSetId               OPTIONAL,   -- Need N

    searchSpacesToAddModList            SEQUENCE(SIZE (1..10)) OF SearchSpace                       OPTIONAL,   -- Need N
    searchSpacesToReleaseList           SEQUENCE(SIZE (1..10)) OF SearchSpaceId                     OPTIONAL,   -- Need N

    downlinkPreemption                  SetupRelease { DownlinkPreemption }                         OPTIONAL,   -- Need M

    tpc-PUSCH                           SetupRelease { PUSCH-TPC-CommandConfig }                    OPTIONAL,   -- Need M

    tpc-PUCCH                           SetupRelease { PUCCH-TPC-CommandConfig }                    OPTIONAL,   -- Need M

    tpc-SRS                             SetupRelease { SRS-TPC-CommandConfig}                       OPTIONAL,   -- Need M

    ...,

    [[

    controlResourceSetToAddModList-r16  SEQUENCE (SIZE (1..5)) OF ControlResourceSet                 OPTIONAL,   -- Need N

    controlResourceSetToReleaseList-r16 SEQUENCE (SIZE (1..5)) OF ControlResourceSetId-r16           OPTIONAL,   -- Need N

    searchSpacesToAddModList-r16        SEQUENCE(SIZE (1..10)) OF SearchSpace-v16xy                 OPTIONAL,   -- Need N
    searchSpaceSwitchingTimer-r16       INTEGER (1..80)                                       OPTIONAL,    -- Need R

    searchSpaceSwitchingGroupList-r16   SEQUENCE(SIZE (1..ffsValue)) OF SearchSpaceSwitchingGroup-r16 OPTIONAL, -- Need R

    uplinkCancellation-r16              SetupRelease { UplinkCancellation-r16 }                     OPTIONAL,    -- Need M

    monitoringCapabilityConfig-r16      ENUMERATED { r15monitoringcapability,r16monitoringcapability } OPTIONAL

    ]]

}

SearchSpaceSwitchingGroup-r16 ::=       SEQUENCE(SIZE (1..16)) OF ServCellIndex

-- TAG-PDCCH-CONFIG-STOP

-- ASN1STOP

Dedicated search spaces are configured in PDCCH dedicated configuration PDCCH-Config. 
Common search space configuration and dedicated search space configuration are sharing the same IE SearchSpace, which includes configuration for common search space only, configuration for dedicated search space only and configuration for both. In Rel-16, the IE SearchSpace has been extended in SearchSpace-v16xy, and the extension includes configuration for common search space and configuration for both common and dedicated search space.
SearchSpace-v16xy ::=                   SEQUENCE {

    searchSpaceId                           SearchSpaceId,

    controlResourceSetId-r16                ControlResourceSetId-r16                                    OPTIONAL,   -- Cond SetupOnly

    searchSpaceType-r16                     CHOICE {

        common-r16                              SEQUENCE {

            dci-Format2-4-r16                       SEQUENCE {

                nrofCandidates-CI-r16                   SEQUENCE {

                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            },

            dci-Format2-5-r16                    SEQUENCE {

                nrofCandidates-IAB-r16                  SEQUENCE {

                    aggregationLevel1-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16-r16                  ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            }                                                                                           OPTIONAL,    -- Need R

            dci-Format2-6-r16                       SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            ...

        },

    }                                                                                                   OPTIONAL,    -- Cond Setup2

    searchSpaceGroupIdList-r16                      SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)           OPTIONAL,    -- Need R

    freqMonitorLocations-r16                        BIT STRING (SIZE (5))                               OPTIONAL     -- Need R

}

However, the extension is only applied to the search space list (i.e. dedicated search space) included in the PDCCH dedicated configuration, but not applied to common search space in the PDCCH common configuration.
searchSpacesToAddModList-r16        SEQUENCE(SIZE (1..10)) OF SearchSpace-v16xy                 OPTIONAL,   -- Need N
Observation 1: The extension of search space has not been applied to common search space.
Therefore, it is proposed to apply the extension to the common search space as well. The TP is attached at the end of this paper.

Proposal 1: Adopt a TP to apply the extension of search space to the common search space.
Further, since the common search space can be signaled in system information, but in SearchSpace-v16xy, searchSpaceId is mandatory and some other fields such as controlResourceSetId-r16 are also not needed for common search space. Therefore, it would be beneficial if a separate extension of SearchSpace is defined for common search space only to save signaling in SI.

Proposal 2: RAN2 to discuss if a separate extension of SearchSpace is defined for common search space only to save signaling overhead in SI.
3 Conclusion and Proposals
In this contribution, we discussed the issue in current PDCCH configuration.
Proposal 1: Adopt a TP to apply the extension of search space to the common search space.
Proposal 2: RAN2 to discuss if a separate extension of SearchSpace is defined for common search space only to save signaling overhead in SI.
4 Text proposal (Option-1)
-- ASN1START

-- TAG-PDCCH-CONFIGCOMMON-START

PDCCH-ConfigCommon ::=              SEQUENCE {

    controlResourceSetZero              ControlResourceSetZero                                  OPTIONAL,   -- Cond InitialBWP-Only

    commonControlResourceSet            ControlResourceSet                                      OPTIONAL,   -- Need R

    searchSpaceZero                     SearchSpaceZero                                         OPTIONAL,   -- Cond InitialBWP-Only

    commonSearchSpaceList               SEQUENCE (SIZE(1..4)) OF SearchSpace                    OPTIONAL,   -- Need R

    searchSpaceSIB1                     SearchSpaceId                                           OPTIONAL,   -- Need S

    searchSpaceOtherSystemInformation   SearchSpaceId                                           OPTIONAL,   -- Need S

    pagingSearchSpace                   SearchSpaceId                                           OPTIONAL,   -- Need S

    ra-SearchSpace                      SearchSpaceId                                           OPTIONAL,   -- Need S

    ...,

    [[

    firstPDCCH-MonitoringOccasionOfPO   CHOICE {

        sCS15KHZoneT                                                             SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..139),

        sCS30KHZoneT-SCS15KHZhalfT                                               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..279),

        sCS60KHZoneT-SCS30KHZhalfT-SCS15KHZquarterT                              SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..559),

        sCS120KHZoneT-SCS60KHZhalfT-SCS30KHZquarterT-SCS15KHZoneEighthT          SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..1119),

        sCS120KHZhalfT-SCS60KHZquarterT-SCS30KHZoneEighthT-SCS15KHZoneSixteenthT SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..2239),

        sCS120KHZquarterT-SCS60KHZoneEighthT-SCS30KHZoneSixteenthT               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..4479),

        sCS120KHZoneEighthT-SCS60KHZoneSixteenthT                                SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..8959),

        sCS120KHZoneSixteenthT                                                   SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..17919)

    }                                                                                                                OPTIONAL       -- Cond OtherBWP

    ]],
    [[

    commonSearchSpaceList-v16xy               SEQUENCE (SIZE(1..4)) OF SearchSpace-v16xy        OPTIONAL,   -- Need R

    ]]

}

-- TAG-PDCCH-CONFIGCOMMON-STOP

-- ASN1STOP

	PDCCH-ConfigCommon field descriptions

	commonControlResourceSet
An additional common control resource set which may be configured and used for any common or UE-specific search space. If the network configures this field, it uses a ControlResourceSetId other than 0 for this ControlResourceSet. The network configures the commonControlResourceSet in SIB1 so that it is contained in the bandwidth of CORESET#0.

	commonSearchSpaceList
A list of additional common search spaces. If the network configures this field, it uses the SearchSpaceIds other than 0. If the field is included, it replaces any previous list, i.e. all the entries of the list are replaced and each of the SearchSpace entries is considered to be newly created and the conditions and Need codes for setup of the entry apply.

	controlResourceSetZero
Parameters of the common CORESET#0 which can be used in any common or UE-specific search spaces. The values are interpreted like the corresponding bits in MIB pdcch-ConfigSIB1. Even though this field is only configured in the initial BWP (BWP#0) controlResourceSetZero can be used in search spaces configured in other DL BWP(s) than the initial DL BWP if the conditions defined in TS 38.213 [13], clause 10 are satisfied.

	firstPDCCH-MonitoringOccasionOfPO

Indicates the first PDCCH monitoring occasion of each PO of the PF on this BWP, see TS 38.304 [20].

	pagingSearchSpace
ID of the Search space for paging (see TS 38.213 [13], clause 10.1). If the field is absent, the UE does not receive paging in this BWP (see TS 38.213 [13], clause 10).

	ra-SearchSpace
ID of the Search space for random access procedure (see TS 38.213 [13], clause 10.1). If the field is absent, the UE does not receive RAR in this BWP. This field is mandatory present in the DL BWP(s) if the conditions described in TS 38.321 [3], subclause 5.15 are met.

	searchSpaceOtherSystemInformation
ID of the Search space for other system information, i.e., SIB2 and beyond (see TS 38.213 [13], clause 10.1) If the field is absent, the UE does not receive other system information in this BWP.

	searchSpaceSIB1
ID of the search space for SIB1 message. In the initial DL BWP of the UE′s PCell, the network sets this field to 0. If the field is absent, the UE does not receive SIB1 in this BWP. (see TS 38.213 [13], clause 10)

	searchSpaceZero
Parameters of the common SearchSpace#0. The values are interpreted like the corresponding bits in MIB pdcch-ConfigSIB1. Even though this field is only configured in the initial BWP (BWP#0), searchSpaceZero can be used in search spaces configured in other DL BWP(s) than the initial DL BWP if the conditions described in TS 38.213 [13], clause 10, are satisfied.


	Conditional Presence
	Explanation

	InitialBWP-Only
	If SIB1 is broadcast the field is mandatory present in the PDCCH-ConfigCommon of the initial BWP (BWP#0) in ServingCellConfigCommon; it is absent in other BWPs and when sent in system information. If SIB1 is not broadcast and there is an SSB associated to the cell, the field is optionally present, Need M, in the PDCCH-ConfigCommon of the initial BWP (BWP#0) in ServingCellConfigCommon (still with the same setting for all UEs). In other cases, the field is absent.

	OtherBWP
	This field is optionally present, Need R, if this BWP is not the initial DL BWP and pagingSearchSpace is configured in this BWP. Otherwise this field is absent.


5 Text proposal (Option-2)
-- ASN1START

-- TAG-PDCCH-CONFIGCOMMON-START

PDCCH-ConfigCommon ::=              SEQUENCE {

    controlResourceSetZero              ControlResourceSetZero                                  OPTIONAL,   -- Cond InitialBWP-Only

    commonControlResourceSet            ControlResourceSet                                      OPTIONAL,   -- Need R

    searchSpaceZero                     SearchSpaceZero                                         OPTIONAL,   -- Cond InitialBWP-Only

    commonSearchSpaceList               SEQUENCE (SIZE(1..4)) OF SearchSpace                    OPTIONAL,   -- Need R

    searchSpaceSIB1                     SearchSpaceId                                           OPTIONAL,   -- Need S

    searchSpaceOtherSystemInformation   SearchSpaceId                                           OPTIONAL,   -- Need S

    pagingSearchSpace                   SearchSpaceId                                           OPTIONAL,   -- Need S

    ra-SearchSpace                      SearchSpaceId                                           OPTIONAL,   -- Need S

    ...,

    [[

    firstPDCCH-MonitoringOccasionOfPO   CHOICE {

        sCS15KHZoneT                                                             SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..139),

        sCS30KHZoneT-SCS15KHZhalfT                                               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..279),

        sCS60KHZoneT-SCS30KHZhalfT-SCS15KHZquarterT                              SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..559),

        sCS120KHZoneT-SCS60KHZhalfT-SCS30KHZquarterT-SCS15KHZoneEighthT          SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..1119),

        sCS120KHZhalfT-SCS60KHZquarterT-SCS30KHZoneEighthT-SCS15KHZoneSixteenthT SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..2239),

        sCS120KHZquarterT-SCS60KHZoneEighthT-SCS30KHZoneSixteenthT               SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..4479),

        sCS120KHZoneEighthT-SCS60KHZoneSixteenthT                                SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..8959),

        sCS120KHZoneSixteenthT                                                   SEQUENCE (SIZE (1..maxPO-perPF)) OF INTEGER (0..17919)

    }                                                                                                                OPTIONAL       -- Cond OtherBWP

    ]],
    [[

    commonSearchSpaceList-v16xy               SEQUENCE (SIZE(1..4)) OF CommonSearchSpace-v16xy        OPTIONAL,   -- Need R

    ]]

}

-- TAG-PDCCH-CONFIGCOMMON-STOP

-- ASN1STOP

	PDCCH-ConfigCommon field descriptions

	commonControlResourceSet
An additional common control resource set which may be configured and used for any common or UE-specific search space. If the network configures this field, it uses a ControlResourceSetId other than 0 for this ControlResourceSet. The network configures the commonControlResourceSet in SIB1 so that it is contained in the bandwidth of CORESET#0.

	commonSearchSpaceList
A list of additional common search spaces. If the network configures this field, it uses the SearchSpaceIds other than 0. If the field is included, it replaces any previous list, i.e. all the entries of the list are replaced and each of the SearchSpace entries is considered to be newly created and the conditions and Need codes for setup of the entry apply.

	controlResourceSetZero
Parameters of the common CORESET#0 which can be used in any common or UE-specific search spaces. The values are interpreted like the corresponding bits in MIB pdcch-ConfigSIB1. Even though this field is only configured in the initial BWP (BWP#0) controlResourceSetZero can be used in search spaces configured in other DL BWP(s) than the initial DL BWP if the conditions defined in TS 38.213 [13], clause 10 are satisfied.

	firstPDCCH-MonitoringOccasionOfPO

Indicates the first PDCCH monitoring occasion of each PO of the PF on this BWP, see TS 38.304 [20].

	pagingSearchSpace
ID of the Search space for paging (see TS 38.213 [13], clause 10.1). If the field is absent, the UE does not receive paging in this BWP (see TS 38.213 [13], clause 10).

	ra-SearchSpace
ID of the Search space for random access procedure (see TS 38.213 [13], clause 10.1). If the field is absent, the UE does not receive RAR in this BWP. This field is mandatory present in the DL BWP(s) if the conditions described in TS 38.321 [3], subclause 5.15 are met.

	searchSpaceOtherSystemInformation
ID of the Search space for other system information, i.e., SIB2 and beyond (see TS 38.213 [13], clause 10.1) If the field is absent, the UE does not receive other system information in this BWP.

	searchSpaceSIB1
ID of the search space for SIB1 message. In the initial DL BWP of the UE′s PCell, the network sets this field to 0. If the field is absent, the UE does not receive SIB1 in this BWP. (see TS 38.213 [13], clause 10)

	searchSpaceZero
Parameters of the common SearchSpace#0. The values are interpreted like the corresponding bits in MIB pdcch-ConfigSIB1. Even though this field is only configured in the initial BWP (BWP#0), searchSpaceZero can be used in search spaces configured in other DL BWP(s) than the initial DL BWP if the conditions described in TS 38.213 [13], clause 10, are satisfied.


	Conditional Presence
	Explanation

	InitialBWP-Only
	If SIB1 is broadcast the field is mandatory present in the PDCCH-ConfigCommon of the initial BWP (BWP#0) in ServingCellConfigCommon; it is absent in other BWPs and when sent in system information. If SIB1 is not broadcast and there is an SSB associated to the cell, the field is optionally present, Need M, in the PDCCH-ConfigCommon of the initial BWP (BWP#0) in ServingCellConfigCommon (still with the same setting for all UEs). In other cases, the field is absent.

	OtherBWP
	This field is optionally present, Need R, if this BWP is not the initial DL BWP and pagingSearchSpace is configured in this BWP. Otherwise this field is absent.


<Irrelevant parts removed>
-- ASN1START

-- TAG-SEARCHSPACE-START

SearchSpace ::=                         SEQUENCE {

    searchSpaceId                           SearchSpaceId,

    controlResourceSetId                    ControlResourceSetId                                        OPTIONAL,   -- Cond SetupOnly

    monitoringSlotPeriodicityAndOffset      CHOICE {

        sl1                                     NULL,

        sl2                                     INTEGER (0..1),

        sl4                                     INTEGER (0..3),

        sl5                                     INTEGER (0..4),

        sl8                                     INTEGER (0..7),

        sl10                                    INTEGER (0..9),

        sl16                                    INTEGER (0..15),

        sl20                                    INTEGER (0..19),

        sl40                                    INTEGER (0..39),

        sl80                                    INTEGER (0..79),

        sl160                                   INTEGER (0..159),

        sl320                                   INTEGER (0..319),

        sl640                                   INTEGER (0..639),

        sl1280                                  INTEGER (0..1279),

        sl2560                                  INTEGER (0..2559)

    }                                                                                                   OPTIONAL,   -- Cond Setup

    duration                                INTEGER (2..2559)                                           OPTIONAL,   -- Need R

    monitoringSymbolsWithinSlot             BIT STRING (SIZE (14))                                      OPTIONAL,   -- Cond Setup

    nrofCandidates                          SEQUENCE {

        aggregationLevel1                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},

        aggregationLevel2                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},

        aggregationLevel4                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},

        aggregationLevel8                       ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},

        aggregationLevel16                      ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8}

    }                                                                                                   OPTIONAL,   -- Cond Setup

    searchSpaceType                         CHOICE {

        common                                  SEQUENCE {

            dci-Format0-0-AndFormat1-0              SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            dci-Format2-0                           SEQUENCE {

                nrofCandidates-SFI                      SEQUENCE {

                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            }                                                                                           OPTIONAL,   -- Need R

            dci-Format2-1                           SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            dci-Format2-2                           SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            dci-Format2-3                           SEQUENCE {

                dummy1                                  ENUMERATED {sl1, sl2, sl4, sl5, sl8, sl10, sl16, sl20}  OPTIONAL,   -- Cond Setup

                dummy2                                  ENUMERATED {n1, n2},

                ...

            }                                                                                           OPTIONAL    -- Need R

        },

        ue-Specific                                 SEQUENCE {

            dci-Formats                                 ENUMERATED {formats0-0-And-1-0, formats0-1-And-1-1},

            ...,

            [[

            dci-FormatsSL-r16                    ENUMERATED {formats0-0-And-1-0, formats0-1-And-1-1, formats3-0, formats3-1,

                                                             formats3-0-And-3-1}                        OPTIONAL,    -- Need R

            dci-FormatsExt-r16                   ENUMERATED {formats0-2-And-1-2, formats0-1-And-1-1And-0-2-And-1-2}

                                                                                                        OPTIONAL,    -- Need NR

dci-Formats-MT-r16                   ENUMERATED {formats2-5}                        OPTIONAL,    -- Need R

            ]]

        }

    }                                                                                                   OPTIONAL    -- Cond Setup2

}
SearchSpace-v16xy ::=                   SEQUENCE {

    searchSpaceId                           SearchSpaceId,

    controlResourceSetId-r16                ControlResourceSetId-r16                                    OPTIONAL,   -- Cond SetupOnly

    searchSpaceType-r16                     CHOICE {

        common-r16                              SEQUENCE {

            dci-Format2-4-r16                       SEQUENCE {

                nrofCandidates-CI-r16                   SEQUENCE {

                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            },

            dci-Format2-5-r16                    SEQUENCE {

                nrofCandidates-IAB-r16                  SEQUENCE {

                    aggregationLevel1-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16-r16                  ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            }                                                                                           OPTIONAL,    -- Need R

            dci-Format2-6-r16                       SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            ...

        },

    }                                                                                                   OPTIONAL,    -- Cond Setup2

    searchSpaceGroupIdList-r16                      SEQUENCE (SIZE (1.. 2)) OF INTEGER (0..1)           OPTIONAL,    -- Need R

    freqMonitorLocations-r16                        BIT STRING (SIZE (5))                               OPTIONAL     -- Need R

}

CommonSearchSpace-v16xy ::=                   SEQUENCE {

    searchSpaceType-r16                     CHOICE {

        common-r16                              SEQUENCE {

            dci-Format2-4-r16                       SEQUENCE {

                nrofCandidates-CI-r16                   SEQUENCE {

                    aggregationLevel1                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8                       ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16                      ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            },

            dci-Format2-5-r16                    SEQUENCE {

                nrofCandidates-IAB-r16                  SEQUENCE {

                    aggregationLevel1-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel2-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel4-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel8-r16                   ENUMERATED {n1, n2}                         OPTIONAL,   -- Need R

                    aggregationLevel16-r16                  ENUMERATED {n1, n2}                         OPTIONAL    -- Need R

                },

                ...

            }                                                                                           OPTIONAL,    -- Need R

            dci-Format2-6-r16                       SEQUENCE {

                ...

            }                                                                                           OPTIONAL,   -- Need R

            ...

        },

    }                                                                                                   OPTIONAL,    -- Cond Setup2

}

-- TAG-SEARCHSPACE-STOP

-- ASN1STOP
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