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1	Introduction
At the conclusion of RAN2#109bis-e, a CR to 38.304 (R2-2003908) was agreed. Some comments were received at a somewhat late stage, resulting in Editor’s Notes in the CR. 
[bookmark: _GoBack]This document proposes rapporteur’s resolutions to these comments and implements the changes in CR  R2-2005676.
 
2	Nearly Editorial Issues 
2.1 Registered or Registered/Selected
	If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to one or more of the following reasons: 
· this cell being part of the "list of 5GS forbidden TAs for roaming", or the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If 
· [bookmark: _Hlk23018542]this cell belongs to a PLMN which that is not indicated as being equivalent to the registered PLMN, or
· this cell is a CAG cell that belongs to a PLMN which is equivalent to the registered PLMN but with no CAG ID that is present in the UE’s allowed CAG list being broadcasted, or
· this cell is not a CAG cell and the CAG-only indication in the UE is set, or
· this cell is a SNPN cell that belongs to a SNPN that is not equal to the registered SNPN of the UE in SNPN access mode.,
 the UE shall not consider this cell and, for operation in licensed spectrum, other cells on the same frequency as candidates for reselection for a maximum of 300 seconds. 
Editor’s Note: It is FFS if the condition for registered SNPN in the above paragraph should be extended to include selected SNPN.



In almost all places in 38.304, the same handling is used for registered and selected SNPN. Hence, it is proposed to delete the Editor’s note and replace “registered SNPN” by “registered or selected SNPN”.
The changes are provided in the accompanying CR.
2.2 Usage of cellReservedForFutureUse IE

	[bookmark: _Toc29245223][bookmark: _Toc37298574]5.3.1	Cell status and cell reservations
Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of following fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is specified per PLMN or per SNPN.
[bookmark: _Hlk506409868]-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
-	cellReservedForFutureUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs or NPNs indicated in SIB1, this field is common for all PLMNs and NPNs.
NOTE:	For IAB node, it ignores the cellBarred, cellReservedForOperatorUse and cellReservedForOtherUse as defined in TS 38.331 [3].
-	iab-Support (IE type: "true")
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use and cellReservedForFutureUse IE is not indicated as "true",
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell broadcasts any CAG IDs or NIDs and the cell status is indicated as "not barred" and "not reserved" for operator use and "true" for other use, and cellReservedForFutureUse IE is not indicated as "true":
-	All NPN-capable UEs in SNPN AM or with non-empty Allowed CAG list shall treat this cell as candidate during the cell selection and cell reselection procedures, other UEs shall treat this cell as if cell status is "barred".
Editor's note: The terminology cellReservedForFutureUse IE is not indicated as "true" should be updated to not "true" for future use for consistency with other IEs. The applicability of above behaviour for non-NPN capable UE is FFS.
When cell status is indicated as "true" for other use, and either cell does not broadcast any CAG-IDs or NIDs or does not broadcast any CAG-IDs and the UE is not operating in SNPN Access Mode,
-	The UE shall treat this cell as if cell status is "barred".
When cellReservedForFutureUse IE is indicated as "true",
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN/SNPN and not "true" for other use and cellReservedForFutureUse IE is not indicated as "true",
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to Access Identity 11 or 15 shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for selected/registered SNPN is set to "reserved".
-	UEs assigned to an Access Identity 0, 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN/SNPN or the selected PLMN/SNPN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
Editor's note: It is FFS whether above NOTE needs to be updated to consider SNPNs




For consistency in the usage of IEs and the logical values, the Editor’s note can be deleted and replaced by the changes provided in the accompanying CR.
3	Other Open Issues 
3.1	Handling of forbidden TA in shared spectrum
The restructuring of text in Section 5.2.4.4. led to an Editor’s note about UE behaviour in shared spectrum in case the strongest cell belongs to a forbidden TA.
Scenario for shared spectrum: Highest ranked cell is not suitable because it is part of the "list of 5GS forbidden TAs for roaming. 
The specification should pick one of these two behaviours:
· A (per 38.304v16.0.0): UE considers frequency as barred for max of 300s
· B (per restructured text in 38.304 PRN running CR): UE considers other cells on this frequency.
Rapporteur recommendation: Pick ‘B’, and simply delete the EN in 38.304 PRN running CR.
· It is desirable to have uniform UE behaviour in all cases in shared spectrum where the UE was not eligible to access the highest ranked cell. 
· There does not seem any compelling reason to make an exception for forbidden TA case
· This behaviour does not create a disconnect between legacy UE and Rel-16 UE because it is specific to shared spectrum.
Option B however does have the procedural drawback of changing a UE behaviour that is outside PRN scope.

	If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to one or more of the following reasons: 
· this cell being part of the "list of 5GS forbidden TAs for roaming", or the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If 
· this cell belongs to a PLMN which that is not indicated as being equivalent to the registered PLMN, or
· this cell is a CAG cell that belongs to a PLMN which is equivalent to the registered PLMN but with no CAG ID that is present in the UE’s allowed CAG list being broadcasted, or
· this cell is not a CAG cell and the CAG-only indication in the UE is set, or
· this cell is a SNPN cell that belongs to a SNPN that is not equal to the registered SNPN of the UE in SNPN access mode.,
 the UE shall not consider this cell and, for operation in licensed spectrum, other cells on the same frequency as candidates for reselection for a maximum of 300 seconds. 
Editor’s Note: It is FFS if the condition for registered SNPN in the above paragraph should be extended to include selected SNPN.
For operation with shared spectrum channel access, when the highest ranked cell or best cell is not a candidate for reselection per the previous paragraph, if the second highest ranked cell on this frequency is also not suitable due to one or more of the above reasons,also does not have a PLMN being equivalent to the registered PLMN, the UE may consider this frequency to be the lowest priority for a maximum of 300 seconds. 
Editor’s Note: It requires confirmation whether the case of second highest ranked cell belonging to forbidden TA should be part of the conditions associated with "one or more of the above reasons". 





